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(SHEET 4 OF 4)

SEE DETAIL ``A''

3'-3Ž"

W1

 NOTES:  

6'-0" 6'-0"

3" HIGH BEAM BOLSTERS

@ 5'-0" CTS.

(TYP. EA. BAY)

8"8" @ 8" CTS.

8-#4 S1 & S2

{ HP 12 X 53 STEEL BRACE PILES

(2'-5" MIN. SPLICE)

(2 BAR RUNS)

(OVER PILES)

4-#4 B2

(TYP.) (TYP.)

{ HP 12 X 53 STEEL PILES

5'-7•" 4•"

6'-0" 6'-0"

(M
I

N
.)

(TYP. EA. PILE)

4-#4 S3

4"

4"

(2'-5" MIN. SPLICE)

(2 BAR RUNS)

#4 B2 (EACH FACE)

(2'-5" MIN. SPLICE) 

(2 BAR RUNS)

#4 K2 (EACH FACE)

CONST. JT.

(TYP.)

4
'-

0
"

4-#9 B1

17-#4 V2 @ 1'-0" CTS. (EA. FACE) 17-#4 V2 @ 1'-0" CTS. (EA. FACE)

17-#4 U1 @ 1'-0" CTS. 17-#4 U1 @ 1'-0" CTS.

WORKLINE

 ELEVATION 

EL. 325.75

EL. 327.37

EL. 327.37 A

A

SEE ``CORROSION PROTECTION FOR STEEL PILES DETAIL'', SHEET 4 OF 4.

CONCRETE COLLARS FOR STEEL PILES NOT SHOWN IN PLAN AND ELEVATION VIEWS FOR CLARITY.

FOR SECTION A-A, SEE SHEET 4 OF 4.

WINGS NOT SHOWN FOR CLARITY.

 

 

 

6'-0" 6'-0"

8"

(TYP.)

2'-0" MIN.

(TYP.)

EMBEDMENT

(T
Y

P
.)

1
'-

0
"

(10 REQ'D)

OVER PILES @ 4'-0" CTS.

#4 B3 UNDER #4 B2
EL. 325.75

EL. 327.37

8"

#4 K1 (TYP.)

& BACKWALL

OF WINGS

UPPER PART

POUR 2

CONCRETE COLLARS

PART OF WINGS &

CAP, LOWER

POUR 1

(LEVEL)

TOP OF WING

EL. 329.25

 

(TYP. EA. END)

#4 S1 & #4 S2

(TYP.)

MAT'L. (TYP)

1" EXP. JT.

(LEVEL)

TOP OF WING

EL. 329.25

S.D. COOPER

SHEET 2 OF 4

SUBSTRUCTURE

END BENT 2

S-14

(LEVEL)

& WING

BOTTOM OF CAP

EL. 321.75

(LEVEL)

& WING

BOTTOM OF CAP

EL. 321.75

FOR WING DETAILS, SEE SHEET 3 OF 4.

FOR PILE SPLICE DETAILS, SEE SHEET 4 OF 4.

FORMING IS USED.

CONCRETE PARAPET IS CAST IF SLIP

THE WING SHALL BE POURED AFTER THE

THE CONCRETE IN THE SHADED AREA OF

NECESSARY TO CLEAR DOWELS.

STIRRUPS IN CAP MAY BE SHIFTED AS

DATE:

DATE:

4
/
1
1
/
2
0
1
8

1
2
:5

5
:3

4
 
P

M
G
:\

P
r
o
j
e
c
t
s
\
2
0
1
6
\

D
iv
is
io

n
 

5
 
(M

o
t
t
 

M
a
c
d
o

n
a
ld
)\

B
-
5
6
8
2
 

G
r
a
n

v
il
le
 

#
1
2
9
 
(1

0
5
 
3
3

B
B

U
 
2

B
M

R
)\

S
t
r
u
c
t
u
r
e
s
\

D
r
a

w
in

g
s
\

F
in

a
l\

4
0
1
_

B
5
6
8
2
_
S

M
U
_

E
B
.d

g
n

NO. NO.BY: BY:DATE: DATE:

REVISIONS SHEET NO.

TOTAL
SHEETS

STATE OF NORTH CAROLINA

RALEIGH

STATION:

COUNTY

DEPARTMENT OF TRANSPORTATION

1
2

3

4

IMPSON

NGINEERS

& SSOCIATES

S
AE

PLANS PREPARED BY:

PROJECT NO. B-5682

14+55.00 -L-

DRAWN BY: DATE:

DESIGN ENGINEER OF RECORD:

CHECKED BY:

5640 Dillard Drive

Suite 200

Cary, NC 27518

(919) 852-0468

(919) 852-0598 (Fax)

www.simpsonengr.com

LICENSURE NO. C-2521

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

GRANVILLE

B.S. COX

B.S. COX 19

E
GI E

ES

L

O
I

11268

SEAL

N
N ER

P
R

OF
SION

A

NO
R

HCAR LNA

T

 
XOC .S YSTE

B

4-18

4-18

4-18

DocuSign Envelope ID: 48716AF9-1B10-47EE-B9CD-C629105D2DF8

4/11/2018


		2018-04-11T10:32:43-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




