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NOTE:

CONTRACTOR SHALL PERFORM A FIELD INSPECTION WITH ENGINEER TO ESTABLISH AREAS TO BE REPAIRED.

REPAIR AREAS TO BE MARKED WITH FIELD PAINT,

ITEMS TO BE REPAIRED INCLUDE END BENTS, BENT CAPS, BENT COLUMNS, AND ANY OTHER LITEMS

SPECIFIED BY THE ENGINEER.

SILL OF MATERLTAL

SHOTCRETE EPOXY RESIN
REPAIRS INJECTION
CU. FT. LIN. FT.
END BENT 1 35
BENT 1 35
BENT 2 10
BENT 3 80
END BENT 2 0
CONTINGENCY 40 125
TOTAL 200 125
DRAWN BY: E. PHELPS DATE :__06-I7
CHECKED BY: D. RUGGLES DATE :__ 09-I7

DESIGN ENGINEER OF RECORD:

D. RUGGLES DATE :__09-I7
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REPAIR SEQUENCE:

SOUND CONCRETE TO DETERMINE EXTENT OF REPAIR LOCATION.

REMOVE SURFACE CONCRETE TO VERIFY SAWCUT DEPTH WILL NOT DAMAGE EXISTING REINFORCING STEEL.
SAW CUT AROUND REPAIR AREA TO A NOMINAL DEPTH OF !5~

REMOVE CONCRETE WITHIN SAW CUT AREA TO MINIMUM !'/>”DEPTH. (PICTURE REQUIRED).

USE A WIRE BRUSH TO CLEAN ALL EXPOSED REINFORCING STEEL.FOR BARS WITH MORE THAN 107 SECTION
LOSS SPLICE AND SECURELY TIE SUPPLEMENTAL REINFORCING BARS AS NEEDED.

REMOVE ALL LOOSE OR WEAKENED MATERIAL THEN CLEAN THE REPAIR AREA OF DIRT, GREASE, OIL, AND
FOREIGN MATTER. (PICTURE REQUIRED)

PREPARE SURFACE AND PLACE APPROVED REPAIR MATERIAL ACCORDING TO MANUFACTURER'S RECOMMENDATIONS.

(PICTURE REQUIRED)
NOTE:

FOR REPAIRS OVER TRAFFIC AND SHALLOW REPAIRS THAT DO NOT ENGAGE REINFORCEMENT, ANCHOR PATCH
MATERIAL USING '/4” GALVANIZED BOLTS, EPOXY ANCHORED WITH 2”EMBEDMENT.PLACE IN A 6”GRID.USE A
LATEX OR EPOXY PATCH MATERIAL FOR IMPROVED BOND.
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