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CAPACITY OF LOW PROFILE JACKS AT GIRDERS 1 AND 13 SHALL BE 76 KIPS.  

MINIMUM CAPACITY OF JACKS FOR GIRDERS 2 THRU 12 SHALL BE 73 KIPS.  MINIMUM 

SLOWLY RELEASE JACK PRESSURE TO LOWER THE SPAN ON TO THE NEW SUPPORTS.

GIRDERS 2 THRU 12 AND REMOVE BLOCKING FROM GIRDERS 1 AND 13.

RESTORE HYDRAULIC PRESSURE TO JACKS AND RELEASE LOCKING COLLARS AT 

AFTER CONCRETE HAS REACHED A MINIMUIM COMPRESSIVE STRENGTH OF 3000 PSI, 

COMPLETE CONSTRUCTION OF NEW PEDESTALS AND INSTALLATION OF NEW BEARINGS.

RAISED POSITION.

IN RAISED POSITION.  FOR GIRDERS 1 AND 13, INSTALL BLOCKING TO HOLD SPAN IN 

FOR GIRDERS 2 THRU 12, RUN LOCKING COLLARS DOWN ON EACH JACK TO HOLD SPAN 

SPAN A AND SPAN D BEAMS TO BE RAISED A MAXIMUM OF ‚".

JACKING SCHEMATIC SHALL BE SUBMITTED TO ENGINEER FOR APPROVAL.

ALLOW ALL GIRDERS TO BE JACKED EQUALLY AND SIMULTANEOUSLY. 

ALL JACKS TO BE CONNECTED TO A MANIFOLD AS SHOWN IN JACKING SCHEMATIC TO 

BE SEALED BY A PROFESSIONAL ENGINEER REGISTERED IN NORTH CAROLINA. 

AND DESIGN FOR APPROVAL. ALTERNATE JACKING DESIGN AND PLAN SUBMITTAL SHALL 

GIRDERS.  IF ALTERNATE METHOD IS UTILIZED, CONTRACTOR SHALL SUBMIT PLANS 

CONTRACTOR MAY USE ALTERNATE MEANS AND METHODS FOR JACKING OF EXISTING 
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