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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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EARTH MATERIAL.

EXISTING PAVEMENT.
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AVERAGE RATE OF 627 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.

PROP. APPROX. 11" ASPHALT CONC. BASE COURSE, TYPE B25.0B, AT AN

AN AVERAGE RATE OF 224 LBS. PER SQ. YD.

PROP. APPROX. 2" ASPHALT CONC. SURFACE COURSE, TYPE S9.5B, AT

2). PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

  FULL DEPTH IS TO BE REMOVED AND PAVED TO FULL DEPTH.

1). THE PORTION OF EACH EXISTING PAVED SHOULDER THAT IS NOT
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 VAR. 0' TO 4.5'

*NOTE:          SEE LAP JOINT DETAIL

T

GRADE TO THIS LINE

X-SECTIONS
VAR. SEE

E1

0.08

13"

5' 11'

VC1

C1

FDPS

2' 

 VAR. 0' TO 4.0'

VAR. 0' TO 11'

-L- STA. 11+66.00  TO 21+26.03
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**

LAP JOINT (TYP)
2" X 4'

C1

2'

2A-1

VAR. 22' TO 33'

VAR. 25.16' TO 34.11'
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