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CONSTRUCTION SHEET 05

EROSION CONTROL FOR

CLEARING AND GRUBBING

NOTE:

     PLACE TEMPORARY ROCK SEDIMENT DAMS TYPE - B

     DRAINAGE OUTLETS.

     AND TEMPORARY ROCK SILT CHECKS TYPE - A AT

     INSTALLED DURING CLEARING AND GRUBBING PHASE.

     PERIMETER EROSION CONTROL MEASURES SHALL BE

NOTE:

EROSION CONTROL PLAN

      ENGINEER.

      NEED TO BE INSTALLED AS DIRECTED BY THE

      ADDITIONAL EROSION CONTROL DEVICES MAY

      REQUIRE PRIOR APPROVAL BY ENGINEER.

NOTES:   ANY DEVIATION FROM OPTIONS GIVEN WILL

LEVEL III CERTIFICATION NO.

3491

LEVEL III NAME

Randal C. Howard, EI

EST. 105 SY

STA. 42+00 TO 43+50 -L- LT

PROPOSED DITCH LINE.

EROSION CONTROL IN THE

INSTALL MATTING FOR 

DISCRETION OF THE ENGINEER.

DEVICES ON CATCH BASINS AT THE 

WITH FABRIC INSERT INLET PROTECTION 

CONTROL MEASURES MAY BE SUBSTITUTED 

RIST TYPE-C INLET PROTECTION EROSION 

2012 STANDARD DRAWINGS

Temporary Rock Sediment Dam Type A

Temporary Rock Sediment Dam Type B

Temporary Silt Fence

Rock Pipe Inlet Sediment Trap Type A

1634.01

1634.02

1635.01

1605.01

1630.01

Temporary Berms and Slope Drains

1606.01

1622.01

Special Sediment Control Fence

Riser Basin

1635.02 Rock Pipe Inlet Sediment Trap Type B

1604.01 Railroad Erosion Control Detail

1607.01 Gravel Construction Entrance

1630.05 Temporary Diversion

1630.04 Stilling Basin

1630.03 Temporary Silt Ditch

1630.02 Silt Basin Type B

1630.06 Special Stilling Basin

1631.01 Matting Installation

1632.02

1632.01

Rock Inlet Sediment Trap Type B

Rock Inlet Sediment Trap Type A

1632.03 Rock Inlet Sediment Trap Type C

1633.01

1633.02 Temporary Rock Silt Check Type B

Temporary Rock Silt Check Type A

1640.01 Coir Fiber Baffle

1645.01 Temporary Stream Crossing

SITE DESCRIPTION

SOIL STABILIZATION TIMEFRAMES

STABILIZATION TIME

7 DAYS

TIMEFRAME EXCEPTIONS

PERIMETER DIKES, SWALES, DITCHES AND SLOPES

HIGH QUALITY WATER (HQW) ZONES 7 DAYS NONE

SLOPES STEEPER THAN 3:1 7 DAYS
IF SLOPES ARE 10' OR LESS IN LENGTH AND ARE

NOT STEEPER THAN 2:1, 14 DAYS ARE ALLOWED.

NONE

SLOPES 3:1  OR FLATTER 14 DAYS

14 DAYS

7 DAYS FOR SLOPES GREATER THAN 50' IN

LENGTH.

ALL OTHER AREAS WITH SLOPES FLATTER THAN 4:1 NONE, EXCEPT FOR PERIMETERS AND HQW ZONES.

for Special Considerations.

Refer To E. C. Special Provisions

ON THIS PROJECT

SENSITIVE AREA(S) EXIST

ENVIRONMENTALLY 

STANDARDS.

SENSITIVE WATERSHED

BEEN DESIGNED TO 

THIS PROJECT HAS

25 50 10050 0

PLANS

 
 

RALEIGH, NORTH CAROLINA 27606

SUNGATE DESIGN GROUP, P.A.

NC COA No. C-0890

905  JONES  FRANKLIN  ROAD

Temporary Silt Fence

Std. # Description Symbol

1605.01

1606.01 Special Sediment Control Fence

1632.03 Rock Inlet Sediment Trap Type C

Temporary Rock Silt Check Type-A1633.01

W-5601Z EC-05

MINERAL AND LAND RESOURCES.

QUALITY, DIVISION OF ENERGY, 

DEPARTMENT OF ENVIRONMENT 

ISSUED BY THE NORTH CAROLINA 

 EFFECTIVE AUGUST 1, 2016 AND 

THE GENERAL PERMIT-NCG 010000

THE REGULATIONS SET FORTH BY 

CONTROL PLANS COMPLY WITH

THESE EROSION AND SEDIMENT
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DITCH
DAYLIGHT

( Not to Scale)

SPECIAL LATERAL 'V' DITCH

2:1
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FROM STA. 42+00 TO 43+50 -L- LT

Min. D=1.0 Ft.

DETAIL 5-1
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POLE IN PROPOSED DITCH LINE
CONFLICT w/  EXISTING UTILITY 

DETAIL 5-1
DITCH, SEE 
SPEC. LAT. 'V' TO BE CONSTRUCTED BY OTHERS

WORK FROM -L- STA. 43+55.00 TO 45+70.00

& 15" RCP
REMOVE DI 
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-L- STA. 45+70.00
END CONSTRUCTION
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R/R SPIKE IN 36" OAK

N 43?30'54.04" E  Dist   3331.68

BL STATION 5+00.00

N 705981      E 2095657

BM-3       ELEVATION = 261.60

**************************************************
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