EXAMPLE OF PUMP-AROUND OPERATION
FOR PIPE REPLACEMENT IN JURISDICTIONAL STREAMS
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NOTES:

All excavation in jurisdictional streams shall be performed
in only dry or isolated sections of the work zone.
Impervious dikes are to be used to isolate work from
stream flow when necessary.

Maintenance of stream flow operations shall be incidental
to the work. This includes the discharge pad, diversion
pipes, pumps and hoses.

Pumps and hoses shall be of sufficicient size to maintain
stream flow and to dewater the work area.

Install special stilling basin in vegetated area within right
of way. Discharge should be directed through vegetated
buffer away from work site.

Install silt fence as directed to contain disturbed areas andor
excavated stockpiles.

Borrow material from or disposal of material to any
unpermitted site will require a reclamation plan.

1.

SEQUENCE OF CONSTRUCTION FOR TYPICAL WORK AREA

INSTALL SPECIAL STILLING BASIN.

. INSTALL UPSTREAM PUMP, TEMPORARY FLEXIBLE HOSE, AND STABILIZED

DISCHARGE PAD.

PLACE UPSTREAM IMPERVIOUS DIKE AND BEGIN PUMPING OPERATIONS FOR
STREAM DIVERSION DISCHARGING ONTO STABILIZED OUTLET PAD.

PLACE DOWNSTREAM [IMPERVIOUS DIKE AND PUMPING APPARATUS. DEWATER
WORK ZONE. AREA TO BE DEWATERED SHALL BE EQUAL TO ONE DAY’'S WORK.

INSTALL PIPE(S), STREAM BED STABILIZATION, AND SLOPE STABILIZATION AS DIRECTED.

EXCAVATE ANY ACCUMULATED SILT AND DEWATER BEFORE REMOVAL OF IMPERVIOUS
DIKES. REMOVE IMPERVIOUS DIKES, PUMPS, TEMPORARY FLEXIBLE HOSE, AND
STABILIZED DISCHARGE PAD. (DOWNSTREAM IMPERVIOUS DIKES FIRST).

REMOVE SPECIAL STILLING BASIN AND RESTORE AREA TO ORIGINAL CONDITIONS.

STABILIZE ALL DISTURBED AREAS THROUGHOUT PROJECT WITH SEED AND MATTING FOR

EROSION CONTROL.
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2018 STANDARD SPECIFICATIONS

EOP
ETF

PUMP

SPECIAL STILLING BASIN

STABILIZED DISCHARGE PAD (GEOTEXTILE)

EDGE OF PAVEMENT

EXISTING TRANSPORTATION FACILITY (ROW)




