DocuSign Envelope ID: A329FF5A-4093-4D82-B680-F733632614E7
PROJECT REFERENCE SHEET NO.
DF16905.2091011 — VANCE 23 2A-1
ROADWAY DESIGN PAVEMENT DESIGN
ENGINEER ENGINEER
SSna, | SR ChRol
PV OSEAL T3 % | F i oseal 7% 3
3/_0" 2'—4" VAR. :w_s‘.'gnedeZ:'I]OZ :-?:: :Doclﬁ.igneea!2896 : ::
Ve i || Sy §
@E@"ﬁ&w \(ﬁ{%@l egeggle,?a'«'cssaieh,;\g{&\?\o“.s
u_% 9/6/202?’"""“““ 9/6/26’22"0;"!"\“‘
63 MO SRRy
q L QUSE DOCUMENT NOT CONSIDERED FINAL
- 41_0" ‘4I_OII - ]OI_OII ‘_ — ‘IOI_OII 41_0”‘ _:E R @ Bé UNLEss ALL SIGNATURES COMPLETED
- 71_01/' - 7/_01/' 002 FT/FT - Prepqred in the M
W/GR W/GR gLE Office of: 7621 Purfoy Road, Suite 115
\IP\R\AC_‘\O‘\\S - . MOTT Fuquay-Varina, NC 27526
B E MACDONALD www.mottmac.com
2,_0" 21_0" < SEE % S T
PS GRADE PS 6" @ 1
o POINT -
T @ DETAIL FOR
/)
5*\5‘5;}95 . 0.08 0.02 FTFT 0.02 FTFT 0.08 SHOULDER BERM GUTTER IN
/o A ‘ A
s | &) SEr kAR CONJUNCTION WITH GUARDRAIL
\SEC
oy TIONS s _L- STA 16+57.27 TO 16+76.00 RT
1" —L- STA 16+64.73 TO 16+83.00 LT
GRADE TO THIS LINE
TYPICAL SECTION NO. 1 VAR 30"
USE TYPICAL SECTION NO. 1: v
Ll
—L- STA 14+ 00.00 TO 15+77.84 (BEGIN BRIDGE) Sf
—L- STA 16+50.16 (END BRIDGE) TO 18+ 00.00 8%
'_ @
V.
— g:u — xf\fEIAB‘E
/ CTIONS
(D) S
n”
DETAIL FOR FULL DEPTH
PAVED SHOULDER IN
CONJUNCTION WITH GUARDRAIL
B 27'-10" CLEAR ROADWAY N
7 n 4 n Q_L_ A n 7 n
_3-1 10-0 E 10'-0 3
GRADE
POINT
( 0.02 FIFT @ 0.02 FTFT W
301_0” "
- - PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,
10 CORED SLAB UNITS C1 AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO
LAYERS.
TYPICAL SECTION NO. 2 PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,
co AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH. TO
BE PLACED IN LAYERS NOT LESS THAN 1" IN DEPTH OR GREATER
— USE TYPICAL SECTION NO. 2: THAN 115" IN DEPTH.
—L- STA 15+77.84 (BEGIN BRIDGE) TO 16+50.16 (END BRIDGE)
D1 PROP. APPROX. 4" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE
I19.0C, AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.
NOTE: SEE STRUCTURE PLANS FOR PAVEMENT DEPTHS ON STRUCTURE
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