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 LICENSE NO. F-0669
MOTT MACDONALD I & E, LLC

7621 Purfoy Road, Suite 115

Fuquay-Varina, NC 27526

www.mottmac.com/americas

21102
E

GI E

ES

L

O I

R

O
R

R

N
N E

P
R

O
F

SION

A

N

THCA LNA

N
A

DR

OJ YHTOMIT
 S

E
M

AJ

SEAL

E
GI E

ES

L

O I

R

O
R

R

N
N E

P
R

O
F

SION

A

N

THCA LNA

N
OSIRROM .S

 K
RAL

C
SEAL

022896

EXISTING PAVEMENT.U

TYPICAL SECTION NO.  1

TRANSITION FROM EXISTING TO TYPICAL SECTION NO.  1:

TRANSITION FROM TYPICAL SECTION NO.  1 TO EXISTING:

-L- STA 12+00.00 TO 12+50.00

-L- STA 16+00.00 TO 16+50.00

USE TYPICAL SECTION NO.  1:

USE TYPICAL SECTION NO.  2:

-L- STA 13+67.88 (BEGIN BRIDGE) TO 14+25.13 (END BRIDGE)

-L- STA 14+25.13 (END BRIDGE) TO 16+00.00

-L- STA 12+50.00 TO 13+67.88 (BEGIN BRIDGE)

TYPICAL SECTION NO.  2

C
PROP. APPROX. 1•" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD.

NOTE:  SEE STRUCTURE PLANS FOR PAVEMENT DEPTHS ON STRUCTURE

TE

C1

3'-0"VAR

CONJUNCTION WITH GUARDRAIL
PAVED SHOULDER IN

DETAIL FOR FULL DEPTH
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D

0.02 FT/FT

R

CONJUNCTION WITH GUARDRAIL
SHOULDER BERM GUTTER IN

DETAIL FOR
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2'-4"3'-0"

SEE 
X-SE

CTIONSVARIABLE

VAR.

D

SEE X-SECTIONS

VARIABLE

       

NOTE:  PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

EARTH MATERIAL.T

PAVEMENT SCHEDULE

C1

D I19.0C, AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.

PROP. APPROX. 4" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH. TOC2

R SHOULDER BERM GUTTER.

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

BE PLACED IN LAYERS NOT GREATER THAN 1•" IN DEPTH.

AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.E
PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,
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POINT

GRADE TO THIS LINE

10'-0" 10'-0" 

0.08

-L-CL

PS

1'-0"

W/ GR

7'-0"

4'-0"

W/ GR

7'-0"

4'-0"

SEE X-SECTIONS

VARIABLE

T

0.08

PS

1'-0"

10'-0" 

30'-0"

10 CORED SLAB UNITS

27'-10"   CLEAR ROADWAY

3'-11" 10'-0" 3'-11"
-L-CL

C2

GRADE

POINT

0.02 FT/FT0.02 FT/FT

VAR. VAR.

SEE X-SECTIONS

VARIABLE

3:1

3'-0" 

-L- STA 14+36.00 TO 14+80.00

AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.

CONSTRUCTION

BEGIN OR END

C

MILLING DETAIL

BY ENGINEER

AS DIRECTED

DETAIL SHOWING PROFILE VIEW

" S9.5B2
11

-L- STA 16+50.00 TO 17+25.00

-L- STA 11+25.00 TO 12+00.00

U
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