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Directional Ramps

1

2

3

CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

PAY LIMITS FOR CURB RAMP

1

2

3

NON-WALK SURFACE

CONCRETE DEPRESSED CURB

MIN

4’-0"

5’-0" MAX 

-
+

3

SLOPE: ZERO  2.00%

BREAK

GRADE

1

8.33% (12:1) MAX SLOPE

CURB & GUTTER

DEPRESSED 2’-6"

5’ MIN.

SIDEWALK 

TYPE 1

TYPE 1A

5’ MIN.

LANDING WIDTH

5’ MIN.

SIDEWALK WIDTH 

2’-6" CURB & GUTTER 

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

SURFACE SEE R.S.D.N. 848.05

DETECTABLE WARNING

6" x 12" CONCRETE CURB

6" x 12" CONCRETE CURB
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PAY LIMITS FOR 1 CURB RAMP

of Payment

Ramp Limits 

MONOLITHIC CONCRETE ISLAND

5’
-0

"

PAVEMENT

PAVEMENT

5:1 SLOPE

VARIABLE WIDTH 

2’-0"

2’-0"

   (SEE STANDARD 852.01)
 MONOLITHIC CONCRETE ISLAND6’ MINIMUM WIDTH TO PLACE DOMES

WITH CUT THROUGH

MEDIAN ISLAND

(SEE RDWY. STD. 848.05)
DETECTABLE WARNING DOMES

TRIANGULAR ISLAND

ROADWAY PLANS OR AS DIRECTED BY THE ENGINEER.  

2 POINTS OF ENTRY AND EXIT AS SHOWN IN THE 

TRIANGULAR ISLANDS MAY BE CONSTRUCTED WITH ONLY

CURB RAMPS

MEDIAN ISLAND

5’ M
in

5’ M
in

Shar
ed

Land
ing

Flare

ForLanding

5’ Min
Ramp 12:1 Max.

Ramp 12:1 Max.

10:1

MIN (TYP)

5’-0"

DIAMETER LANDING

5’-0" MIN 

90°

90°

90°

SURFACE (TYP)

DETECTABLE WARNING

11

CONCRETE ISLAND

MONOLITHIC
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CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

PAY LIMITS FOR CURB RAMP

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

5’ MIN

LANDING WIDTH

5’ MIN

SIDEWALK WIDTH 

1

1

NON-WALK SURFACE

SIDEWALK AREA

2

2

3

SURFACE SEE DETAIL 848D05

DETECTABLE WARNING

2’-6" CURB AND GUTTER

5’ MIN

LANDING WIDTH

4’ MIN

CONCRETE CURB

DEPRESSED 

1

1

2

2

3
WARNING SURFACE

MATCH WIDTH OF DETECTABLE

AT DEPRESSED CURB TO 

WIDTH OF LANDING

5’ MIN

SIDEWALK WIDTH 

2’-6" CURB AND GUTTER

SURFACE SEE DETAIL 848D05

DETECTABLE WARNING

5’ MIN 

SIDEWALK WIDTH 

5’ MIN

RAMP\LANDING WIDTH

NON-W
ALK 

SURFACE

NON-W
ALK 

SURFACE

SIDEWALK AREA

1

1

1

DETECTABLE WARNING

2
3

6" CONCRETE CURB

2’-6" CURB & GUTTER

SURFACE SEE DETAIL 848D05

6" x 12" CONCRETE CURB

6" x 12" CONCRETE CURB

6" x 12" CONCRETE CURB

TYPE 2

TYPE 2A

TYPE 3
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CROSS SLOPE:  2.00%

SLOPE TO DRAIN TO CURB.

OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE

CURB RAMPS REQUIRE A (4’-0") MINIMUM LANDING

8.33% (12:1) MAX RAMP SLOPE

1

PAY LIMITS FOR CURB RAMP

4’ MIN LANDING

4’ MIN
RAMP WIDTH

5’ MIN

SIDEWALK WIDTH

5’ MIN

SIDEWALK WIDTH

DETECTABLE WARNING

12" MIN

24" TYP

3

 

SURFACE (TYP)

DETECTABLE WARNING

(TYP)

MAX RAMP SLOPE

8.33%

SIDEWALK AREA

3

1
1

SURFACE
NON-

WALK

SU
RFACE

NON-W
ALK

SURFACE (TYP)

REFER TO ROADWAY STANDARD DRAWING NUMBER 848.05 SHEET 3 OF 3 FOR ALL RAMP NOTES

6" CONCRETE CURB

12" MIN.

24" TYP.

4’ MIN.

RAMP WIDTH

6" CONCRETE CURB

5’ MIN.

SIDEWALK WIDTH

CURB & GUTTER

DEPRESSED 2’-6" 

1
1

3

3

1

2

SURFACE
NON-

WALK

SU
RFACE

NON-W
ALK

DETECTABLE WARNING

SURFACE (TYP)

(TYP)

(TYP)

(TYP)

5’ MIN.

SIDEWALK

10%
10%

10%
10%

2

6" CONCRETE CURB

8" TYP.

4’ MIN.

RAMP WIDTH

 

BY FLARE SLOPE)

CURB REVEAL DETERMINED

(HEIGHT VARIES

2’-6" CURB & GUTTER

DEPRESSED 

10%

10%
10%

10%

CURB & GUTTER

DEPRESSED 2’-6"

BY FLARE SLOPE)

CURB REVEAL DETERMINED

(HEIGHT VARIES

CURB & GUTTER

DEPRESSED 2’-6"

CURB & GUTTER

DEPRESSED 2’-6"

 

BY FLARE SLOPE)

CURB REVEAL DETERMINED

(HEIGHT VARIES

CURB & GUTTER

DEPRESSED 2’-6" 

8"
 T

YP

TYPE 4

TYPE 5

TYPE 4A
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