I PROJECT REFERENCE NO. SHEET NO.
10 FOOT RADIUS EACH 0.5 INCH X 36 INCH MINIMUM INSET_A' | c-seoor 178-8
SPHERE OF INFLUENCE" COPPER-CLAD AIR TERMINAL (CLASS 1)
#4 AWG SOLID BARE COPPER WIRE
TO GROUND RODS A, B, AND C
MECHANICALLY BOND CLASS II, 28 STRAND (MINIMUM),
15 AWG (MINIMUM) ROPE LAY BARE COPPER
LIGHTNING CONDUCTOR TO THE AIR TERMINAL.
fay
GROUND ROD A — = $<L>AS/§| Rn 'FE(I){KIEEA LCONDUCTOR
MAIN GROUND ROD
LOCATED NEXT TO POLE
5 FEET
#4 AWG SOLID BARE COPPER
CCTV CAMERA =<—— SECURE CLASS II, 28 STRAND (MINIMUM), 15 AWG (MINIMUM,),
GROUND ROD  (©) ROPE-LAY BARE COPPER LIGHTNING CONDUCTOR TO THE BASE 10 CAMERA SUPPORT
GROUND ROD (@) POLE ON 24 INCH CENTERS.
Y USE COPPER CABLE CLIPS DESIGNED FOR USE WITH THE
T CLASS Il COPPER CONDUCTOR. SECURE EACH COPPER CABLE
CLIP TO THE POLE USING A 0.25 INCH DIAMETER X 1.5 INCH #4 AWG SOLID BARE COPPER
| LONG HEX HEAD, GALVANIZED SCREW. WIRE TO EQUIPMENT CABINET
[ﬁ GROUND BUSS
vl ELECTRICAL SERVICE DROP
- UTILITY COMPANY
(TYPICAL)
GROUND ROD PLACEMENT DETAIL Il
(TYPICAL EACH POLE) al
Ud ALTERNATE GROUNDING METHOD
BOND #4 AWG SOLID BARE COPPER WIRE TO CAMERA SUPPORT 1 12-INCH RIGID GALVANIZED IF SPACE IS NOT AVAILABLE TO DRIVE
BASE BY AN ALUMINUM TO COPPER #2 - #14 AWG LUG. STEEL RISER WITH
MULTIPLE RODS, DRIVE SECTIONAL GROUND
ATTACH TO CAMERA BASE WITH A STAINLESS STEEL SELF TAPPING WEATHERHEAD / RODS A MINIMUM OF 30 FEET.
SCREW. REMOVE PAINT OR PROTECTIVE COATING WHERE ATTACHING
LUG ONILY. N H
[ | L]
INSTALL 2-INCH PVC U-GUARD OVER COPPER CONDUCTOR > -
FROM GROUND LEVEL TO 10 FEET (MINIMUM)ABOVE THE GROUND. . . =
: <«——POLE MOUNT -
2_INCH RIGID GALVANIZED STEEL Bl EQUIPMENT CABINET el
RISER FOR POWER AND CONTROL WIRES n L
Uola ] ]
INSTALL MARKER TAPE : METER BASE /DISCONNECT ———» -
12 INCHES BELOW GRADE ; COMBINATION  PANEL JOIN SECTIONAL GROUND RODS BY
AND ABOVE ALL GROUNDING . EXOTHERMIC WELDING CONNECTION
CONDUCTORS. [ ) — SEE NOTE 5 | T
SEE INSET "A’ N 9
FINISHED GRADE\ L
- -
Wz \W/l A NS S A A A 1 S PR PR 2N PR 7R | 72 | I I R 7
24 INCH MIN. X \ ‘ 1 o | ¢ 24-INCH MIN. DEPTH
I ¥ . [ CONDUIT FOR FEEDER I l i i i
: il\l\ \ AN i -
EXOTHERM'C WELD - . : : ~.__ - - - - - - - - - - - - ””’””””-_””"”"“Zr’'ZZZZZ_ZZ—Z‘Z-¢Z i i
g TO GROUND ROD | ' : :
g - ® - N |
2 . . NTO EQUIPMENT CABINET |
- GROUND ROD (A) —» - TO GROUND ROD (C) | ' GROUND BUSS | 58 INCH X 10 FEET MIN. COPPER
/ =i | | | CLAD STEEL GROUNDING
= | | ELECTRODES, 10 — 20 FEET APART
3 MAIN GROUND ROD INDICATED BY > l : CONTINUOUS #4 AWG SOLID BARE
2 oA | ! COPPER WIRE FROM DISCONNECT \ \ \
3 A N GROUND ROD i | TO GROUNDING ELECTRODE SYSTEM
2 PLACEMENT DETAIL THIS SHEET | |
s J2INCH oo
3 58 INCH X 10 FOOT MIN. ‘ ’[
b ~ COPPER CLAD STEEL GROUND RODS 7| |MINIMUM
g DRIVEN INTO UNDISTURBED EARTH
: | | NOTES
5 1. BOND CLASS I, 28 STRAND (MINIMUM), 15 AWG (MINIMUM)
© F % 10 — 20 FEET >‘ ROPE-LAY BARE COPPER CONDUCTOR TO THE MAIN GROUND
3 ¢ ¢ | ROD BY AN EXOTHERMIC WELD METHOD.
= MAINTAIN MAXIMUM HORIZONTAL SEPARATION BETWEEN
Z COPPER CONDUCTOR AND RISER.
X 2. EXOTHERMICALLY WELD ALL CONNECTIONS TO GROUND RODS. Prams Frepared Tor C-56001 (US 647 US 1) SEAL
: 3.THE CONTRACTOR MAY, UPON APPROVAL OF THE ENGINEER, CCTV CAMERA INSTALLATION T
2 INSTALL A 30-FOOT SECTIONAL GROUND ROD FOR INSTANCES FOR WOOD POLES WITH St
WHEN CONDITIONS WILL NOT ALLOW FOR THE INSTALLATION AERIAL ELECTRICAL SERVICE S A
z OF THE 3 - RADIAL GROUND RODS. SEAL
o DIVISION 5 WAKE counTY] % % i
g 4.INSTALL MARKER TAPE DIRECTLY ABOVE ALL GROUNDING . ot JUNE 2016 Trvewo o T HONETCUTT S
ELECTRODES AND CONDUCTORS AT A DEPTH OF 12 INCHES. K|m|ey)))Horn o n o " e[ T T TR0Ss T K ST 4. RO
" 5. REMOVE BONDING JUMPER BETWEEN EQUIPMENT CABINET NC License #F-0102 SOAE REVISIONS INIT- || DATE rbocusinedb
S GROUND BUSS AND NEUTRAL BUSS. f50 Box 33068 0 . —— Ai-HE-pit\l | [Reter doneyputy 072772006
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