PAVEMENT SCHEDULE

PROP. ASPHALT SURFACE TREATMENT, DOUBLE SEAL

PROP. FOG SEAL TO BE APPLIED WITHIN 5 DAYS OF DOUBLE SEAL
ROADWAY SURFACE TO BE SWEPT PRIOR TO FOG SEAL APPLICATION

EXISTING PAVEMENT

SEAL TYPES AND MATERIAL APPLICATION RATES

EMULSION
TARGET
RATES
(GAL/SY)

TYPE AGGREGATE
OF AGGREGATE | TARGET
SEAL TYPE RATES
(LBS/SY)

DOUBLE BOTTOM 18 0.30

TOP oM 9 0.25

EMULSION
TYPE

WITHIN 5
DAYS OF
DOUBLE
SEAL
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PROJECT REFERENCE NO.

SHEET NO.

2022CPT.05.04.20352.1 etc.

DEPTH, LENGTH & WIDTH VARIES
AS DIRECTED BY THE ENGINEER

]

ACBC TYPE B25.0C OR ACSC TYPE S9.5B OR $9.5C
AS DIRECTED BY THE ENGINEER

PAVEMENT

EXISTING

PATCHING EXISTING PAVEMENT

MILLING (IF REQUIRED BY TYPICAL) TO BE PERFORMED PRIOR TO PATCHING

MINIMUM TIE IN

ON CITY STREETS AND
COMMERCIAL DRIVES

AS DIRECTED BY THE ENGINEER

6

EXTEND LIMITS TO

BACK OF RADIUS ON

STATE MAINTAINED ROADS

AS DIRECTED BY THE ENGINEER

DETAIL OF PROJECT LIMITS AT

Y LINES
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LENGTH & WIDTH VARIES

EXISTING

PAVEMENT
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TYPICAL SECTION 1

20’ | EXISTING

A MMM A A A ALA ALY DA NI NS S S SST™ —— —
—
—
—

-\- ~

EXISTING

RATE IS VARIABLE AND SHALL BE
AS DIRECTED BY THE ENGINEER

ASPHALT CONCRETE SURFACE COURSE

(LEVELING COURSE) ”’,__————’
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TYPICAL SECTION 2
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