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PAVEMENT SCHEDULE NOTES TO CONTRACTOR

Perform the work in accordance with Section 607 of the January 2018 North
Carolina Department of Transportation Standard Specifications for Roads and
Structures. Resurfacing will be accomplished at the same time as the milling
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kI:ﬂféifinENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

C1 PROP. APPROX. 2" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, opera’rion.
AT AN AVERAGE RATE OF 220 LBS. PER SQ. YD. BEGINEND OF PROJECT
E1 PROP. APPROX. 5" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, MILLING ‘
AT AN AVERAGE RATE OF 570 LBS. PER SQ. YD. ‘
L AGGREGATE SHOULDER BORROW. Cl= 2 \
EXISTING PAVEMENT
____________________ Bl= 5
N GEOTEXTILE FOR PAVEMENT STABILIZATION
2”
U EXISTING PAVEMENT.
NOTE: UTILIZE MILLING TO MAKE PAVEMENT TIE-INS
V MILLING BITUMINOUS PAVEMENT. (SEE MILLING DETAIL)
NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.
Winter Paving (December 15 — March 16)
The seasonal asphalt paving restrictions are waived for this project.
: : ORIGINAL GROUND
The placement of asphalt shall be in accordance with the temperature
- : : VARIABLE
restrictions shown in Table 610-6 of North Carolina Department
: pe 4 ORIGINAL GROUND
of Transportation 2018 Standard Specifications.
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V: MILLING DETAIL
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ORIGINAL GROUND

SUMMARY OF EARTHWORK

STATION STATION UNCL. SELECT SELECT SELECT
EXCAV. CLASS I CLASS IV CLASS I
TYPE |
BEGIN 28 FM G OF PIPE END 28 FM ¢ OF PIPE 278 765 350 155
PROJECT SUBTOTALS: 278 765 350 155
GRAND TOTALS: 278 765 350 155
SAY: 285 780 360 160

Note: Approximate

quantities only.
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