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SPAN “A” QUANTITIES
ESTIMATE ACTUAL

CLASS II SURFACE
PREPARATION 1 SQ. YDS.
CLASS III SURFACE
PREPARATION 1 SQ. YDS.
BRIDGE JOINT
DEMOLITION 27 SQ.FT.
SCARIFYING
BRIDGE DECK 297 SQ. YDS.
HYDRO-DEMOLITION
OF BRIDGE DECK 297 SQ. YDS.

Q

Q
o

R

PAYMENT FOR CLASS II & CLASS III SURFACE
PREPARATION IS BASED ON THE SQUARE FEET OF
ADDITIONAL DEMOLITION REQUIRED FOLLOWING
HYDRO-DEMOLITION OF THE BRIDGE DECK. SEE
SPECIAL PROVISIONS.

THE CONTRACTOR SHALL ONLY PLACE FOAM JOINT
SEALS AT THE SIDEWALKS.

NO ELASTOMERIC CONCRETE SHALL BE USED AT THE
SIDEWALKS.

CLASS II SURFACE
PREPARATION

BRIDGE JOINT DEMOLITION

SCARIFICATION &
HYDRO-DEMOLITION

B-5940
COUNTY

PROJECT NO.
WAKE
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SHEET 1 OF 4

STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

RALEIGH




		2016-05-11T09:04:25-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




