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W. SMITH

OF BRIDGE DECK

HYDRO-DEMOLITION

296 SQ. YDS.

BRIDGE DECK

SCARIFYING

DEMOLITION

BRIDGE JOINT

BRIDGE JOINT DEMOLITION

54 SQ. FT.

D.V. JOYNER 4/2016
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WAKE
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SIGNATURES COMPLETED

FINAL UNLESS ALL

DOCUMENT NOT CONSIDERED

PLAN OF SPAN B
(FOR SECTION VIEW, SEE ‘‘JOINT DETAILS" SHEET S-14)

SPAN ‘‘B’’ QUANTITIES
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HYDRO-DEMOLITION

SCARIFICATION, AND 

PLACING & FINISHING LMC-VES,

LIMIT OF CLASS II REPAIRS,

@ BENT 1

{ JOINT 

@ BENT 2

{ JOINT 

SIDEWALK

104°32’25"

52’-5�" (SPAN B)

104°55’08"

TO THE EDGE OF DECK (TYP.)

6" MEASURED PERPENDICULAR

BRIDGE JOINT DEMOLITION

TO THE EDGE OF DECK (TYP.)

6" MEASURED PERPENDICULAR

BRIDGE JOINT DEMOLITION
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SPAN CSPAN A

EASTBOUND LANE

SPAN B

{ BRIDGE

SIDEWALKS.

NO ELASTOMERIC CONCRETE SHALL BE USED AT THE 

SEALS AT THE SIDEWALKS. 

THE CONTRACTOR SHALL ONLY PLACE FOAM JOINT 

SPECIAL PROVISIONS.

HYDRO-DEMOLITION OF THE BRIDGE DECK.  SEE 

ADDITIONAL DEMOLITION REQUIRED FOLLOWING 

PREPARATION IS BASED ON THE SQUARE FEET OF 

PAYMENT FOR CLASS II & CLASS III SURFACE 
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