SPAN D" QUANTITIES
ESTIMATE ACTUAL
CLASS II SURFACE
PREPARAT ION 1 SQ. YDS.
SPAN C 52'-3"(SPAN D) CLASS III SURFACE
PREPARAT ION 1 SQ. YDS.
) LIMIT OF CLASS II REPAIRS, — BRIOGE JOINT
€ JOINT —=/ PLACING & FINISHING LMC-VES, FILL FACE @ DEMOLITION 42 SQ.FT.
@ BENT 3 7 SCARIFICATION, AND END BENT 2 SCARIFYING
HYDRO-DEMOLITION
BRIDGE DECK 418 SQ. YDS.
HYDRO-DEMOLITION
OF BRIDGE DECK 418 SQ. YDS.
[SIDEWALKJ
PAYMENT FOR CLASS II & CLASS III SURFACE
PREPARATION IS BASED ON THE SQUARE FEET OF
ADDITIONAL DEMOLITION REQUIRED FOLLOWING
HYDRO-DEMOLITION OF THE BRIDGE DECK. SEE
SPECIAL PROVISIONS.
THE CONTRACTOR SHALL ONLY PLACE FOAM JOINT
SEALS AT THE SIDEWALKS.
NO ELASTOMERIC CONCRETE SHALL BE USED AT THE
SIDEWALKS.
T
;l’
M
=
< € BRIDGE
[m)
<
&
50 2 Syl W CLASS II SURFACE
< PREPARATION
—
o
- 120706705 1975153 BRIDGE JOINT DEMOLITION
0
SCARIFICATION &
HYDRO-DEMOLITION
7
P
M
5 PROJECT No.__ B-5940
O
& WAKE COUNTY
BRIDGE NO. 91
SHEET 4 OF 4
D Si d by:
ocu Ig“? 4 R STATE QF NORTH CAROLINA
Funin Leliin DEPARTMENT OF TRANSPORTATION
/ 2" \\\\‘ II,, RALEIGH
o CARy e,
Y, E06BC400§) gésslo%"a
BRIDGE JOINT DEMOLITION Vi § ST SURFACE PREPARATION
6"MEASURED PERPENDICULAR £ 255’3'-3 )
TO THE EDGE OF DECK (TYP.) B} .‘"-é\/VC/NE‘&"': § SPAN D
%, Ao &
PLAN OF SPAN D K NS WESTBOUND LANE
(FOR SECTION VIEW, SEE “JOINT DETAILS”SHEET S-14) W
5/11/2016
/ / REVISIONS SHEET NO.
DOCUMENT NoT coNsSIDErenl™ BY. DATE: NO|  BY: DATE: S-13
DRAWN BY : D.V. JOYNER DATE : 4/2016 FINAL UNLESS ALL 9 K 3%k
CHECKED BY : W. SMITH DATE : 4/2016 SIGNATURES COMPLETED ]2 4 14
11-MAY-2016 11:44 -
R:\Structures\DGN\401_.025.B5940_SMU_S13_SPD 91.DGN
fasefnia




		2016-05-11T09:03:32-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




