8/1//99

REVISIONS

Il/29/2016
e \Pro

_Rdy_typ_2A-1.dgn

-5747

J\B

USER:daardner

EXIST. GROUND
— 7 —

|
|
|
B 8’ —-0" B 4’ e 10’ !: 10’ s 4’ N 8’ —0” N
MIN. o ~ **VAR.9'TO 10’ | **VAR.9'TO 10’ * MIN.
|
01— |= | ] |=—0-1’
VAR ‘ T VAR
! GRADE
|/ POINT
2 ) W
0.08 VARIES VARIES 0.08.
MAL P 7 AN 4:] A _ RS G_EO—L!N P
A NORME T N I N NORMA\L 2 -
) I 27
VAR./r;;.\ w o @ @ o M4y VAR
EXIST. GROUND GRADE 1O @ @ EXIST. GROUND
=" THIS LINE 10.5” 10.5” — N _—

GRADE TO THIS LINE

TYPICAL SECTION NO. 1

**~|- STA. 12+20.00
-L- STA. 12+ 45.00
-L- STA.15+55.00

**—L- STA. 16 +05.00

* ADD 3'TO SHOULDERS FOR GUARDRAIL

EXIST. GROUND
— 7~

TO -L- STA.12+45.00
TO -L- STA.13+00.00
TO -L- STA.16+05.00
TO -L- STA.16+30.00

|
|
|
B 8’ —0” B 4’ e 10’ ‘!‘ 10’ N 4’ i 8’ _0" -
MIN. * | * MIN.
|
|
| GRADE EXIST. GROUND
|/ POINT ——
|
., €) .
Lmi 0.02 | 0.02 0.08_ q
RMAL I””””””””‘I\’”””’l””” 4:1
41 NO N \\\\\\\\\\\“\\‘\\ NORMAL
2 2
VAR./ N> / é o \VAR‘
EX|Sl GROUI\P\_ GRADE TO THIS LINE _/EX|ST. GRO_UND
f " GRADE TO THIS LINE
10.5

TYPICAL SECTION NO. 2
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TYPICAL BRIDGE SECTION NO. 1
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Detail Showing Method of Wedging

1025 Wade Avenue
Raleigh, NC 27605
Tel:919-789-9977

Fax:919-789-9591
EERING & : g
STRUCTION License: C-2197

PROJECT REFERENCE NO. SHEET NO.
B=5r4r 2A—]
ROADWAY DESIGN PAVEMENT DESIGN
ENGINEER ENGINEER

PROP. APPROX. 2" ASPHALT CONCRETE SURFACE COURSE, TYPE
C1 SF9.5A, AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. IN EACH
OF TWO LAYERS.
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE
C2 SF9.5A, AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1’
DEPTH TO BE PLACED IN LAYERS NOT TO EXCEED 1.5" IN DEPTH.
D1 PROP. APPROX. 3.0"” ASPHALT CONCRETE BASE COURSE, TYPE
I19.0B, AT AN AVERAGE RATE OF 342 LBS. PER SQ. YD.
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE I19.0B,
D2 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1” DEPTH TO BE
PLACED IN LAYERS NOT GREATER THAN 4.0" IN DEPTH OR LESS THAN
2.5" IN DEPTH.
E1 PROP. APPROX. 5.5” ASPHALT CONCRETE BASE COURSE, TYPE
B25.0B, AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD.
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,
ED AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO BE
PLACED IN LAYERS NOT GREATER THAN 5.5" IN DEPTH OR LESS THAN
3.0” IN DEPTH.
T EARTH MATERIAL.
U EXISTING PAVEMENT.
vV 0"”-2" VARIABLE MILLING.
W WEDGING.

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE
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NOTE: MIRROR FOR END OF CONSTRUCTION
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