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BM #1: SPIKE IN 19“HARDWOOD, 86.43' RIGHT OF STA. 15+52.64 -L-, EL. 223.93 NOTES
olo . — ASSUMED LIVE LOAD = HL-93 OR ALTERNATE LOADING. THE SUBSTRUCTURE OF THE EXISTING BRIDGE INDICATED
|5 UNCLASSTFIED ON THE PLANS IS FROM THE BEST INFORMATION
m|z STRUCTLRE WOODS THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE AVAILABLE. SINCE THIS INFORMATION IS SHOWN FOR
EXCAVATION - - _ WITH THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS. THE CONVENIENCE OF THE CONTRACTOR, THE CONTRACTOR
WWWW SHALL HAVE NO CLAIM WHATSOEVER AGAINST THE
THIS BRIDGE IS LOCATED IN SEISMIC ZONE 1. DEPARTMENT OF TRANSPORTATION FOR ANY DELAYS OR
RIP RAP ADDITIONAL COST INCURRED BASED ON DIFFERENCES
CLASS II : FOR OTHER DESIGN DATA AND GENERAL NOTES, SEE BETWEEN THE EXISTING BRIDGE SUBSTRUCTURE SHOWN ON
(TYP.) SHEET SN. THE PLANS AND THE ACTUAL CONDITIONS AT THE
PROJECT SITE.
FOR SUBMITTAL OF WORKING DRAWINGS, SEE SPECIAL
PROVISIONS. REMOVAL OF THE EXISTING BRIDGE SHALL BE PERFORMED
IN A MANNER THAT PREVENTS DEBRIS FROM FALLING
LLIILL T T T FOR FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS. INTO THE WATER. THE CONTRACTOR SHALL SUBMIT
/// /// DEMOLITION PLANS FOR REVIEW AND REMOVE THE BRIDGE
[ BRIDGE I.D. _ FOR CRANE SAFETY, SEE SPECIAL PROVISIONS. IN ACCORDANCE WITH ARTICLE 402-2 OF THE STANDARD
/- — STA. 14+45.00 -L- / SPECIFICATIONS.
__TO SR 2146 14+00 /—'L' 15+00 FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
~ | | - THIS STRUCTURE HAS BEEN DESIGNED IN ACCORDANCE WITH
> INASMUCH AS THE PAINT SYSTEM ON THE EXISTING “HEC 18-EVALUATING SCOUR AT BRIDGES.”
//L . TO SR 2153 STRUCTURAL STEEL CONTAINS LEAD, THE CONTRACTOR'S
g 90°-00'-00 ATTENTION IS DIRECTED TO ARTICLE 107-1 OF THE FOR EROSION CONTROL MEASURES, SEE EROSION CONTROL
= = (TYP.) 7 STANDARD SPECIFICATIONS. ANY COSTS RESULTING FROM PLANS.
/// : - // COMPLIANCE WITH APPLICABLE STATE OR FEDERAL
T AT REGULATIONS PERTAINING TO HANDLING OF MATERIALS ASPHALT WEARING SURFACE IS INCLUDED IN ROADWAY
| e § § ®§ § 4§ \ E ¥ § ¥ B CONTAINING LEAD BASED PAINT SHALL BE INCLUDED IN QUANTITY ON ROADWAY PLANS.
PROPOSED GUARDRATIL: THE BID PRICE FOR “REMOVAL OF EXISTING STRUCTURE
(ROADWAY PAY ITEM - EXISTING AT STATION 14+45.00 -L-.” FEEOAﬁE%LOiC/_ArSISEISTSI%%NEEEOQPEE%RCEPB%M%E§BE12N AND
DETAIL) (TYP.) STRUCTURE . RENOV Vv . L Vv )
' ae )4888Bu0Y _ efoliel THE EXISTING STRUCTURE CONSISTING OF SPANS:1 @ 30°-3",
1 @ 30'-0" 1 @ 30°-3% WITH 28°-0“CLEAR ROADWAY WIDTH THE MATERIAL SHOWN IN THE CROSS-HATCHED AREA SHALL
AND STEEL PLANKS ON W21X62 BEAMS ON TIMBER CAPS & BE EXCAVATED FOR A DISTANCE OF 38 FT EACH SIDE OF
e NS N PILES AND CRUTCH INTERIOR BENT LOCATED AT THE CENTERLINE ROADWAY AS DIRECTED BY THE ENGINEER,
\(ﬂ)ﬁﬁ PROPOSED STRUCTURE SHALL BE REMOVED. THE EXISTING THIS WORK WILL BE PAID FOR AT THE CONTRACT LUMP
. ﬁ BRIDGE IS PRESENTLY POSTED FOR LOAD LIMIT. SUM PRICE FOR UNCLASSIFIED STRUCTURE EXCAVATION.
WOODS SEE SECTION 412 OF THE STANDARD SPECIFICATIONS.
FOR MATERIAL TO BE SALVAGED FOR THE DIVISION,
SEE SPECIAL PROVISIONS.
/ Se UTILTTY PLans & PREGUENCY OF DESTGN FLOOD S VR
] Y L = YRS.
SPECIAL PROVISIONS. DESIGN HIGH WATER ELEVATION - 213.80
DRAINAGE AREA = 13.0 SQ. MI.
LOCATION SKETCH BASE DISCHARGE (Q100) = 3,600 C.F.S.
BASE HIGH WATER ELEVATION = 216.37
OVERTOPPING DISCHARGE = 10,500 C.F.S.
FREQUENCY OF OVERTOPPING FLOOD = 500+ YRS.
OVERTOPPING FLOOD ELEVATION = 223.10
PROJECT NO. B-5747
REMOVAL OF UNCLASSIFIED | (¢ ags A BRIDGE HP 12X53 X(%E(T:FIeE/TAE RIP RAP CEOTEXTILE | p| ASTOMERIC Igl;’_l-ZOS"T)I(R’ESSIéEE) ASBESTOS CHATHAM COUNTY
SETXRIUSCTTIUNRCE ESXTCFXL\’/CATTUIROEN CONCRETE APSPLRAOBASCH REIQFT%EEINC STEEL PILES BARRIER CLASS TI DRAFIONRAGE BEARINGS CONCRETE ASSESSMENT
RAIL (2'-0" THICK) BOX BEAM STATION: 14+45.00 -L-
LUMP SUM LUMP SUM CU. YDS. LUMP SUM LBS. NO.| LIN.FT. LIN. FT. TONS SQ. YDS. LUMP SUM NO. LIN. FT. LUMP SUM SHEET 3 OF 3
SUPERSTRUCTURE 200 1 1,100 STATE OF NORTH CAROLINA
END BENT 1 18.0 2,708 7 175 455 505 i, DEPARTMENT OF TRANSPORTATION
Shan CARy, RALEIGH
END BENT 2 18.0 2,708 7 210 385 430 @‘Qﬂss,%;/,
§ ~%
TOTAL LUMP SUM LUMP SUM 36.0 LUMP SUM 5,416 14 385 200 840 935 LUMP SUM 11 1,100 LUMP SUM § i L %
P Sy, B GENERAL DRAWING
‘@%\%,N;_«&g FOR BRIDGE OVER
"* 'ﬁ,"ﬁgg“;&‘ CEDAR CREEK ON
SR 2145 (R. JORDAN RD.)
Jurumy MeLartlia BETWEEN SR 2146 & SR 2153
10/21/2016 REVISIONS SHEET NO.
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