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INCIDENTAL MILLING

TYPICAL PROPOSED ROADWAY SECTION

{ EXISTING ROADWAY

POINT

GRADE

C1 C1

EXISTING

Z Z

U

EXISTING

AND AND

64'-3"  (APPROX. EXISTING WIDTH)

PAVEMENT SCHEDULE

AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. TO
BE PLACED IN LAYERS NOT TO EXCEED 1•" IN DEPTH.

C1

EXISTING PAVEMENTU

Z

R1 5" MONOLITHIC CONCRETE ISLAND

PLAN

NOTES:

WIDTH VARIES
LOCATION AND

SECTIONS
AND TYPICAL ROADWAY

APPROACH MILLING

R1

1
6
'-

3
"

43'-0" 113'-0"

9
'-

6
"

REMAIN (TYP.)
EXIST. TREES TO

TO STOP BAR
MILL AND REPLACE

45'-0" |

(SEE STRUCTURE PLANS)
BRIDGE DECK ISLAND

10'-0"

5" CONC. MONOLITHIC KEYED-IN ISLAND

INCIDENTAL MILLING

10'-0"

"0-
'6

2

& GUTTER
REPLACE 2'-6" CURB

& GUTTER
REPLACE 2'-6" CURB

6
4
'-

3
"

INCIDENTAL MILLING

ASPHALT BINDER FOR PLANT MIX

SUMMARY OF QUANTITIES

ACTUALESTIMATE

5" CONCRETE MONOLITHIC KEYED-IN ISLAND 253 SY

B. WHITE

99.7 TONS

6.0 TONS

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,

COURSE, TYPE S9.5C

ASPHALT CONCRETE SURFACE

1187 SQ. YDS.

S-9

INDUCTIVE LOOP SAWCUT 200 LF

REPLACE TRAFFIC LOOPS

SIGN INSTALLATION IS CONSIDERED INCIDENTAL TO OTHER WORK ITEMS

SEE NCDOT STANDARD DRAWING 904.50 FOR SIGN INSTALLATION

PROVIDE OPENINGS IN ISLAND FOR SIGN RE-INSTALLATION

PAVEMENT.

1•" DUE TO SETTLEMENT OF THE EXISTING APPROACH ASPHALT 

SLABS, AS SHOWN. NEW ASPHALT PAVING THICKNESS MAY EXCEED

THICKNESS TO CREATE A SMOOTH TRANSITION TO THE APPROACH 

OF NEW ASPHALT PAVEMENT. PROVIDE NEW ASPHALT PAVING 

TO BE MILLED AS NECESSARY TO ATTAIN MINIMUM  1•" DEPTH 

INCIDENTAL MILLING - EXISTING APPROACH ASPHALT PAVEMENT

& GUTTER 
REPLACE 2'-6" CURB

(SEE NOTES)
REGULATORY SIGNS
REMOVE AND RESET

(SEE NOTES)
REGULATORY SIGN
REMOVE AND RESET
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