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DEMOLITION

BRIDGE JOINT

DEMOLITION

BRIDGE JOINT

FORMED OPENING

(TYP.)

*

{ JOINT

ELEVATION

PAY LIMITS FOR OVERLAY BID ITEMS

DEMOLITION

BRIDGE JOINT

{ JOINT

PLAN

6" *6"

{ JOINT

(SEE PLAN OF SPANS)

LIMITS OF CLASS II REPAIR

PERPENDICULAR TO JOINT

*  DIMENSION MEASURED

{ JOINT

NOTE:

{ BRIDGE

34'-0" 34'-0"

68'-0" (CLEAR ROADWAY)

80'-3" (OUT TO OUT)

1'-0" 5'-1•"

EXISTING DECK SLAB

EXISTING

8'-0"

BEAM 1

5'-1•" 8'-0" 8'-0" 8'-0" 8'-0" 8'-0" 8'-0" 8'-0"

BEAM 2 BEAM 3 BEAM 4 BEAM 5

6'-0"

BEAM 6 BEAM 7 BEAM 8 BEAM 9

5'-1•"

TYPICAL SECTION
(EXISTING)

5'-1•" 1'-0"

{ BRIDGE

34'-0" 34'-0"

68'-0" (CLEAR ROADWAY)

80'-3" (OUT TO OUT)

1'-0" 5'-1•"

8'-0"

BEAM 1

5'-1•" 8'-0" 8'-0" 8'-0" 8'-0" 8'-0" 8'-0" 8'-0"

BEAM 2 BEAM 3 BEAM 4 BEAM 5

6'-0"

BEAM 6 BEAM 7 BEAM 8 BEAM 9

5'-1•"

TYPICAL SECTION

5'-1•" 1'-0"

EXISTING PROPOSED

TOP OF CONCRETE SLAB

SURFACE PREPARATION

DECK SURFACE AFTER•" HYDRO-DEMOLITION" MIN.
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4" OVERLAP BETWEEN OVERLAYS

JOINT

LONGITUDINAL

LOCATION OF

DECK

EXISTING BRIDGE

DECK SURFACE BEFORE OVERLAY PLACEMENT

 1‚" SCARIFIACATION MIN.

1ƒ" MIN. TOTAL DEMOLITION

DECK DEMOLITION

1ƒ" EXISTING

M. SPENCER

S-21

OVERLAY DETAILS

&

TYPICAL SECTION

BEAM 10

BEAM 10

JOINT AT { BRIDGE

MANDATORY CONSTRUCTION

REMOVE MEDIAN ON BRIDGE

OF THE NEW LMC STAGE PLACEMENT.

PROVISION.  NEW LMC SHALL BE PLACED IN THE 4 INCH OVERLAP AS PART 

SHALL BE PREPARED AS PER THE OVERLAY SURFACE PREPARATION SPECIAL 

SURFACE OF THE NEW STAGE AREA, ALONG WITH THE 4 INCH OVERLAY AREA, 

REMOVED FOR A DISTANCE OF 4 INCHES FROM THE EDGE OF THE LMC.  THE 

PREVIOUSLY PLACED LMC STAGE, THE PREVIOUSLY PLACED LMC SHALL BE 

WHEN PREPARING THE SURFACE FOR AN LMC OVERLAY ADJACENT TO A 

PREPARATION AND LMC PLACEMENT.

AND OTHER TRAFFIC CONTROL MEASURES FOR STAGING OF OVERLAY SURFACE 

SEE TRANSPORTATION MANAGEMENT PLANS FOR LANE WIDTHS, SEQUENCING 

PLACING & FINISHING LMC

LIMITS OF SCARIFICATION, HYDRO-DEMOLITION,

PREVIOUSLY PLACED LMC

STAGED LMC OVERLAY

CONSTRUCTION JOINT

STAGED LMC OVERLAY
LMC OVERLAY

DETAIL FOR

LMC OVERLAY

1ƒ" MIN.

AFTER PLACING LMC OVERLAY

REPLACE MEDIAN ON BRIDGE

1ƒ" LMC OVERLAY

(PROPOSED)

EXISTING

MATCH
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