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PLAN OF SPAN ``C''
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SCARIFYING BRIDGE DECK

CLASS II SURFACE PREPARATION

ESTIMATE ACTUAL

HYDRO-DEMOLITION OF BRIDGE DECK

BRIDGE JOINT DEMOLITION

SUMMARY OF QUANTITIES FOR SPAN ``C''

EDGE OF SIDEWALK
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NOTES:

-
SURFACE PREPARATION

APPROX. AREA CLASS II

- BRIDGE JOINT DEMOLITION

OF BRIDGE DECK
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FILL FACE @

9 SF

1.0 SF

1.0 SF

1.0 SF

4.0 SF

1.0 SF

11.1 SF

1.0 SF

M. SPENCER

288 SY

288 SY

5.0 SY

38.9 SF

2088 SF

SPAN ``C''

SURFACE PREPARATION

(SEE SHEET NO. S-8 FOR SECTION A-A)

S-7

REQUIRED FOR SEGMENTS LESS THAN 10 FEET IN LENGTH.

EXPANSION JOINTS.  NO CONTRACTION JOINTS WILL BE 

LOCATED AT A SPACING OF 8 FT. TO 10 FT. BETWEEN 

SPECIFICATIONS. THE CONTRACTION JOINTS SHALL BE 

ACCORDANCE WITH ARTICLE 825-10(B) OF THE STANDARD 

TOOLED IN ALL EXPOSED FACES OF THE MEDIAN STRIP IN 

GROOVED CONTRACTION JOINTS, •" IN DEPTH, SHALL BE 

SURFACE PREPARATION'' SPECIAL PROVISION.

FOLLOWING SCARIFICATION OF BRIDGE DECK.  SEE ``OVERLAY 

UPON SQUARE FEET OF ADDITIONAL DEMOLITION REQUIRED 

PAYMENT FOR CLASS II SURFACE PREPARATION IS BASED 

1.0 SF
14.1 SF

 

#4 G3 THRU #4 G9 @ 1'-6" CTS. (3 BARS PER MARK)

LAP SPLICE (TYP.)

2'-0" MIN. 
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1-#4 B3

2-#4 G2

1-#4 G1

1-#4 B2 (2 BAR RUN)
1-#4 B5

1-#4 G10

1-#4 G11

2-#4 G12

1-#4 G113
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GROOVING BRIDGE FLOORS

BAR NO. SIZE TYPE WEIGHTLENGTH

#4

CONCRETE MEDIAN

BILL OF MATERIAL FOR

#4

STR.

STR.

14

2 27

B1

B2

CLASS AA CONCRETE

B3

B4 1

1 #4

#4 STR.

STR.

16

12

B5

G1 1

1 #4

#4 STR.

STR.

5

8

G2

G3 3

2 #4

#4 STR.

STR.

14

7

G4

G5 3

3 #4

#4 STR.

STR.

16

15

G6

G7 3

3 #4

#4 STR.

STR.

18

17

G8

G9 3

3 #4

#4 STR.

STR.

19

19

1

1 #4

#4 STR.

STR.

6

7

1

2 #4

#4 STR.

STR.

8

8

G10

G11

G12

G13

19'-2"

20'-4"

18'-5"

23'-4"

12'-1"

8'-0"

5'-0"

7'-0"

7'-6"

7'-11"

8'-4"

8'-9"

9'-3"

9'-8"

10'-1"

8'-6"

5'-11"

12'-3"

179

401 LBSREINFORCING STEEL (EPOXY COATED)

4.8 CY

6-#4 B1 (2 BAR RUN)

1-#4 B1 (2 BAR RUN)
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