8/17/99

VAR. 24’ TO 57’

TYPICAL SECTION NO.I
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REVISIONS

—L- STA. 14+56.30 TO -L- STA.17+78.89

32’

Y

A

SHOULDER
RECONSTRUCTION

32’

SHOULDER
RECONSTRUCTION

zoo_pkwy \psh\U-5/P9_typ.dgn

TYPICAL SECTION NO.7

e T T

.. T T

PROJECT REFERENCE NO. SHEET NO.

VAR. 150°-57' U-5759, ETC. 2

RW SHEET NO.

’ Wiy
6 6’ SN CARQ)™,

O /4%,
SEEBSTo

A Y
£iT sEAL 7% 2
2 % 26930 i 3
DocuSigned by: % ‘.".. “;VG Ek%..".' 5
 avavaVAVAViV.V.V.VViV.VaVavar C»ug S Davis "'z, G,f’f'NP\\\%‘\s
e TR LLLLRR XA X X RN SRR - R 5/4/2016
| < ““’A“"‘&}’m}"‘;“:}:ﬂ""‘ ™ G PAYV T MENT ey =T DIVISION DESIGN /CONSTRUCT ENGINKER

= I

DOCUMENT NOT CONSIDERED FINAL
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TYPICAL SECTION NO.2

NOTE: MILL 0” TO 4" TO GET FLUSH WITH EXISTING GUTTER. THEN 1.5"
MILLING OVER ENTIRE ROADWAY BELOW GUTTER.
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TYPICAL SECTION NO.4
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TYPICAL SECTION NO.6

PAVEMENT SCHEDULE

C1 PROP. APPROX. 1.5” ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,
AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

Fl ASPHALT SURFACE TREATMENT, MAT COAT WITH #67 STONE

S AGGREGATE SHOULDER BORROW
U EXISTING PAVEMENT.
V1 MILLING 1.5”

V2 MILLING 0" TO 4"
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