
BRIDGE TYPICAL SECTION

POINT

GRADE

1’

1"

6’-5" 6’-5"

39’ OUT-TO-OUT WIDTH
13 PRESTRESSED CONC. CORED SLAB UNITS

0.04

1’

1"

12’12’

Office of:

Prepared in the 
NC FIRM LICENSE No: P-0339

(919) 732-3883 - (919) 732-6676 (FAX)
Hillsborough, NC 27278

504 Meadowlands Drive

USE BRIDGE TYPICAL SECTION

BRIDGE NO.  520087

CL -L-

-L-  (LEE AVE)
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TYPICAL SECTION NO.  3
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USE TYPICAL SECTION NO. 3
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T
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1.5" MIN

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

FOR BRIDGE OVER GASTERS CREEK

2:1
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SEE
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6:1

E1
D1

E1
D1

10.5"

36’-10" F-F

0.04

USE TYPICAL SECTION NO. 4TYPICAL SECTION NO.  4

-DRV- -DRV-  STA 10+12.00 TO STA 11+60.00

POINT

GRADE

0.02 0.02 

CL

6:1

X-SECTIONS

SEE

SLOPE

VARIABLE

14’ 2’

T

GRADE TO THIS LINE

2:1

2’

0.08 

X-SECTIONS

SEE

SLOPE

VARIABLE

J

-DRV-

6"

0.02 

2:1

2:1

T

9’-5" 9’-5"

P.S.P.S.

-L- STA 14+09.00 TO STA 14+85.88 (BEGIN BRIDGE)
-L- STA 15+48.13– (END BRIDGE) TO STA 16+19.00

-L- STA 14+85.88 (BEGIN BRIDGE) TO STA 15+48.13 (END BRIDGE)

SHEET NO.PROJECT REFERENCE NO.

ROADWAY DESIGN
ENGINEER  

2A-217.BP.8.R.113
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V  VAR. MILLING

T  EARTH MATERIAL

PAVEMENT SCHEDULE

E2  VAR. B25.0B

E1  5.5" B25.0B

C2  VAR. SF9.5A

U  EX. PAVEMENT

D2  VAR. I19.0B

C1  2" SF9.5A

D1  3" I19.0B

J  6" ABC

1:1 UNLESS SHOWN OTHERWISE.

NOTE: PAVEMENT EDGE SLOPES ARE 

DocuSign Envelope ID: 92649902-AF9F-48F2-A4E5-585777C59F84
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