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PROP. APPROX. 2" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, S 2z
C1 AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. IN EACH OF TWO smi SEAL iz
LAYERS. 5;3;-,.‘ 034371 -"55
///’004,‘7"9'“““50‘2\\\\\
PROP. VARIABLE DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, —oocusigndrmy,, V¢
C2 AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH. TO BE PLACED Boandon W. Johmson
IN LAYERS NOT TO EXCEED 1.5" IN DEPTH. oSS CHMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED
Prepared in the
D1 PROP. APPROX. 3" ASPHALT CONCRETE INTERMEDIATE COURSE, Offce of. 1+ SUMMIT ”CsHE)';’f“@L'%Ejf%zngg
TYPE I19.0B, AT AN AVERAGE RATE OF 342 LBS. PER SQ. YD. | e~V GRADE e s "= (919 732-3883 - (319) 132-6676 (FAX
PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0B,
— D2 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO BE PLACED VARIABLE
IN LAYERS NOT LESS THAN 2.5" IN DEPTH OR GREATER THAN 4" IN DEPTH. X4 SLOPE
VARIABLE %  SEE
PROP. APPROX. 5.5"” ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, ‘ @ X-SECTIONS
E1 AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD. SLSCI?IIE:E 10.5” 10.5"
X_SECTIONS =7 - EXIST PAVEMENT _
PROP. VARIABLE DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, 20’
E2 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO BE PLACED.
IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER THAN 5.5" IN DEPTH _  GRADE TO THIS LINE
TYPICAL SECTION NO. 1 USE TYPICAL SECTION NO. 1
PROP. 6" AGGREGATE BASE COURSE.
J _L- (LEE AVE) _L- STA 12+75.00 TO STA 13+75.00
-L- STA 16+19.00 TO STA 17+50.00
T EARTH MATERIAL
U EXISTING PAVEMENT
6’ 12’
3 el
V MILLING BITUMINOUS PAVEMENT (VARIBLE 0" TO 1" DEPTH). 9
—— ——
PS
VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL
W ON THIS SHEET)
0.08 _0.02. VARIABLE
NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE. \
SLOPE
VARIABLE \ SEE
SLOPE X-SECTIONS
SEE :
X-SECTIONS
GRADE TO THIS LINE
TYPICAL SECTION NO. 2 USE TYPICAL SECTION NO. 2
_L- (LEE AVE) _L- STA 13+75.00 TO STA 14+09.00
‘ 25'/inch of surface lift _
| MILL EX. PAVEMENT
: EXISTING G SURVEY
- PAVEMENT
NOTE: A TEMPORARY ASPHALT WEDGE %
WILLBE REQUIRED IMMEDIATELY AFTER \ @
MILLING TO ENSURE SMOOTH TRAVEL IF
o RO AR S '
MILLING. /S ﬂ/
INCIDENTAL MILLING PAVEMENT KEY-IN DETAIL (TIE-IN) — = ’2/5/"
_L- STA 12+75.00 TO 13+00.00 MIN.
- -L- STA 17+25.00 TO 17+50.00
(O}
SpX STATION RANGES ARE APPROXIMATE ONLY. DefC"l Show|ng Mefhod of Wedg|ng
@35 GRADE MAY BE ADJUSTED BY ENGINEER
o0 TO ENSURE A PROPER TIE-IN.
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