DocuSign Envelope ID: 92649902-AF9F-48F2-A4E5-585777C59F84

g PROJECT REFERENCE NO. SHEET NO.
S 17BP.8.R.113 UC-3A
B DESIGNED BY: : 2/23/2017\\\\”!!“/,,/
DRAWN BY: \/\\A ,,,,,, 0(/”’/,,
S SESion A, ~
CHECKED BY: - SEES0T
PROJECT TYPICAL DETAILS e
REVISED: =% 23100 Q5=
i 2% BISS
7 AN RS
ff|SUMMIT | o Zieal N
NC FIRM LICENSE No: P-0339 /i% /&/‘I,I/“@A’M
Sﬁﬁs%é?%f@%z ;E%e TP PR7EBSPPECEONS TRUC T I ON
(919) 732-6676 (FAX) PL ANS ONLY
DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED
coLrﬁgll::gNs DESCRIPTION PROJECT USE TR E NCH D ETAI I—
2 <
N $ BACKFILL
> \\/ FLAT BOTTOM UNDISTURBED NOT USED.
;\\i \i/; EARTH TRENCH, LOOSE BACKFILL a
N N
I A g
TYPE 1 A PIPE
585 BEDDING
2 FOUNDATION
;\\\ \\// o CONDITIONING
X \\// FLAT BOTTOMED UNDISTURBED EARTH NOT USED. o FABRIC AS
;\\\ m \\// TRENCH. BACKFILL LIGHTLY e REQUIRED
/\\t. \i// CONSOLIDATED TO CENTERLINE Sy S - FOUNDATION
N R ©
X NI Ao s 7 CONDITIONING
R o ¥ e AS REQUIRED
PLACE FOUNDATION CONDITIONING MATERIAL BELOW
/\\\ \\// BEDDING IF REQUIRED, AS DIRECTED BY ENGINEER.
/\\\ \\// PIPE BEDDED IN 4* MINIMUM ALL DUCTILE PIPE BEDDED IN SELECT MATERIAL, CLASS II (TYPE 1)
/\\\ \\// JOB EXCAVATED MATERIAL. WATER AND OR CLASS III. TRENCH BACKFILLED IN LOOSE 6"
/\i\ i\// BACKEILL LIGHTLY CONSOLIDATED SEWER LINE. LAYERS COMPACTED TO TOP OF TRENCH USING LOCAL
éﬁ%ﬁ%ﬁ%ﬁgﬁ%ﬁ;ﬁ%ﬁgﬁg}%ﬁ%ﬁ%ﬁ%ﬁg TO TOP OF PIPE. EXCAVATED MATERIAL IF APPROVED BY THE ENGINEER,
R IR RIIIIRK, OR SELECT MATERIAL. ALL MATERIAL SHALL BE FREE
KRR
NORIRNIRNINIRINIR, OF ROCKS, FOREIGN MATERIAL, AND FROZEN EARTH.
TYPE 3 COMPACTION SHALL BE TO APPROXIMATELY 95% DENSITY
IN ACCORDANCE WITH AASHTO T-99 AS MODIFIED BY THE
DEPARTMENT OF TRANSPORTATION.
ALL PVC WATER
PIPE BEDDED IN SAND, GRANULAR LINE AND PVC
MATERIAL OR GRADED GRAVEL TO FORCE MAIN.
THE DEPTH OF V8 PIPE DIAMETER,
3 4" MIN. JOB EXCAVATED MATERIAL
A AR COMPACTED TO 4" ABOVE TOP OF PIPE.
N EEDODODONOODNN \ (APPROX. 95% STANDARD PROCTOR,
PE 4 MAXIMUM TRENCH WIDTH
AT TOP OF PIPE
ALL PVC GRAVITY
PIPE BEDDED TO ITS CENTERLINE SEWER LINE.
IN COMPACTED GRANULAR MATERIAL
4" MIN. UNDER PIPE. COMPACTED NOMINAL NOMINAL
if:;g"é‘f/?’;oiR;:‘ElDPE'MATER'AL To PIPE SIZE TRENCH WIDTH PIPE SIZE TRENCH WIDTH
A N (APPROX. 95% STANDARD PROCTOR, (INCHES) (INCHES) (INCHES) (INCHES)
AN Mmoo 4 28 20 44
TYPE 5 6 30 24 48
8 32 30 54
- 10 34 36 60
12 36 42 66
14 38 48 72
TYPICAL LAYING CONDITIONS 16 40 54 ’8
NOT TO SCALE 18 42
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