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NOTE: FOR UTILITY INFORMATION, SEE UTILITY PLANS AND SPECIAL PROVISIONS.

LOCATION SKETCH

TOTAL BILL OF MATERIAL

ASSUMED

NOTES

LIVE LOAD

= HL-93 OR ALTERNATE LOADING.

THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE WITH THE AASHTO
LRFD BRIDGE DESIGN SPECIFICATIONS

THIS BRIDGE IS LOCATED IN SEISMIC ZONE 1

FOR

FOR

FOR

FOR

FOR

FOR
AND

CRANE SAFETY, SEE SPECIAL PROVISIONS.

GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.

ASBESTOS ASSESSMENT FOR BRIDGE DEMOLITION
RENOVATION ACTIVITIES, SEE SPECIAL PROVISIONS.

OTHER DESIGN DATA AND GENERAL NOTES, SEE SHEET SN.

FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS.

SUBMITTAL OF WORKING DRAWINGS, SEE SPECIAL PROVISIONS.

AT THE CONTRACTOR’S OPTION, AND UPON REMOVAL OF THE CAUSEWAY,
THE CLASS II RIP RAP USED IN THE CAUSEWAY MAY BE PLACED AS

RIP RAP SLOPE PROTECTION. SEE SPECIAL PROVISIONS FOR
CONSTRUCTION, MAINTENANCE, AND REMOVAL OF TEMPORARY ACCESS
AT STATION 14+98.50.

INASMUCH AS THE PAINT SYSTEM ON THE EXISTING STRUCTURAL STEEL
CONTAINS LEAD, THE CONTRACTOR’S ATTENTION IS DIRECTED TO ARTICLE
107-1 OF THE STANDARD SPECIFICATIONS. ANY COSTS RESULTING FROM

COMPLIANCE WITH APPLICABLE STATE OR FEDERAL REGULATIONS

PERTAINING TO HANDLING OF MATERIALS CONTAINING LEAD BASED

PAINT SHALL BE INCLUDED IN THE BID PRICE FOR

EXISTING STRUCTURE AT STATION 14+98.50 -L-.”

‘REMOVAL OF

NOTES (CONT’D)

THE MATERIAL SHOWN IN THE CROSS-HATCHED AREA SHALL BE EXCAVATED
FOR A DISTANCE OF 40 FT.EACH SIDE OF THE CENTERLINE ROADWAY

AS DIRECTED BY THE ENGINEER. THIS WORK WILL BE PAID FOR AT

THE CONTRACT LUMP SUM PRICE FOR UNCLASSIFIED STRUCTURE EXCAVATION.
SEE SECTION 412 OF THE STANDARD SPECIFICATIONS.

THE EXISTING STRUCTURE CONSISTING OF 1 @ 41'-0% 1 @ 40'-1"STEEL

PLANK ON STEEL BEAM SUPPORTED BY CONCRETE CAP ON STEEL PILE END
BENTS AND CONCRETE CAP ON PRESTRESSED PILE BENT AND LOCATED AT THE
PROPOSED STRUCTURE SHALL BE REMOVED. THE EXISTING BRIDGE IS

PRESENTLY POSTED FOR LOAD LIMIT. SHOULD THE STRUCTURAL INTEGRITY

OF THE BRIDGE DETERIORATE DURING CONSTRUCTION OF THE PROPOSED BRIDGE,
THE LOAD LIMIT MAY BE REDUCED AS FOUND NECESSARY DURING THE LIFE OF
THE PROJECT.

THE SUBSTRUCTURE OF THE EXISTING BRIDGE INDICATED ON THE PLANS IS

FROM THE BEST INFORMATION

AVATILABLE. SINCE THIS INFORMATION IS SHOWN

FOR THE CONVENIENCE OF THE CONTRACTOR, THE CONTRACTOR SHALL HAVE NO
CLAIM WHATSOEVER AGAINST THE DEPARTMENT FOR ANY DELAYS OR ADDITIONAL
COST INCURRED BASED ON DIFFERENCES BETWEEN THE EXISTING BRIDGE
SUBSTRUCTURE SHOWN ON THE PLANS AND THE ACTUAL CONDITIONS AT THE
PROJECT SITE.

REMOVAL OF THE EXISTING BRIDGE SHALL BE PERFORMED IN A MANNER THAT
PREVENTS DEBRIS FROM FALLING INTO THE WATER. THE CONTRACTOR SHALL
SUBMIT DEMOLITION PLANS FOR REVIEW AND REMOVE THE BRIDGE IN
ACCORDANCE WITH ARTICLE 402-2 OF THE STANDARD SPECIFICATIONS.

THIS STRUCTURE HAS BEEN DESIGNED IN ACCORDANCE WITH

EVALUATING SCOUR AT BRIDGES.”

“HEC 18 -

FOR EROSION CONTROL MEASURES SEE EROSION CONTROL PLANS.

ASPHALT WEARING SURFACE IS INCLUDED IN ROADWAY QUANTITIES ON
ROADWAY PLANS.

CONSTRUCTION, REMOVAL OF 3'-6”DIAM. 13'-6” DI AM. PERMANENT UNCLASSIFIED SPIRAL PILE DRIVING _ _O\" I_qu
MAINTENANCE AND | EXISTING | asgestos | DRILLED | DRILLED |STEEL CASING| ppa csL | STRUCTURE | CLASS A | BRIDGE | pern- | Zoiiyn| EQUIPMENT | HP 12x53 | sTEEL [VERTICALG Wsd T1| textiLe | eLasTo- | PresTREsSED
REMOVAL OF TEMP.| STRUCTURE | ASSESSMENT PTER PTER NOT |FOR 3-6”DIA.|TESTING|TESTING| EXCAVATION <L aBS | [FORCING| REINF. SETUP FOR STEEL PILE CONC. (570" COR MERTC CONCRETE
14+98.50 -L- 14+98.50 -L- 14+98.50 -L- 14+98.50 PILES RAIL
LUMP SUM LUMP SUM LUMP SUM LIN. FT. LIN. FT. LIN. FT. EA EA LUMP SUM CU.YDS. LUMP SUM LBS. LBS. EA. NO. | LIN.FT. EA. LINFT. TONS SQ. YD. LUMP SUM| NO.| LIN.FT.
SUPERSTRUCTURE LUMP SUM 280.00 LUMP SUM| 20 1400
END BENT 1 23.1 3342 5 5 5 5 365 405
BENT 1 9 16 8 20.3 7120 1150
END BENT 2 23.1 3342 5 5 5 5 200 225
TOTAL LUMP SUM LUMP SUM LUMP SUM 9 16 8 1 1 LUMP SUM or.l LUMP SUM| 13,804 1150 10 10 150 10 280.00 565 630 LUMP SUM| 20 1400
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