8/17/99

REVISIONS

PROJECT REFERENCE NO. SHEET NO.
44741 PM-3
RW SHEET NO.
PAVEMENT MARK ING L INES
SR
T2 - THERMOPLASTIC (24" WHITE, 120 MILS)  STOPBAR ¥
T8 - THERMOPLASTIC (4" WHITE, 120 MILS) 2" X 6'SP MINISKIP Lo S E
TA - THERMOPLASTIC (4" WHITE, 90 MILS) EDGE L INE
TD - THERMOPLASTIC (4" WHITE, 120 MILS) 3 X 9SP MINISKIP EMS. Devis 7/19/2018
TE - THERMOPLASTIC (4" WHITE, 120 MILS) SOLID LANE LINE
TI - THERMOPLASTIC (4" YELLOW, 120 MILS) DOUBLE CENTERL INE
TV - THERMOPLASTIC (12"  YELLOW. 90 MILS) D IAGONAL UNLESS ALL SIGNATURES COMPLETED
PAVEMENT MARK ING SYMBOLS PAVEMENT MARKING LEGEND
UA - THERMOPLASTIC (LEFT TURN ARROW, 90 MILS)
UB - THERMOPLASTIC (RIGHT TURN ARROW, 90 MILS) (W -"CRYSTAL 7 RED PAVEMENT MARKER
UC - THERMOPLASTIC (STRAIGHT ARROW, 90 MILS) @ YELLOW / YELLOW PAVEMENT MARKER
[]---CRYSTAL / CRYSTAL PAVEMENT MARKER

NOTE: CONTRACTOR SHALL REMOVE EXISTING
MARKINGS AND PLACE PAINT MARKINGS AND SYMBOLS
IN FINAL PATTERN IF RAIL SPUR CONSTRUCTION
PREVENTS THE FINAL LAYER OF SURFACE COURSE

AND FINAL MARKINGS PRIOR TO ICT DUE DATE.
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LOCATION OF FUTURE
RAIL SPUR LINE
SPECTAL PAVEMENT MARKING NOTES NOTE: STOP BAR LOCATIONS SHALL BE COORDINATED
THE CONTRACTOR SHALL BE REQUIRED TO REMOVE ALL WITH CSX RAII. SPUR SIGNAL DESIGN

CONFLICT ING PAVEMENT MARKINGS BY THE END OF THE WORKDAY.

SPECIAL PAVEMENT MARKER NOTES
THE CONTRACTOR SHALL INSTALL ALL PAVEMENT LINES AND

SYMBOLS AS REQUIRED (SEE ROADWAY STANDARD DRAW INGS PAVEMENT MARKERS SHOULD NOT BE PLACED CLOSER
120501 THRU 1205.12. THAN 2 INCHES TO A PAVEMENT CONSTRUCT ION JOINT

(AS FEASIBLE), EXCEPT WHEN PLACED BETWEEN DOUBLE
THE CONTRACTOR SHALL BE REQUIRED TO REPLACE ANY YELLOW CENTER LINES, AND ALONG YELLOW SKIP LINES
PAVEMENT MARK INGS, WHICH HAVE BEEN OBLITERATED BY AND TWO-LANE, TWO-WAY ROADWAYS WHERE PASSING IS
CONSTRUCT ION PROCEDURES, BY THE END OF THE WORKDAY. ALLOWED IN BOTH DIRECT IONS.

PAVEMENT MARKERS SHALL NOT BE PLACED DIRECTLY ON

THE CONTRACTOR SHALL BE REQUIRED TO COVER ALL CONFLICT ING
PAVEMENT MARKING LINES.

STAT IONARY CONSTRUCT ION SIGNING WHEN A LANE CLOSURE

UTILIZING PORTABLE CONSTRUCT ION SIGNS IS IN EFFECT.THE PAVEMENT WMARKERS USED IN CONJUNCT ION WITH DOUBLE

CONTRACTOR SHALL NOT HAVE AN OVERLAP IN THE SEQUENCE VELLOW CENTER LINES SHALL BF PLACED MIDWA BETWEEN
OF CONSTRUCT ION 5IGNING. THE LINES, PROVIDED WITH A GAP BETWEEN THE LINES AND

THE MARKER TO REDUCE OVERSPRAY ING THE MARKER DURING
THE CONTRACTOR SHALL PLACE ALL FINAL PAVEMENT MARKING THE REPAINT ING OPERAT IONS. 3°|’ 0[ 30[’ 6°|’
LINES AND SYMBOLS (THERMOPLAST IC ALKYD-MALE IC) USING THE
EXTRUS ION METHOD. MARKERS ARE NOT REQUIRED ALONG MINI-SKIP LINES IN TAPERS.
S B ianE A TRET Ton of  FrE Enc IneER S B nnE, At THE D IREST ION OF THE EncINEER.
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