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3" WIDE DETECTOR
TAPE = 18" BURY

TR T )

#10 SCLID COPPER WIRE,
SPEIRAL WRAPPED ARQUND PVC
FIFE, NOT REQUIRED FOR DIP

B

FINAL BACKFILL
(SEE NOTE 3.4,
3.E)

4" MIN. COVER

127 MIN,

INITIAL BACKFILL
(SEE NOTE 3.)

E
-

MEN.

l R

J o PPE
UNDISTURBED SOIL PRI

AS REQUIRED
BELL 0.0, + 127 MIN.
BELL 0.0, + 24" MAX.

BEDDING
[SEE NOTE 2.

WATER MAIN TRENCH DETAIL

TYPE 3 LAYING CONDITIONS

NTS

UNDISTURBED
SOIL

CONCRETE
BLOCKING

TYPICAL TEE BLOCKING

NOTES:

1. LAYING CONDITIONS AS PER AWWA CEDO AND
CB05 STANDARDS,

2. BEDDING MATERIAL SHALL BE 4" MINBAUM
THICKNESS, LOOSE SOIL (DEFINED AS NATIVE
SOIL EXCAVATED FROM THE TRENCH), FREE
FROM ROCKS AND SHALL PROVIDE UMIFORM
SUPPORT FOR THE FULL LENGTH OF PIPE.
COMPACT TQ 95% MAXIMUM DENSITY.

3. INITIAL BACKFILL SHALL BE LIGHTLY
CONSOLIDATED IN MAXIMUM 6" LOOSE LIFTS,
COMPACTED TO 95% OF MAXIMUM DENSITY.

A: UNDER AREAS TO BE SEEDED OR SODDED,
COMPACT SUCCEEDING LAYERS OF FINAL
BACKFILL IN 12" LOOSE HIFTS TO 85%
MAXIMUM DENSITY.

B: UNDER STRUCTURES, PAVEMENTS AND RCAD
SHOULDERS, COMPACT SUCCEEDING LAYERS OF
FINAL BACKFILL IN 6" LOOSE LIFTS 1O 95%
MAXIAUM DENSITY EXCEPT COMPACT TOPR 127
OF SUBGRADE TO 98% MaXIMUM DENSITY.

4, PROVIDE #10 SOLID COPPER WIRE IN SUFFICIENT
LENGTH TO BE SPIRAL WRAPPED AROUND EACH
SEPARATE RUN OF ALL BURIED PVC FIPING. AT
VALVE BOXES, BRING WIRE TO WITHIN & IN. OF
TOP OF BOX AMD INSERT INTO BOX THIROUGH

DRILLED HOLE. NOT REQUIRED FOR DUCTILE
IRON PIPE.

5. INSTALL 3" WIDE DETECTOR TAPE AT 18" DEPTH.
TAPE SHALL HAVE MIDDLE FOIL LAYER.

VELWE B CI:I'I."EE-\
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P

TaMPFED BACKFE L

VALVE SN SHOULD SO
COME NTO CONTACT WITH
WATER LAIN OF WALVE

mem MAIN | WATER med

BLOCK WITH SLEFICENT ARES

OF COWCRETE AGAINST SLNTASLE
SOILAS APPROVED 8Y THE
ENGINEER. DOVE TAIL UNDERWVEATH
AND SIDES WSO DWRT

UMDISTUREED SO —

TYPICAL IN LINE
/3N WATER VALVE INSTALLATION

s NOT TO SCALE

CONCRETE

UNDISTUREED

PICAL 45°

BEND BLOCKING

BLOCKING

SOIL
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EXCAVATE AS NEARLY VERTICAL AS POSSIBLE




		2016-08-18T08:29:26-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




