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UTILITY CONSTRUCTION

REVISED:

APPROVED BY:

CHECKED BY:

DESIGNED BY:

PROJECT REFERENCE NO.

STRUCTURES" DATED JANUARY 2012.

SPECIFICATIONS FOR ROADS AND 

TRANSPORTATION’S "STANDARD 

OF THE NC DEPARTMENT OF 

SHALL MEET THE APPLICABLE REQUIREMENTS 

1. THE PROPOSED UTILITY CONSTRUCTION 

DEPARTMENT.

ALLOWED, BUT ARE NOT BINDING UPON THE 

OR IS SECONDARY TO THIS CONTRACT ARE 

WORK THAT IS NOT PART OF THIS CONTRACT 

UTILITY OWNER AND CONTRACTOR FOR THE 

ENGINEER. AGREEMENTS BETWEEN THE 

CONTRACT UNLESS AUTHORIZED BY THE 

NOT BINDING UPON THE DEPARTMENT OR THIS 

THE CONTRACTOR AND UTILITY OWNER ARE 

COMMUNICATIONS AND DECISIONS BETWEEN 

ADMINISTRATIVE AUTHORITY. 

CONSTRUCTION CONTRACT AND HAS 

THE DEPARTMENT. THE DEPARTMENT OWNS THE 

UTILITY FACILITIES AFTER ACCEPTANCE BY 

UTILITY FACILITIES AND WILL OWN THE NEW 

4. THE UTILITY OWNER OWNS THE EXISTING 

GENERAL NOTES:

COST TO THE DEPARTMENT.

OR BETTER CONDITION AT NO ADDITONAL 

TO EXISTING FACILITIES TO THE ORIGINAL 

FACILITIES. REPAIR ANY DAMAGE INCURRED 

AND FOR AVOIDING DAMAGE TO EXISTING 

CONSTRUCTION OF THE PROPOSED UTILITIES 

FACILITIES AS NECESSARY FOR THE 

AND TYPE MATERIAL OF THE EXISTING 

DETERMINING THE EXACT LOCATION, SIZE, 

UTILITIES. MAKE INVESTIGATIONS FOR 

TYPE OF MATERIAL FOR ALL EXISTING 

INFORMATION FOR THE LOCATION, SIZE, AND 

6. THE PLANS DEPICT THE BEST AVAILABLE 

DIRECTED.

FIT THE ACTUAL CONDITIONS, OR AS 

INDICATED ON THE PLANS, AS REQUIRED TO 

WORK TO THE EXISTING SYSTEM WHERE 

7. MAKE FINAL CONNECTIONS OF THE NEW 

STANDARD SPECIFICATIONS.

RECORDS" IN SECTION 1500 OF THE 

PROJECT. SEE 1500-7, " SUBMITTALS AND 

APPROVED PRIOR TO DELIVERY TO THE 

9. ALL UTILITY MATERIALS SHALL BE 

NECESSARY.

WEEKENDS, AT NIGHT, AND ON HOLIDAYS IF 

REQUIREMENTS. MAKE CONNECTIONS ON 

ACCORDANCE WITH THE UTILITY OWNER’S 

ENDANGERING THE UTILITY SERVICE, AND IN 

CONVENIENT TO THE PUBLIC, WITHOUT 

AND PROPOSED UTILITIES AT TIMES MOST 

8. MAKE CONNECTIONS BETWEEN EXISTING 

UTILITY CONSTRUCTION
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DRAWN BY:

SHEET NO.

CODES.

ACCORDANCE WITH THE APPLICABLE PLUMBING 

QUALITY SECTION. PERFORM ALL WORK IN 

DIVISION OF WATER RESOURCES, WATER 

ENVIRONMENT AND NATURAL  RESOURCES, 

NORTH CAROLINA DEPARTMENT OF 

OF THE RULES AND REGULATIONS OF THE 

LINES TO BE INSTALLED WITHIN COMPLIANCE 

PUBLIC WATER SUPPLY SECTION. ALL SEWER 

RESOURCES, DIVISION OF WATER RESOURCES,

DEPARTMENT OF ENVIRONMENTAL AND NATURAL 

REGULATIONS OF THE NORTH CAROLINA 

WITHIN COMPLIANCE OF THE RULES AND 

3. ALL WATER LINES TO BE INSTALLED 

NC FIRM LICENSE No: P-0339

Office of:

Prepared in the 

(919) 732-6676 (FAX)

(919) 732-3883

Hillsborough, NC 27278

504 Meadowlands DrivePROJECT SPECIFIC NOTES:

INSPECTION OF CONSTRUCTION AND TESTING.

PROGRESS AND PROVIDE OPPORTUNITY FOR 

REPRESENTATIVES INFORMED OF WORK 

INTERRUPTION. KEEP UTILITY OWNERS’ 

AND ONE WEEK PRIOR TO SERVICE 

WEEKS PRIOR TO COMMENCEMENT OF ANY WORK 

PERSONNEL AND THE UTILITY OWNER TWO 

CONSTRUCTION. NOTIFY DEPARTMENT 

REPRESENTATIVES TO ALL PHASES OF 

PERSONNEL AND THE OWNER’S 

5. PROVIDE ACCESS FOR THE DEPARTMENT 
AND TO TIE TO EXISTING WATER LINE.

TRANSITION AND CONNECT PIPE MATERIAL 

6. USE APPROPRIATE FITTINGS TO 

WATER SUPPLY SECTION REQUIREMENTS.

DVISION OF WATER RESOURCES- PUBLIC 

SPECIAL PROVISIONS, AND ALL NCDENR 

SPECIFICATION SECTION 1510, APPLICABLE 

ACCORDANCE WITH 2012 STANDARD 

3. TEST AND STERILIZE NEW MAIN IN 

DAVIDSON WATER, INC. 

2. THE EXISTING UTILITIES BELONG TO RELOCATION IS COMPLETE.

2. RETAIN EXISTING 6" WATER MAIN UNTIL 

NOTIFICATON OF SERVICE INTERRUPTION.

SUFFICIENT NOTICE FOR PUBLIC 

AND INTERRUPTION OF SERVICE.  PROVIDE 

REPRESENTATIVES FOR WATER MAIN SHUTDOWN 

7. COORDINATE WITH DAVIDSON WATER, INC. 

PRESSURE OF 200 PSI.

PRESSURE RATED FOR A MINIMUM OPERATING 

PIPING AND FITTINGS USED SHALL BE 

ISOLATION VALVE. ALL 2" SCHEDULE 40 

 WITH LIKE MATERIALS INCLUDING 2" 

BLOW-OFF ON OPPOSITE END(S) OF PROPOSED MAIN 

CONNECTION. PROVIDE TEMPORARY 2" 

PROVIDE RESTRAINED 6" CAP TAPPED FOR 2" 

SOLVENT WIELD SCHEDULE 40 PVC PIPE. 

OF PROPOSED 6" WATER MAIN WITH 2" 

BRIDGE. PIPE FROM TAPPING VALVE TO END 

TIED IN ON THE SOUTH SIDE OF THE 

WILL BE REMOVED WHEN NEW 6" RJDIP IS 

SECTION OF EXISTING 6" PVC PIPE THAT 

6" X 2" TAPPING SADDLE AND VALVE ON THE 

THE PROPOSED WATER MAIN BY INSTALLED A 

TESTING, DISENFECTION AND BLOW-OFF OF 

FACILITATE PIGGING, FILLING FLUSHING, 

4. PRIOR TO MAKING PERMANENT TIE-INS, 

PER OWNERS SPECIFICATIONS.

WATER MAIN AT 200 PSI FOR 3 HOURS AS 

VELOCITY AND PRESSURE TEST PROPOSED 6" 

MAIN, FLUSH AT A MINIMUM OF 2.5 FPS 

5. AFTER PIGGING THE PROPOSED 6" WATER 

OF THE 2012 STANDARD SPECIFICATIONS.

PIPE) IN ACCORDANCE WITH SECTION 1034 

RJDIP (RESTRAINED JOINT DUCTION IRON 

15+41.39 (APPROX. TIE-IN) SHALL BE  

11+13.47 (APPROX. TIE-IN) TO -L-STATION 

1. PROPOSED WATER LINE FROM -L- STATION 

SEAL
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