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ROADWAY DESIGN PAVEMENT DESIGN
PAVEMENT SCHEDULE (E |- /2020 ENCINEER ENGINEER
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PROP. APPROX. 2" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, 3 10’ ' 10’ 3 8’ 5%«6 - T %
C1 AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. IN EACH OF TWO T i e~ Swmi SEAL izZ
LAYERS. | =5 034371 EE
| e, &
PROP. VARIABLE DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, | B@m@,‘, N
C2 AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH. TO BE PLACED i GRADE 'Wm"“‘
IN LAYERS NOT TO EXCEED 1.5" IN DEPTH. o
D1 /POINT (D1 su o e
0.00 | 0.0 #[SUMMIT e
.08 V. _Y.Uz | 0. ‘
D PROP. APPROX. 3" ASPHALT CONCRETE INTERMEDIATE COURSE, OV_::_::::-: —:::::_::_% 4. 'l'°\ ISR
TYPE I19.0B, AT AN AVERAGE RATE OF 342 LBS. PER SQ. YD. 6\ { A il ’ \ .7 NOTE: PLACE FDPS TO FACE OF
| :
SN A GUARDRAIL AS SHOWN ON PLANS
V ARI ABLE IIN IR 'l.
PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0B, 10.5" 10.5"
— D2 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO BE PLACED SLOPE e : :
IN LAYERS NOT LESS THAN 2.5” IN DEPTH OR GREATER THAN 4" IN DEPTH. UL
SEE X-SECTIONS - EXIST PZAS{EMENT -
E 1 PROP. APPROX. 5.5" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, USE TYPICAL SECTION NO. 1
AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD. — GRADE TO THIS LINE —— L— STA 10+5000 TO STA 12+ 05.00
TYPICAL SECTION NO. 1 -L- STA 13+95.17 TO STA 15+50.00

PROP. VARIABLE DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,

E2 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO BE PLACED. i (SUMMEY TOWN RD)

IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER THAN 5.5" IN DEPTH

T EARTH MATERIAL @ —L-
4'TO & | 4" T0 &

V MILLING BITUMINOUS PAVEMENT. FDPS | FDPS

|

|

. GRADE
U EXISTING PAVEMENT |

ﬁ@ | [POINT (D7) ﬂ
0.02 | 0.02 0.08 T
VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL =477 ‘ ? 4:7 YN RS
W ON THIS SHEET) | V‘ é
NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE. Véll_ag\I?ELE " 10.5" 10.5”
¢ SURVEY SEE X-SECTIONS L EXISTPAVEMENT

—— GRADE TO THIS LINE ——
TYPICAL SECTION NO. 2 USE TYPICAL SECTION NO. 2

_L- STA 12+05.00 TO STA 12+30.00
-L- (SUMMEY TOWN RD) L- STA 13+70.17 TO STA 13+95.17
Detail Showing Method of Wedging (E -L-
B4 0 0 4 38

|

25'/inch of surface lift _ |
| MILL EX. PAVEMENT |
|

GRADE
. ; (D) ©) ' /POINT
EXISTING D02 i 2%~ é[H | 0N — T
PAVEMENT

el 0.08.
9 ey,
VARIABLE 7704 é &)
105
SLOPE SRR

“ NOTE: A TEMPORARY ASPHALT WEDGE
WILLBE REQUIRED IMMEDIATELY AFTER SEE X-SECTIONS GRADE TO THIS LINE

I\TALLELH;I?NATLOLIEA%%LFJ{REOFSI\Q%CFJ{EQCERégEESIE TYPICAL SECTION NO. 3 USE TYPICAL SECTION NO. 3

IS NOT PLACED ON THE SAME DAY AS —L- STA 12+30.00 TO STA 13+70.1
MILLING. -L- (SUMMEY TOWN RD) 70.17

1

INCIDENTAL MILLING PAVEMENT KEY-IN DETAIL (TIE-IN)
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