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END BENT 1

FOUNDATION LAYOUT

DIMENSIONS LOCATING PILES ARE SHOWN TO PILE CENTERLINE.
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TO € PILES

W.P. #2

STA.14+06.13 -L-

NOTES

FOR PILES, SEE GEOTECHNICAL SPECIAL PROVISIONS AND SECTION
450 OF THE STANDARD SPECIFICATIONS.

PILES AT END BENT 1 AND END BENT 2 ARE DESIGNED FOR A
FACTORED RESISTANCE OF 81 TONS PER PILE.

DRIVE PILES AT END BENT 1 AND END BENT 2 TO A REQUIRED
DRIVING RESISTANCE OF 135 TONS PER PILE.

IT HAS BEEN ESTIMATED THAT A HAMMER WITH AN EQUIVALENT
ENERGY IN THE RANGE OF 25,000 TO 45,000 FT.-LBS.PER BLOW

WILL BE REQUIRED TO DRIVE PILES AT END BENT 1 AND END

BENT 2. THIS ESTIMATED ENERGY RANGE DOES NOT RELEASE THE
CONTRACTOR FROM PROVIDING DRIVING EQUIPMENT IN ACCORDANCE
WITH THE SUB ARTICLE 450-3(D)2) OF THE STANDARD SPECIFICATIONS.

STEEL H-PILE POINTS ARE REQUIRED FOR STEEL H-PILES AT END
BENT 1 AND END BENT 2. FOR STEEL PILE POINTS, SEE SECTION
450 OF THE STANDARD SPECIFICATIONS.

END BENT 2
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