
NOTE: DRAWING NOT TO SCALE PROJECT CONTROL ESTABLISHED USING GLOBAL POSITIONING SYSTEM.

NOTES:

SHEET NO.PROJECT REFERENCE NO.

Division 9 DDC

INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL PROJECT CONTROL

BY THE NCDOT DIVISION 9 DDC UNIT.

1C-2

SURVEY CONTROL SHEET 17BP.9.R.27

DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT

IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY

NCDOT FOR MONUMENT "B5172-1"

WITH NAD 83/NSRS 2007 STATE PLANE GRID COORDINATES OF

NORTHING:  944936.496(ft)  EASTING:  1598586.214(ft)

ELEVATION:  937.80(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT

(GROUND TO GRID) IS:  1.0000130083

THE N.C.  LAMBERT GRID BEARING AND

LOCALIZED HORIZONTAL GROUND DISTANCE FROM

7'54" W
O  

1510.20 FT. AT S 11

"B5172-1" TO -L-  STATION 10+00.00 IS

 

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES

VERTICAL DATUM USED IS NAVD 88
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17BP.9.R.27

-L-

TYPE STATION NORTH EAST
PC 10+00.00 943454.7114 1598294.6455

PT 11+54.75 943604.0267 1598329.8997

PC 14+37.44 943857.4032 1598455.2574

PT 16+50.76 944059.2912 1598521.9582

-Y-

TYPE STATION NORTH EAST
POT 10+00.00 943827.1876 1598440.3082

PC 10+28.12 943831.2770 1598412.4867

PT 12+20.06 943836.9119 1598221.0670

DESIGN ALIGNMENTS

ROW Marker Concrete or Granite

ALIGN STATION OFFSET NORTH EAST
-L- 11+75.00 28.94 943609.3418 1598364.8151

-L- 11+75.00 -31.07 943635.9503 1598311.0331

-L- 12+00.00 50.00 943622.4094 1598394.7793

-L- 12+00.00 -40.00 943662.3194 1598314.1121

-L- 13+59.34 -40.00 943805.1393 1598384.7721

-L- 13+80.00 70.00 943774.8749 1598492.5253

-L- 14+50.00 30.51 943855.6271 1598488.2972


