
NOTE: DRAWING NOT TO SCALE PROJECT CONTROL ESTABLISHED USING GLOBAL POSITIONING SYSTEM.

NOTES:

SHEET NO.PROJECT REFERENCE NO.

Division 9 DDC

INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL PROJECT CONTROL

BY THE NCDOT DIVISION 9 DDC UNIT.

1C-1

2                     B5172-2      945768.4630     1598622.8110           981.10      OUTSIDE PROJECT LIMITS                 

1                     B5172-1      944936.4960     1598586.2140           937.80      OUTSIDE PROJECT LIMITS                 

3                        BL-3      944191.0773     1598561.4300           935.49      OUTSIDE PROJECT LIMITS                 

4                        BL-4      943795.9008     1598405.9337           933.86         13+60.40         17.85 LT

5                        BL-5      943396.8418     1598285.4919           945.80      OUTSIDE PROJECT LIMITS                 

------------ ---------------- ---------------- ---------------- ---------------- ---------------- ----------------

    POINT          DESC.           NORTH             EAST          ELEVATION          EL STATION       OFFSET
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SURVEY CONTROL SHEET 17BP.9.R.27
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20' WEST OF EDGE OF PAVEMENT

R/R SPIKE SET IN BASE OF 24" OAK TREE

OUTSIDE LIMITS

N  943408    E 1598334

BM#2       ELEVATION = 945.11'

****************************************

BENCHMARK (NAVD 88)
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DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT

IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY

NCDOT FOR MONUMENT "B5172-1"

WITH NAD 83/NSRS 2007 STATE PLANE GRID COORDINATES OF

NORTHING:  944936.496(ft)  EASTING:  1598586.214(ft)

ELEVATION:  937.80(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT

(GROUND TO GRID) IS:  1.0000130083

THE N.C.  LAMBERT GRID BEARING AND

LOCALIZED HORIZONTAL GROUND DISTANCE FROM

7'54" W
O  

1510.20 FT. AT S 11

"B5172-1" TO -L-  STATION 10+00.00 IS

 

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES

VERTICAL DATUM USED IS NAVD 88
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