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TYPICAL SECTION NO. 1

10'-0"10'-0"

0.020.02

L

BRIDGE TYPICAL SECTION

C -L- (YMCA CAMP ROAD)  SR 1166

5'-5" 3'-0"5'-5"3'-0" 20'-0"

8'-5"8'-5" VARIESVARIES

10'-0" 10'-0" 5'-5"5'-5"

1'-1"1'-1" 30'-10"

33'-0"

LC -L- 

2:1

SEE X-SECT.

VARIES

PAVEMENT SCHEDULE

T COMPACTED EARTH MATERIAL

NOTE: ALL PAVEMENT SLOPES ARE 1:1 UNLESS OTHERWISE SPECIFIED.

U EXISTING PAVEMENT

W

PROP. APPROX. 1.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

D1

D2

PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT AN

C1

AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD. 

AVERAGE RATE OF 456 LBS. PER SQ. YD. 

PROP. APPROX. 3.0" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.
C2

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. 

C3

E1

AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH TO BE

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT AN

E2

17BP.9.R.27

DETAIL SHOWING METHOD OF WEDGING

C SURVEY L

*

R SHOULDER BERM GUTTER

WEDGE AND MILL AS REQUIRED

TO KEY IN
MILL NOTCH

1.5"

PAVEMENT

EXIST.

C1

BUTT MILL DETAIL

PROP. APPROX. 2.5" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0B

PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0B,

 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO BE PLACED

PLACED IN LAYERS NOT TO EXCEED 2" IN DEPTH.

IN LAYERS NOT LESS THAN 2.5" OR GREATER THAN 4" IN DEPTH.

AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO BE PLACED

(SEE STANDARD WEDGING DETAIL THIS SHEET)

VARIABLE DEPTH ASPHALT PAVEMENT 

-L- STA. 12+68.87 (BEGIN BRIDGE) TO -L- STA. 13+56.12 (END BRIDGE)

RAMEY KEMP

Transportation Engineers

www.rameykemp.com

919-872-5115 Tel. 919-878-5416 Fax.

Raleigh, North Carolina 27609

5808 Faringdon Place, Suite 100

ASSOCIATES, INC.
&

NC License No. C-0910
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PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

IN LAYERS NOT GREATER THAN 5.5" IN DEPTH OR LESS THAN 3" IN DEPTH.

2:1
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DETAIL FOR SHOULDER BERM GUTTER

TYPICAL SECTION NO. 2
USE IN CONJUNCTION WITH 

-L- STA. 13+67.12 (END APPROACH SLAB) TO -L- STA. 13+82 +/- RT

-L- STA. 13+67.12 (END APPROACH SLAB) TO -L- STA. 13+73 +/- LT
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POINT

9.5"U

W W

50'

11 PRESTRESSED CONC. BOX BEAM UNITS

2" MIN. 2" MIN.

-L- STA. 11+75.00 TO -L- STA. 12+50.00

-L- STA. 13+82.00 TO -L- STA. 14+50.00

10'-0"10'-0"

LC -L- (YMCA CAMP ROAD)  SR 1166

5'-5" 3'-0"5'-5"3'-0" 20'-0"

8'-5"8'-5" VARIESVARIES

2:1

SEE X-SECT.

VARIES

T T9.5"

CONSISTS OF 3" S9.5B, 2.5" I19.0B AND 4" B25.0B
FULL DEPTH PAVEMENT WIDENING

-L- STA. 13+56.12 (END BRIDGE) TO -L- STA. 13+82.00
-L- STA. 12+50.00 TO -L- STA. 12+68.87 (BEGIN BRIDGE)

TYPICAL SECTION NO. 2

D1 E1
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C2
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GRADE TO THIS LINE

GRADE TO THIS LINE

ORIGINAL GROUNDORIGINAL GROUND

ORIGINAL GROUND ORIGINAL GROUND

2A-1

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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