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DIMENSIONS LOCATING END BENT PILES ARE SHOWN TO CENTERLINE PILES.

]: INDICATES BRACE PILES TO BE BATTERED AT 3:l2.
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NOTES

FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.

PILES AT END BENT NO.!1 ARE DESIGNED FOR A FACTORED
RESISTANCE OF 100 TONS PER PILE.

DRIVE PILES AT END BENT NO.1 TO A REQUIRED DRIVING
RESISTANCE OF 170 TONS PER PILE.

STEEL H-PILE POINTS ARE REQUIRED FOR STEEL H-PILES AT
END BENT NO. 1. FOR STEEL PILE POINTS, SEE SECTION 450
OF THE STANDARD SPECIFICATIONS.

PILE EXCAVATION IS REQUIRED TO INSTALL PILES AT ABUTMENT
NO. 2. EXCAVATE HOLES AT PILE LOCATIONS TO ELEVATION 912.0
FEET. FOR PILE EXCAVATION, SEE STANDARD 450 OF THE STANDARD

SPECIFICATIONS.

CONCRETE OR GROUT IS REQUIRED TO FILL HOLES FOR PILE
EXCAVATION AT ABUTMENT NO. 2.

WINGWALLS AT ABUTMENT NO. 2 SUPPORTED ON HP 12 X 53 STEEL
PILES EXCAVATED TO ELEVATION 912.0 FEET.

SHORING FOR BRACED EXCAVATION WILL BE REQUIRED FOR
CONSTRUCTION OF ABUTMENT WALL AT ABUTMENT NO. 2.

SHORING IS REQUIRED FOR CONSTRUCTION OF ABUTMENT 2 WALL AND
ABUTMENT 2 AS SHOWN ON THE “ABUTMENT 2
SHEETS. THE SHORING SHALL BE DESIGNED BY THE CONTRACTOR AND
APPROVED BY NCDOT PRIOR TO ABUTMENT EXCAVATION. ALL SHORING
TYPES ARE REQUIRED TO LIMIT DISTURBANCE OF THE SOIL BEHIND
THE PERMANENT ABUTMENT WALL.PAYMENT FOR THE SHORING SHALL
BE CONSIDERED INCIDENTAL TO THE UNCLASSIFIED EXCAVATION.
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