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NOTES

FOR STEEL SHEET PILE RETAINING WALL,SEE SPECIAL PROVISIONS.
FOR CRANE SAFETY,SEE SPECIAL PROVISIONS.

FOR FALSEWORK AND FORMWORK,SEE SPECIAL PROVISIONS.

FOR SUBMITTAL OF WORKING DRAWING,SEE SPECIAL PROVISIONS.

THE RETAINING WALL SHALL BE CONSTRUCTED IN ACCORDANCE WITH
SECTION 452 OF THE STANDARD SPECIFICATIONS.

THE RETAINING WALL SHALL BE MEASURED AND PAID AS THE ACTUAL NUMBER

OF SQUARE FEET OF EXPOSED FACE AREA INCORPORATED INTO THE COMPLETED

RETAINING WALL.THE RETAINING WALL HEIGHT IS MEASURED AS THE DIFFERENCE

BETWEEN THE TOP AND BOTTOM OF THE RETAINING WALL.THE TORP OF THE

L\ L RETAINING WALL IS DEFINED AS THE TOP OF THE CONCRETE CARP.THE BOTTOM
’r

96’ OF THE RETAINING WALL IS DEFINED AS THE EXISTING GROUND LINE.
PROPOSE DR V@E TAINING WALL f

NAD 83

CLASS AA CONCRETE SHALL BE USED IN THE CAST—=IN-PLACE CAP AND SHALL
CONTAIN CALCIUM NITRITE CORROSION INHIBITOR.

FILL FACE
@ END BENT 2

ZPROPOSED RETAINING WALL

FILL FACE ) WP, #4 N VERTICAL GROOVED CONTRACTION JOINTS, !>" IN DEPTH,SHALL BE TOOLED IN ALL
e @ END BENT |- - 120 STA14t3234 L= 15400 EXPOSED FACES OF THE CONCRETE CAP AND SPACED A MAXIMUM OF 10 FEET.
| : : ! I INSTALL THE SHEETING TO THE REQUIRED EMBEDMENT AS SHOWN ON THE PLANS.
BEGIN APPROACH SLAB/ END APPROACH SLAB TO MANTEO — - STEEL SHEET PILING SHALL CONFORM TO THE REQUIREMENTS OF ASTM AB90 AND
STA.12+886/ —— STA. 144439 —L— SHALL BE GALVANIZED IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS.
STEEL SHEET PILING SHALL BE HOT ROLLED.
THE SCOUR CRITICAL ELEVATION FOR THE RETAINING WALL IS -5 FT.THE SCOUR
CRITICAL ELEVATION IS USED BY MAINTENANCE FORCES TO MONITOR POSSIBLE
SCOUR PROBLEMS DURING THE LIFE OF THE STRUCTURE.
USE SELECT MATERIAL CLASS 1/, ACCORDING TO SECTION 1016 OF THE NCDOT
STANDARD SPECIFICATIONS, AS BACKFILL BEHIND THE RETAINING WALL.NO
PLAN SEPARATE PAYMENT WILL BE MADE FOR THIS ITEM.ALL MATERIALS, EQUIPMENT
OR LABOR FOR PLACING AND COMPACTING THIS MATERIAL SHALL BE INCLUDED IN
THE CONTRACT BID PRICE FOR SQUARE FOOT OF I8 STEEL SHEET PILE
RETAINING WALLS.
THE FINISH GRADE OF THE BACK FILL SHALL BE GRADED TO PROVIDE ADEQUATE
DRAINAGE AS DIRECTED BY THE ENGINEER.
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