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BILL OF MATERIAL
oo 19 CONCRETE WEARING SURFACE CONCRETE WEARING SURFACE
- -9 e -9” . STAGE I STAGE II
STAGE I STAGE II BAR | NUMBER | SIZE | TYPE | LENGTH | WEIGHT | BAR | NUMBER | SIZE | TYPE | LENGTH | WEIGHT
3" | 33 - #¥3 R1 @ 6”CTS. (5 BAR RUNS) L 40 - #3 R1 @ 6”CTS. (5 BAR RUNS) 3 * R1 165 3 STR. | 27"-0" 1675 | *Rl| 200 3 STR. | 2r'-0" | 2030
ain -l ain * R2 66 4 STR. | 20'-0" 882 |*R2 78 4 STR. | 20'-0" 1042
371 33 - #4 R2 @ 6”CTS. OVER BENTS 1 AND 2 L 39 - #4 R2 ®@ 6”CTS. OVER BENTS 1 AND 2 3 *R3| 259 3 STR. | 207-5" 1988 | *R4| 259 3 STR. | 22'-1" 2199
-3 SPLICE % EPOXY COATED REINF.STEEL = 4.545 LBS. | * EPOXY COATED REINF.STEEL = 5,271 LBS.
- - CONCRETE WEARING SURFACE = 2,162 SQ.FT. | CONCRETE WEARING SURFACE = 2,549 SQ. FT.
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_SEE CHART FOR BEAM BOLSTER HEIGHT __
GROOVING
BRIDGE FLOORS
APPROACH SLABS 704 SQ.FT.
RETNFORCING STEEL FOR BRIDGE DECK 4321 SQ. FT.
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’ PLAN OF CONCRETE WEARING SURFACE STATION:15%65.90 ~L-
STATE OF NORTH CAROLINA
NOTES: DEPARTMENT OF TRANSPORTATION
PLACEMENT OF CONCRETE WEARING SURFACE SHALL OCCUR AFTER CASTING THE RALELGH
CONCRETE PARAPET. THE COST OF THE REINFORCING STEEL CAST WITH THE
CONCRETE WEARING SURFACE AND THE CONCRETE WEARING SURFACE SHALL BE
INCLUDED IN THE UNIT PRICE BID FOR CONSTRUCTION OF SUPERSTRUCTURE. FOR -
CONCRETE WEARING SURFACE, SEE SPECIAL PROVISIONS. . CONCRETE WEARING
o CA n,
ALL REINFORCING FOR THE CONCRETE WEARING SURFACE SHALL BE EPOXY COATED. Prepared by fgx\i\ass/jg[/%% SURFACE DETAILS
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