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BAR TYPES NOTES
BILL OF MATERIAL FOR ONE 35’ CORED SLAB UNIT )
9 2//
L ALL PRESTRESSING STRANDS SHALL BE 7-WIRE LOW RELAXATION GRADE
STAGE I STAGE II 58, S'-1 270 STRANDS AND SHALL CONFORM TO AASHTO M203 EXCEPT FOR SAMPLING
TYPE I TYPE IT TYPE III TYPE TV TYPE V ‘ s71 2r-117 o REQUIREMENTS WHICH SHALL BE IN ACCORDANCE WITH THE STANDARD
BAR [NUMBER[ SIZE [ TYPE | LENGTH [ WEIGHT | LENGTH | WEIGHT | LENGTH | WEIGHT | LENGTH [ WEIGHT | LENGTH | WEIGHT — - SPECIFICATIONS.
B3 4 % STR 18'-3" 49 18'-3" 49 18'-3" 49 18'-3" 43 18'-3" Se|, 2'-10 v
. S5l g S ALL REINFORCING STEEL CAST WITH THE CORED SLAB SECTIONS SHALL BE
— — — —— — - % GRADE 60 AND SHALL BE INCLUDED IN THE LUMP SUM BID FOR
>l 8 - 3 4767 58 4'-6" 38 4'-6" 58 4°-6" 58 476" @ S S2|, 2'-8" 5 CONSTRUCTION OF SUPERSTRUCTURE.
S2 72 4 3 5'-4 257 5'-4 257 5'-4 257 5'-4 257 5'-4 257 4 < oo 0
% S3 44 #5 1 6'-3" 287 6/-3" 287 <, © e RECESSES FOR TRANSVERSE STRANDS SHALL BE GROUTED AFTER THE
S5 4 #4 3 5/-5" 14 5/-5" 14 5/-5” 14 5/-57 14 5/-5" ”‘l RIR% TENSIONING OF THE STRANDS.
# 1 r_Ccn 1_Ccn r_Cn r_cCn N N
26 A #4 S 5,_6,, = 5,_6,, = 5,_6,, = 5,_6,, 1 5,_6,, . M S THE 2!/5” @ DOWEL HOLES AT FIXED ENDS OF SLAB SECTIONS SHALL BE
> 4 4 5 >~/ 1 Sl LS Sl 15 il 1 Sl <12 BY .8 ® S| I FILLED WITH NON-SHRINK GROUT
S8 4 #4 3 5/-9” 15 5/-9” 15 5/-9” 15 5/-9” 15 5-9” i = Ty “
REINFORCING STEEL LBS. 403 403 403 403 403 THE BACKER RODS SHALL CONFORM TO THE REQUIREMENTS OF TYPE M
% EPOXY COATED BOND BREAKER. SEE SECTION 1028 OF THE STANDARD SPECIFICATIONS.
REINFORCING STEEL LBS. 287 281 ALL BAR DIMENSIONS ARE OUT TO OUT
5000 P.S.I. CONCRETE CU. YDS. 5.4 5.4 5.4 5.2 WHEN CORED SLABS ARE CAST, AN INTERNAL HOLD-DOWN SYSTEM SHALL BE
EMPLOYED TO PREVENT VOIDS FROM RISING OR MOVING SIDEWAYS. AT LEAST
=+ 56"% LR STRANDS NG T 0 o o SIX WEEKS PRIOR TO CASTING CORED SLABS, THE CONTRACTOR SHALL SUBMIT
: a8 : TO THE ENGINEER FOR REVIEW AND COMMENT, DETAILED DRAWINGS OF THE
PROPOSED HOLD-DOWN SYSTEM. IN ADDITION TO STRUCTURAL DETATILS,
LOCATION AND SPACING OF THE HOLD-DOWNS SHALL BE INDICATED.
BILL OF MATERIAL FOR ONE 50’ CORED SLAB UNIT \‘*l ) PRESTRESSING STRANDS SHALL BE CUT FLUSH WITH THE CORED SLAB UNIT
i —— € BEARING PAD ENDS.
STAGE T STAGE IT 8"
s e ST sy 5 o Ining K APPLY EPOXY PROTECTIVE COATING TO CORED SLAB UNIT ENDS.
BAR |[NUMBER| SIZE | TYPE LENGTH WEIGHT LENGTH WEIGHT LENGTH WEIGHT LENGTH WEIGHT LENGTH WEIGHT ™ FLAME CUTTING OF THE TRANSVERSE POST-TENSIONING STRAND IS NOT
B6 4 #4 STR 25'-9” 69 25'-9" 69 25'-9" 69 25'-9" 69 25'-9” — ALLOWED.
| "
S 5 7T : pTe =5 e =5 e =5 e =5 pT ! V@l 9 HOLES THE TRANSFER OF LOAD FROM THE ANCHORAGES TO THE CORED SLAB UNIT
~ i 2 ol = | STRENGTH OF NOT LESS THAN THE REQUIRED STRENGTH SHOWN IN THE
* gg 640 #2 é g/—g” 3131 —— = —— = —— = g—g” 391 N ol “CONCRETE RELEASE STRENGTH’’ TABLE.
S6 4 #4 3 5-6" 15 5-6" 15 5'-6" 15 5'-6" 15 5'-6" ! ® B_EATRYIPNEG IPA_D FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
S7 4 #4 3 5 -7 15 5/ -7" 15 5/-7" 15 5/ -7 15 5/-7" | |
<8 2 2 3 =g = T 5 =iog G =g IE Siog - THE PERMITTED THREADED INSERTS ARE DETAILED AS AN OPTION FOR THE
REINFORCING STEEL BT 559 =59 =59 59 559 X CONTRACTOR TO ATTACH FALSEWORK AND FORMWORK DURING CONSTRUCTION,
* EPOXY COATED THE PERMITTED THREADED INSERTS IN THE EXTERIOR UNITS SHALL BE
REINFORCING STEEL LBS. 391 391 FIXED END SIZED BY THE CONTRACTOR, SPACED AT 4/-0”CENTERS AND GALVANIZED
6500 P.S.I. CONCRETE CU. YDS. 7.4 7.4 7.4 7.3 - : IN ACCORDANCE WITH SECTION 1076 OF THE STANDARD SPECIFICATIONS.
(TYPE I - 78 REQ"D ) STAINLESS STEEL THREADED INSERTS MAY BE USED AS AN ALTERNATE.
6" 3 L.R. No. 19 19 19 19
.67 LR STRANDS 2 FELASTOMERIC BEARING DETATILS THE PERMITTED THREADED INSERTS SHALL BE GROUTED BY THE CONTRACTOR
TMMEDTIATELY FOLLOWING REMOVAL OF THE FALSEWORK.
ELASTOMER IN ALL BEARINGS SHALL BE 50 DUROMETER HARDNESS. THE COST OF THE PERMITTED THREADED INSERTS SHALL BE INCLUDED IN
BILL OF MATERIAL FOR ONE 45 CORED SLAB UNIT THE LUMP SUM PRICE BID FOR CONSTRUCTION OF SUPERSTRUCTURE.
STAGE I STAGE II TRANSVERSE POST TENSIONING OF THE CORED SLAB UNITS SHALL BE DONE IN
~VPE T =VPE 1T TVPE TIT =VPE TV ~VFE VY ACCORDANCE WITH THE STANDARD SPECIFICATIONS.
BAR [NUMBER[ SIZE [ TYPE | LENGTH [ WEIGHT | LENGTH | WEIGHT | LENGTH | WEIGHT | LENGTH | WEIGHT | LENGTH | WEIGHT
PRESTRESSED CONCRETE CORED SLAB UNITS ARE DESIGNED FOR O PSI TENSION
B5 4 #4 STR 23'-3" 62 23'-3" 62 23'-3" 62 23'-3" 62 23'-3" DEAD LOAD DEFLECTION AND CAMBER IN THE PRECOMPRESSED TENSILE ZONE UNDER ALL LOADING CONDITIONS.
31 8 #5 3 4-6" 38 4-6 38 4-6" 38 4-6" 38 46" 3-0"x 1"-37 PRESTRESSED CONCRETE CORED SLAB UNITS SHALL CONTAIN CALCIUM NITRITE
<o 97 54 3 Y 378 Y 328 Y 328 Y 328 Y 328 25/ CORED SLAB UNIT 0.6" 3 L.R. CORROSION INHIBITOR IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS.
% S3 54 #5 1 6'-3" 352 6'-3" 352 STRAND
S5 4 #4 3 5/-5" 14 5/-5" 14 5/-5" 14 5/-5" 14 5/-5” CAMBER ( SLAB ALONE IN PLACE ) 7e” A
S6 4 #4 3 5-6" 15 5'-6" 15 5'-6" 15 5'-6" 15 5'-6"
S7 4 #4 3 57" 15 57" 15 57" 15 577" 15 57" SPERTPOSED DEnD | oap K ey
S8 4 #4 3 5/-9” 15 5/-9” 15 5/-9” 15 5/-9” 15 5/-9”
REINFORCING STEEL | BS. 414 487 487 487 487 FINAL CAMBER %" A
% EPOXY COATED o 1 ar
REINFORCING STEEL  LBS. 352 352 37-0"x 1"-9
6500 P.S.I. CONCRETE CU. YDS. 6.7 6.7 6.7 6.6 6.6 50’ CORED SLAB UNTT 0.6” J L.R.
STRAND
0.6" 3 L.R. STRANDS No. 15 15 15 15 CAMBER ( SLAB ALONE IN PLACE ) u@n +
DEFLECTION DUE TO ek Sy
CORED SLABS REQUIRED SUPERIMPOSED DEAD LOAD 16
—— — —— FINAL CAMBER 1% SPLICE LENGTH CHART PROJECT No. 1/BP.1.R.67
35'-0” SPAN 50’-0” SPAN 45’-0” SPAN 0" % 1'-9" BAR SIZE SPLICE LENGTH
NUMBER |LENGTH| TOTAL LENGTH [NUMBER|LENGTH| TOTAL LENGTH|NUMBER|LENGTH| TOTAL LENGTH e o LR B3, B>, B "4 1'-9” HYDE COUNTY
n TYPE I 1 35-0" 35-0" 1 50'-0" 50'-0" 1 45'-0" 45'-0" 45" CORED SLAB UNIT STRAND
TYPE 11 4 35-0" 1407-0" 4 50'-0" 200'-0" 4 457-0" 180'-0" T STATION: 13+65.90 - -
STAGE I TYPE III l 35/_0// 35/_0// 1 5OI_O/I 50/_0// 1 45/_0// 45/_0// CAMBER (SLAB ALONE IN PLACE ) 1A6 e
STAGE T ' o o DEFLECTION DUE TO 3/ .
TOTAL 6 210'-0 6 30070 6 270"-0 SUPERIMPOSED DEAD LOAD™® e ¥
TTYYPPEE IVV ? gg:—gz 23150/’—5)//” ? 281—82 35000/’—09/” ? jgj—gz 24750/’—09/” FINAL CAMBER 17 A STATE OF NORTH CAROLINA
STAGE 11 sk INCLUDES ONLY CONCRETE WEARING SURFACE DEPARTMENT OF TRANSPORTATION
STAGE II 7 245/_0// 7 350/_0// 7 315/_0// RALEIGH
TOTAL STANDARD
TOTAL 13 455'-0" 13 650'-0" 13 585'-0" 6/22/2015 , . , y
e, Qe 1
CONCRETE RELEASE STRENGTH GRADE 270 STRANDS SN PRESTRESSED CONGRETE
= 0.6" @ LR — AT CORED §|—AB UNLT
UNIT PST TRER 'URS 2% 039173 ; 120° SKEW
350" SPAN 4000 ( SQUARE INCHES ) 0.2171 % o S
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