
junction box

lights per bench specified by plan

the edges of all bench caps; space 4’ o.c.; no. of 

" 6-led hardscape light mounted under 2
13" x 6" x 

Low voltage wire in 1" PVC conduit

run the low voltage wiring.

Use existing power sleeve to 

lights per bench specified by plan

the edges of all bench caps; space 4’ o.c.; no. of 

" 6-led hardscape light mounted under 2
13" x 6" x 

roof line

Dismal Swamp Canal

line near ex. light fixture

Tie into existing electrical 

or engineer for exact Box location .)

(see Roadside environmental architect 

inside the rest area maintenance room. 

Low voltage transformer box attached

Flag Pole flood Light

120v min. Metal Halide 

Power utility box

Picnic Table

Picnic Grill

new seat wall

new wood Bench cap

Monument

Light Fixture

Informational sign

Garbage/Recycling Bins

Garbage Dumpster

Flag Pole

existing Vegetation

Entry Sign

Dry Creek Bed

Covered Picnic Structure

Bicycle Rack

components key

Existing Flag Pole

L-14 19

junction boxs

on specified trees

2 led accent up-lights

Low voltage transformer box 

Existing u/G Electrical Line

4 seat lights

3 seat lights 3 seat lights

5 seat lights

6 seat lights

7 seat lights

7 seat lights

fixtures

pole and arm to match existing 

new Roadway Light w/ Composite 

3701.3.24

3701.3.24

June 30, 2015

N

ST
AT

E 
OF NORTH CARO

LIN
A

D
E
P

A
R
T

M

EN
T

OF TRANSP
O

R
T
A
T
IO

N

 
 

$
$
$
$

U
S
E
R

N
A

M
E
$
$
$
$

$
$
$
$
$
$
$
$
$
$
$
$
$
$
$
$

D
G

N
$
$
$
$
$
$
$
$
$
$
$
$
$
$
$
$

$
$
$
$
$
$
S

Y
S
T
IM

E
$
$
$
$
$

http://www.ncdot.org/doh/operations/dp chief eng/roadside/

landscape design & Development 

ncdot -  Roadside environmental unit

final design date :
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T.I.P. #
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contract #:
ph:  919-707-2935   fax:  919-715-2554

1557 mail service center  raleigh  nc 27699-1557 landscape plan sheet
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Camden County

Camden County Visitor Center April 2015 Lighting Plan

P
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020 10 20 40

lighting Key

Transformer

Light Wiring

6-led hardscape light fixture

Junction Box

FlagPole Flood Light

accent up Light Fixture

line near ex. light fixture

Tie into existing electrical 

FINAL PLANS 2/10/2016

* Refer to Lighting notes sheet for material specs. 

the 1" PVC Sleeve directly below the bottom of the concrete.

should be placed in 1" PVC conduit. If it is necessary to bore under concrete, install 

* All subsurface wiring,that which is being run underground or under concrete, 

by the roadside engineer.

should also aim to minimize glare to the pedestrians. Placement must be approved 

a 60 degree angle in order to up-light the trunk and branches Properly. The lighting 

*Lighting should be placed so that it is facing the tree as shown  on the plan at about 

and 120v landscape accent lighting systems.

*The Contractor shall provide all materials and labor to install the low-voltage 

CONSTRUCTION OR CONTRACTING OF Lighting SYSTEMS. 

*ALL Lighting CONTRACTORS MUST BE LICENSED TO PERFORM WORK ASSOCIATED WITH 

Note:


