
Medium Chocolate Brown color

paver areas is a running bond

7" x 10.5" x 2" paver; entire edge of 

Beige/Tan Mocha color

design is in a "T" Pattern

6" x 9" x 2" paver; Interior paver 

Beige/Tan Mocha color

6" x 6" x 2" paver

19L-17

WSF

L-17

L-17

Plan view

Section Elevation

"  = 1’-0"1

Wood Slat Fence w/ alternating Boards

Washed Aggregate base

compacted sub-grade

DECKING

aDJOINING cONCRETE SLAB FLUSH AGAINST 

slab, and/or Pavers

Match Grade to adjacent sidewalk,

2% cross slope

Beige/Tan Mocha color

6" x 6" x 2" paver

Beige/Tan Mocha color

design is in a "T" Pattern

6" x 9" x 2" paver; Interior paver 

1" 

1" sand base

4"

3701.3.24

3701.3.24

June 30, 2015
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http://www.ncdot.org/doh/operations/dp chief eng/roadside/

landscape design & Development 

ncdot -  Roadside environmental unit
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Component Details 2

1’-2"

4"

SPB
1" = 1’-0"

Sock Pipe and Stormwater catch basins

L-17

SP
1" = 1’-0"

Stone Pavers

compacted sub-grade

1.5"

5"+

2% slope Min. 2% slope Min.

6" Perforated Sock Pipe

and around Basin

2" #57 Stone Backfill under 

1.5" #57 Stone under Pipe

1.5" Soil on top of filter fabric 

Reused Existing Grass or new Sod

#57 Stone Backfill all around Sock Pipe

2% slope Min.

grate in order for basin to function properly

Grass/Sod should be slightly higher than top of 

layer

rock backfill and soil 

Filter Fabric between 

is not an approved substitute for backfill.

 Backfill must be #57 Stone. ABC Stone Note:

for 12" Basins and 4" Sock Pipe)

(Trench Depths will vary slightly  

18" Stormwater Basin with grate

not to scale

wood slat fence sketch
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4" gap 

" Basket Weave Lattice SLats8
3

1’-2"

7’-0"

4"

fasten to rails w/ nails

1 x 6" wood slats alternated on both sides; 

" Basket Weave Lattice SLats8
3

5" spacing between 1x6 boards

of the lattice on both sides

1x1 board brace at the top and bottom 

1x1 board screwed to 2x6

2x6 board

2x6 rails to 6x6 posts

use joist hangers to attach 

11.5"

4
"

wood post buried 3’ deep

undisturbed subgrade

#57 stone gravel base

3"

6 x 6" Post with 1" bevel on top

joist hangers and screws

2 x 6" rail fastened to post w/ 

joist hangers and screws

2 x 6" rail fastened to post w/ 

" Basket Weave Lattice SLats8
3

4" gap  between bottom rail and ground

fasten to rails w/ nails

1 x 6 wood slats alternated on both sides; 

6 x 6 Post

1" bevel at the top of 6x6 post

2 x 6 rail fastened to post w/ screws 

attach 2x6 to 6x6 post using a joist hanger

1x1 board screwed to 2x6 to hold in lattice

2x6 board

5’-8"

pooling around post

dome concrete to prevent 

pads, seat walls, footings, bollards, or sub-surface pads.

minmimum of a 2% slope to ensure positive drainage. 2) Use class-B concrete for sidewalks, ADARamps, driveways, picnic table 

 1) all new Impervious surfaces (6" Concrete Driveway, 4" Sidewalks, Pavers, composite decking, etc.) should maintain a Note:

Concrete footing


