
USE TYPICAL SECTION NO. 3 AS FOLLOWS

CL-L-

PAVEMENT SCHEDULE

TYPICAL SECTION NO. 3 C1
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EARTH MATERIAL.

VAR. TYPE S9.5C

5�" TYPE B25.0C

VAR. TYPE B25.0C

EXISTING PAVEMENT

W VAR. DEPTH WEDGING
      -L- STA. 16+50.00 TO STA. 17+25.00 
      -L- STA. 19+50.00 TO STA. 20+25.00

GRADE
POINT

6’-3" 1’-3"

1"

6’-3"1’-3"

1"

39’ 

-L- STA. 17+97.38 (BEGIN BRIDGE) TO STA. 18+84.63 (END BRIDGE)

C2

NOTE:  MIRROR FOR END OF CONSTRUCTION
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EXIST. PAVEMENT

MILLING REQUIRED FOR PAVEMENT TIE-IN

.025 .025

12’ 12’

V VAR. DEPTH MILLING

3"

0 TO 3" DEPTH

MILLING

C1

COURSE (3")
PROP. SURFACE 

3" TYPE S9.5C

SURFACE
WEARING 
CONCRETE

SURFACE
WEARING 
CONCRETE

2-BAR METAL RAIL 2-BAR METAL RAIL

36’-6"

SHEET NO.PROJECT REFERENCE NO.

ROADWAY DESIGN
ENGINEER ENGINEER

2A-217BP.1.R.78

PAVEMENT DESIGN
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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

License: C-2197

Fax:919-789-9591

Tel:919-789-9977 

Raleigh, NC 27605

1025 Wade Avenue
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