7/19/72017

12:58:11 PM

User: blanning

Filename: P:\NC Bridges\M16003_VHB_Div. 1 Br. Repl. (4 Bridges)\M16003.04_Hyde 8_B-5602\B-5602\Structures\401_017_B5602_SMU_CWSl.dgn

END OF CORED
SLAB UNIT

NOTES

PLACEMENT OF THE CONCRETE WEARING SURFACE SHALL OCCUR AFTER
CASTING THE CONCRETE PARAPETS.

THE COST OF THE #3 AND
WEARING SURFACE.

#4 BARS CAST WITH THE CONCRETE WEARING
SURFACE SHALL BE INCLUDED IN THE UNIT PRICE BID FOR CONCRETE

FOR CONCRETE WEARING SURFACE, SEE SPECIAL PROVISIONS.

A GROOVED CONTRACTION JOINT, '/2”IN DEPTH, SHALL BE TOOLED IN
THE TOP OF THE CONCRETE WEARING SURFACE AT THE END BENTS AND
BENTS IN ACCORDANCE WITH ARTICLE 825-10(B) OF THE STANDARD

SPECIFICATIONS.

BILL OF MATERIAL FOR
CONCRETE WEARING SURFACE
BAR ] NO. [ STZE [ TYPE | LENGTH [ WEIGHT
%R1| 536 | *3 | STR | 28'-8" 5777
%R2| 198 | *#4 | STR | 20'-0" 2645
%*R3| 882 | *3 | STR | 19'-10" 6577
¥EPOXY COATED

REINFORCING STEEL 14,999 LBS.
CONCRETE _WEARING SURFACE 7385 SQ.FT.

GROOVING BRIDGE FLOORS

APPROACH SLABS

674 SQ.FT.

BRIDGE DECK

6,712 SQ. FT.

TOTAL

7,386 SQ. FT.

SPLICE LENGTH CHART

BAR SIZE

EPOXY COATED
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DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

RALEIGH
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