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BILL OF MATERIAL

SHEET 1 OF 2

CORED SLAB

FOR PRESTRESSED CONCRETE

BRIDGE APPROACH SLAB
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NOTES

WITH FOAM JOINT SEAL
A1

A2

B1

B2

23.5

23.5

FOR ELASTOMERIC CONCRETE, SEE SPECIAL PROVISIONS.

BE 1’’.

THE NOMINAL UNCOMPRESSED SEAL WIDTH OF THE FOAM JOINT SEAL SHALL 

FOR FOAM JOINT SEALS, SEE SPECIAL PROVISIONS.

S-22

THE JOINT SHALL BE SAWED PRIOR TO THE CASTING OF THE BARRIER RAIL.

BE PAVED. SEE ROADWAY PLANS.

DRAIN THE WATER AWAY FROM THE FILL FACE OF THE BRIDGE AND SHALL

AREA BETWEEN THE WINGWALL AND APPROACH SLAB SHALL BE GRADED TO 

 

FOR THE 4" ~ DRAINAGE PIPE OUTLET(S), SEE ROADWAY STANDARD DRAWINGS.

BACKWALL FROM OUTSIDE EDGE TO OUTSIDE EDGE OF APPROACH SLAB.

SELECT MATERIAL BACKFILL IS TO BE CONTINUOUS ALONG FILL FACE OF 

 

ACCORDANCE WITH STANDARD SPECIFICATIONS SECTION 1016.

SELECT MATERIAL BACKFILL (CLASS V OR CLASS VI) SHALL BE IN 

 

SPECIFICATIONS SECTION 1056.

GEOTEXTILE SHALL BE TYPE 1 IN ACCORDANCE WITH THE STANDARD 

AND SELECT MATERIAL BACKFILL, SEE ROADWAY PLANS.

FOR BRIDGE APPROACH FILL INCLUDING GEOTEXTILE,  4" � DRAINAGE PIPE,
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UNLESS ALL SIGNATURES COMPLETED

DOCUMENT NOT CONSIDERED FINAL

16+99.00 -L-

PLANS PREPARED BY:

B-5606

PERQUIMANS

CURB DETAILS
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DIMENSIONS SHOWN ARE TYPICAL FOR BOTH APPROACH SLABS
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SLAB DETAILS’’ SHEET.
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SEE JOINT SEAL DETAILS
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APPROVED WIRE BAR
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(TYPE II - MODIFIED APPROACH FILL)
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