STATE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION

PAT MCCRORY ANTHONY J. TATA
GOVERNOR SECRETARY

November 12, 2013
Addendum No. 1
Contract No.: DA00177
TIP No.: N/A
WBS No.: 1CR.20271.68, ETC.

Resurfacing on Ten (10) Secondary Roads in Currituck County

To Whom It May Concern:
Reference is made to the proposal previously furnished for this project.

The following revisions have been made to the proposal:

Plan Sheet 2, “Contract Pavement Schedule” has been revised to illustrate a single 2” lift of
SF9.5A. Please void the existing Plan Sheet 2 in the proposal and staple revised Plan Sheet 2
thereto and acknowledge addendum on the Bid Form.

Plan Sheet 3, “Typical Section” has been revised to illustrate a single 2” lift of SF9.5A.
Please void the existing Plan Sheet 3 in the proposal and staple revised Plan Sheet 3 thereto
and acknowledge addendum on the Bid Form.

Sincerely,
W. B. Hobbs, PE
Division Project Manager
WBH/ces
Attachment

cc: S. D. Baker, PE
R. W. Midgett, PE

113 Airport Drive, Suite 100 Edenton, NC 27932 Phone (252) 482-1850, Fax (252) 482-8722
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CONTRACT PAVEMENT SCHEDULE

C1 PROP. APPROX. 2" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,
AT AN AVERAGE RATE OF 220 LBS. PER SQ. YD.

C2 PROP. APPROX. 115" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,
AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD.

U EXISTING PAVEMENT

Projects\1) Pending DA##### Projects\DABBL77 Currituck Co.Resurfacing (2014)\1) Pre-Bid Documents\@B1_LS_aln_ranchlandpave.dgn




PAVEMENT

SCHEDULE

NOTES:

C1

PROP. APPROX. 2" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,

AT AN AVERAGE RATE OF 220 LBS.

PER SQ. YD.

*ALL PAVED S.R. ROADS TO BE RESURFACED TO THE ENDS OF THE RADI.,
OR AS DIRECTED BY THE ENGINEER

EXISTING PAVEMENT

*EDGES, PAVEMENT WIDENING, INTERSECTIONS, AND BRIDGE FLARES ARE
INCLUDED IN THE TABLE OF QUANTITIES

Projects\1) Pending DA##### Projects\DABBL77 Currituck Co.Resurfacing (2014)\1) Pre-Bid Documents\@B1_LS_aln_ranchlandpave.dgn

*PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE

*SHOULDERS TO BE RECONSTRUCTED BY OTHERS

L

VARIES

18'-20

TYPICAL SECTION NO.1

USE WITH MAP 1,2,3,8,9
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