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(RAILROAD SPIKE SET IN 157 0AK TREER) 38.96" RT OF STA. 14+12.95

FL. 58.05, N 956621 £ 2434884
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CLASS II RIP RAP
W/GEOTEXTILE

<

EXISTING SUBSTRUCTURE
(TYP.)

NOTES:
ASSUMED LIVE LOAD =

THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE WITH THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS.

HL-93 OR ALTERNATE LOADING.

THIS BRIDGE IS LOCATED IN SEISMIC ZONE 1.
OTHER DESIGN DATA AND GENERAL NOTES, SEE SHEET SN.
SUBMITTAL OF WORKING DRAWINGS, SEE SPECIAL PROVISIONS.

FOR
FOR

FOR FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS.

FOR CRANE SAFETY, SEE SPECIAL PROVISIONS.

FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.

INASMUCH AS THE PAINT SYSTEM ON THE EXISTING STRUCTURAL STEEL CONTAINS LEAD, THE CONTRACTOR’S

ATTENTION IS DIRECTED TO ARTICLE 107-1 OF THE STANDARD SPECIFICATIONS. ANY COSTS RESULTING FROM
COMPLIANCE WITH APPLICABLE STATE OR FEDERAL REGULATIONS PERTAINING TO HANDLING OF MATERIALS CONTAINING
LEAD BASED PAINT SHALL BE INCLUDED IN THE BID PRICE FOR "REMOVAL OF EXISTING STRUCTURE AT

STATION 13+32.50 -L-."

THE MATERIAL SHOWN IN THE CROSS-HATCHED AREA ON SHEET S-1 SHALL BE EXCAVATED FOR A DISTANCE OF
30 FT.EACH SIDE OF CENTERLINE ROADWAY AS DIRECTED BY THE ENGINEER. THIS WORK WILL BE PAID FOR
AT THE CONTRACT LUMP SUM PRICE FOR UNCLASSIFIED STRUCTURE EXCAVATION. SEE SECTION 412 OF THE

TESTING THE PILES WITH THE PDA DURING DRIVING, RESTRIKING OR REDRIVING IS REQUIRED AT BENT I.

<R HZG}I E STANDARD SPECTFICATIONS.
™ THE EXTSTING STRUCTURE CONSISTING OF 1 SPAN @ 17'-1% 1 SPAN @ 16'-10" AND 1 SPAN @ 17-6"WITH A
LONG CHORD TIMBER FLOOR ON A TIMBER JOIST SUPERSTRUCTURE AND A CLEAR ROADWAY WIDTH OF 25.2' ON A SUBSTRUCTURE
I CONSISTING OF TIMBER CAPS ON TIMBER PTLES W/ STEEL CRUTCH BENTS AND LOCATED AT THE PROPOSED STRUCTURE
t LOCATION SHALL BE REMOVED. THE EXTISTING BRIDGE IS PRESENTLY POSTED FOR LOAD LIMIT.
90°-00'-00" TO THE SUBSTRUCTURE OF THE EXTSTING BRIDGE INDICATED ON THE PLANS IS FROM THE BEST INFORMATION AVATLABLE.
CONG CHORD (TYP.) 5 SINCE THIS INFORMATION IS SHOWN FOR THE CONVENTENCE OF THE CONTRACTOR, THE CONTRACTOR SHALL HAVE NO CLATM
° WHATSOEVER AGAINST THE DEPARTMENT OF TRANSPORTATION FOR ANY DELAYS OR ADDITIONAL COST INCURRED BASED ON
< DIFFERENCE BETWEEN THE EXISTING BRIDGE SUBSTRUCTURE SHOWN ON THE PLANS AND THE ACTUAL CONDITIONS AT THE
51 PROJECT SITE.
Q- (\/M
© N =TT O~ REMOVAL OF THE EXISTING BRIDGE SHALL BE PERFORMED SO AS NOT TO ALLOW DEBRIS TO FALL INTO THE WATER. THE
w O v — T CONTRACTOR SHALL REMOVE THE BRIDGE AND SUBMIT PLANS FOR DEMOLITION IN ACCORDANCE WITH ARTICLE 402-2 OF
3 cLaSs 11 RIP AP T — THE STANDARD SPECIFICATIONS.
[ W/GEOTEXTILE WoOoDS < —~ THIS STRUCTURE HAS BEEN DESIGNED IN ACCORDANCE WITH *HEC 18-EVALUATING SCOUR AT BRIDGES”.
S
S gi < FOR INTERIOR BENT 1, ONLY PARTIAL GALVANIZING OF THE PILES IS REQUIRED. SEE INTERTOR BENT SHEET FOR REQUIRED
S | NOTE: GALVANIZED LENGTHS. PAYMENT FOR PARTILLY GALVANIZED PTLES WILL BE MADE UNDER THE CONTRACT UNIT PRICE FOR
Nt FOR UTILITY INFORMATION, CALVANLIZED STEEL PILES.
% !
$@%\\\\ - ézf - D aoteral BroyreTane FOR EROSTION CONTROL MEASURES, SEE EROSION CONTROL PLANS.
| ASPHALT WEARING SURFACE TS INCLUDED IN ROADWAY QUANTITY ON ROADWAY PLANS.
FOR ASBESTOS ASSESSMENT FOR BRIDGE DEMOLITION AND RENOVATION ACTIVITIES, SEE SPECTAL PROVISIONS.
LOCATION SKETCH AT THE CONTRACTOR’'S OPTION, PRESTRESSED CONCRETE END BENT AND BENT CAPS MAY BE SUBSTITUTED IN PLACE OF THE
CAST-IN-PLACE CAPS. THE CONTRACTOR SHALL COORDINATE WITH THE RESIDENT ENGINEER TO RECETIVE REVISED PLANS AND
DETAILS FROM THE STRUCTURES MANAGEMENT UNTT. THE REDESTGN AND ANY ADDITIONAL MATERTIALS NEEDED WILL BE AT
NO ADDITIONAL COST TO THE CONTRACTOR.
PILE DRIVING[ PILE DRIVING 0y 1
REMOVAL VERTICAL|RIP RAP 3-0"X 1'-6
OF | asesTos | pPpa  [INCLASSIEIED ¢ ass o | BRIDCE IgeTnrorcIng| EOYIEMENT EQUIEMENT SETURI o 15 o 53| PP 18 X 00| Dbt e |concReTE|cLAss T1|CEOTEXTILEEL ASTOMERTC|PRESTRESSED
x_0.50 GALVANIZED |REDRIVES 2> FOR
EXISTING [ASSESSMENTITESTING| Sionaraes, [CONCRETE[d e STEEL | 15 13 « 55 | D GALVANTSED " |STEEL PILES| &ree) b1iEe BARRIER | (2'-0" | pmaThnge | BEARINGS | CONCRETE
STRUCTURE RATL | THICK) CORED SLABS
STEEL PTLES| STEEL PILES
LUMP_SUM[LUMP SUM | EA. | LumP sum | cU.YDS. |LUMP SUM|[  LBS. EA. EA. NO. [LIN. FT[NO.J LIN. FT. EA. | LINFT.| Tons | sa.vp. | LUMP suM [NO.JLIN.FT,
SUPERSTRUCTURE 170.50 LUMP SUM | 20| 850.00
END BENT 1 13.0 1965 5 5 | 255 3 75 80
BENT 1 9.3 1941 7 7| 497 4
END BENT 2 13.0 1965 5 5 | 255 3 70 75
TOTAL LUMP SUM[LumMP sum [ 2 LUMP SUM | 35.3 |LUMP SsUM| 5871 10 7 0| si0 [7 [ 497 10 170.50 | 145 155 LUMP SUM | 20 | 850.00
FOUNDATION NOTES: PROJECT No. 17BP.1.R.81
FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS. THE SCOUR CRITICAL ELEVATION FOR BENT NO.1 IS ELEVATION 30.0. SCOUR CRITICAL ELEVATIONS ARE
USED TO MONITOR POSSIBLE SCOUR PROBLEMS DURING THE LIFE OF THE STRUCTURE.
PILES AT END BENT NO.1 ARE DESIGNED FOR A FACTORED RESISTANCE OF 70 TONS PER PILE. NORTHAMP TON  couNnTy
TESTING PILES WITH THE PDA DURING DRIVING, RESTRIKING OR REDRIVING MAY BE REQUIRED AT THE
DRIVE PILES AT END BENT NO.1 TO A REQUIRED DRIVING RESTSTANCE OF 120 TONS PER PILE. END BENTS. THE ENGINEER WILL DETERMINE THE NEED FOR PDA TESTING.FOR PDA TESTING, SEE SECTION STATION: 13+32.50 -L-
450 OF THE STANDARD SPECTFICATIONS. :
PILES AT END BENT NO.2 ARE DESIGNED FOR A FACTORED RESISTANCE OF 75 TONS PER PILE.
SHEET 2 OF 2

DRIVE PILES AT END BENT NO.2 TO A REQUIRED DRIVING RESISTANCE OF 125 TONS PER PILE. FOR PDA TESTING, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS. ENGINEER OF RECORD
= TONS PER PILE 5/14/2018 1:38:55 PM PDT STATE OF NORTH CAROLINA
PILES AT BENT NO.1 ARE DESIGNED FOR A FACTORED RESISTANCE OF 100 TO : g DEPARTMENT OF TRANSPORTATION
DRIVE PILES AT BENT NO.1 TO A REQUIRED DRIVING RESISTANCE OF 170 TONS PER PILE. THIS §i§§§%5déka?, RALETEH
REQUIRED DRIVING RESISTANCE INCLUDES ADDITIONAL RESISTANCE FOR SCOUR. §8 e
F S EAL GENERAL DRAWING
INSTALL PILES AT BENT NO.1 TO A TIP ELEVATION NO HIGHER THAN 15.0. 19y 22012 iz
AN S §
s e 5 ¢ BRIDGE ON SR 1126
RO OVER OCCONEECHEE CREEK
ey BETWEEN SR 1128 & SR 1127
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