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END VIEW- INLET & OUTLET HEADWALL

423 LF OF 81"X59", 8 GAGE, 3"x1" ALUMINUM PIPE

USE #57 STONE - 1' BELOW PIPE, 3
EITHER SIDE OF PIPE AND 1' ABOVE
PIPE EXTENDING 12' BACK FROM

HEADWALL

HL-93 LOADING MIN COVER= 21"

ROADWAY

FLOW

USE #57 STONE FOUNDATION

IN THIS AREA, ALLOW STD DWG 300.01

WITH 2" WIDE BANDS & 2' WIDE,K FLAT GASKETS

USE #57 STONE - 1' BELOW PIPE, 3
EITHER SIDE OF PIPE AND 1" ABOVE
PIPE EXTENDING 12' BACK FROM
HEADWALL.
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USE #57 STONE FOUNDATION
2" WIDE AND 1' DEEP UNDER
HEADWALL AND WINGWALLS.
BACKFILL 12' BEHIND
WINGWALLS WITH #57 STONE
TO WITHIN 6" OF TOP, THEN
COVER WITH SOIL.

42’

42’

MASONRY DRAINAGE

STRUCTURES

IN THIS AREA, ALLOW STD DWG 300.01
TO GOVERN INSTALLATION

2" WIDE AND 1' DEEP UNDER
HEADWALL AND WINGWALLS.
BACKFILL 12' BEHIND
WINGWALLS WITH #57 STONE
TO WITHIN 6" OF TOP, THEN
COVER WITH SOIL.

TO GOVERN INSTALLATION

USE #57 STONE - 2' BELOW PIPE, 3' EITHER SIDE OF

PIPE AND 1' ABOVE PIPE. ENCAPSULATE #57 STONE
WITH FOUDATION CONDITIONING GEOTEXTILE.
BACKFILL WITH ABC FROM TOP OF #57 STONE TO
SUBGRADE ELEVATION.
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