
GENERAL NOTES:

1. Verify locations of pertinent site improvements installed under other sections.  If any

part of this plan cannot be followed due to site conditions, contact Landscape Architect

for instructions prior to commencing work.

2. Exact locations of field staked plant materials to be approved by the Landscape

Architec or Engineer in the field prior to installation.

3. Verify plant counts and square footages: Quantities are provided as Owner information

only. If quantities on plant list differ from graphic indications, then graphics shall

prevail.

4. Contact the local underground utility services for utility location and identification.

5. Perform excavation in the vicinity of underground utilities with care and if necessary,

by hand.  The Contractor bears full responsibility for this work and disruption or

damage to utilities shall be repaired immediately at no expense to the Owner.

6. Align and equally space in all directions shrubs so designated per these notes and

drawings.

7. Square footages for clearing and cleanup areas are approximate.

Contractor to verify tree quantities, sizes, and undergrowth square footages in field.

8. In Median area where grass is already established, turf should be evaluated for areas

in need of supplemental seeding.
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Landscape Development

Planting Plan

Panicum Virgatum ’Shenandoah’ - 21,860 SF (1,754 1 Gal. plants spaced 42" O.C.)

Old Pasture Seed Mix - 94,250 SF

Mulched Planting Areas: 50,500 SF 

Standard DOT Seed Mix for Roadside Mow Strips (Bluegrass & Hard Fescue) - 94,700 SF

Linx Seed Mix - 98,775 SF

NORTH 0

ORIGINAL SCALE:

30 60

1"=60’

120

PLANT MATERIALS

Qty Unit Key Botanical Name Common Name Furnish ASNS Spacing

Trees

32 ea CV
’Winter King’

Crataegus viridis 

Hawthorne

   Winter King 

matched specimens

trunk, well-branched, 

3" Cal./B&B, Single straight 

1.2.3 40’ O.C.

124 ea JV
’Taylor’

Juniperus virginiana 

Cedar

   Eastern Red 

matched specimens

trunk, well-branched, 

7-8’/ B&B, Single straight 

3.2.6 To be field staked

59 ea LI
’Natchez’

Lagerstroemia x 

Myrtle

   Natchez Crape 

well-branched

1" caliper each, 

8-10’, 3-5 stems, minimum 

1.3.2.2.2 To be field staked

16 ea LT
tulipifera

Liriodendron 
   Tulip Poplar

matched specimens

trunk, well-branched, 

3" Cal. /B&B, Single straight 

1.2.3 To be field staked

44 ea QS Quercus shumardi Shumard Oak

matched specimens

trunk, well-branched, 

3" Cal. /B&B, Single straight 

1.2.1 40’ O.C.

21 ea WP Pinus strobus    White Pine
trunk, well-branched

7-8’ /B&B, Single straight 
3.2.4 To be field staked

Shrubs

132 ea CA
’Hummingbird’

Clethra alnifolia 

Clethra

   Summersweet 
18-24", #3 Container 2.2.3 5’ O.C.

172 ea EA
Amethyst’

Azalea ’Autumnn 
   Encore Azalea 18-24", #3 Container 4.2.2 4’ O.C.

Grasses

1754 ea PV
’Shenandoah’

Panicum virgatum 
   Switch grass #1 Container, fully rooted 12.4000 42" O.C.

http://www.ncdot.org/doh/operations/dp chief eng/roadside/
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NOTES:

POSITION.

TO UPRIGHT 

OF STAKING OR GUYING.  DIG TREE AND REPLANT 

HAS BEEN PLANTED AT AN ANGLE WITH THE USE 

DO NOT ATTEMPT TO STRAIGHTEN A TREE THAT 

BY INTERNATIONAL SOCIETY OF ARBORICULTURE.

ARBORICULTURAL PRACTICES AS SPECIFIED 

ALL PRUNING TO FOLLOW STANDARD 

IS COMPLETE.

FROM TOP OF ROOT BALL BEFORE BACKFILLING 

REMOVE WIRE BASKET AND FOLD BURLAP BACK

BY FIELD ENGINEER PRIOR TO APPLICATION.

BOTH RATE AND FORMULATION MUST BE APPROVED 

AT RATE RECOMMENDED BY MANUFACTURER.

OF A SLOW RELEASE PELLET OR TABLET.  APPLY 

APPLY FERTILIZER AT PLANTING TIME IN THE FORM

FUMIGATION AND HERBICIDAL TREATMENT.

SEE STANDARD SPECIFICATIONS FOR PLANT BED 

BALL SIZE OR CONTAINER DIAMETER.

PLANT HOLE WIDTH (X) TO BE TWICE THE ROOT 

SCHEDULE FOR PLANT HOLE SIZE:

SHRUB BED PLANTING DETAIL

SIZE OR CONTAINER DIAMETER.

BE TWICE THE ROOT BALL 

PLANT HOLE WIDTH (X) TO 

PLANT DETAIL
GROUND COVER/ BEDDING 

BEFORE OR AFTER MULCHING OPERATION

NOTE: PLANTS MAY BE INSTALLED 

MULCH DETAIL

XTREE OR SHRUB PLANTING DETAIL
(SLOPING GROUND)

TREE OR SHRUB PLANTING DETAIL
(LEVEL GROUND)

USE AS DIRECTED BY FIELD ENGINEER

STAKING DETAIL
(TREES 6’-10’)

USE AS DIRECTED BY FIELD ENGINEER

GUYING DETAIL
(TREES 10’ OR LARGER)

PLAN VIEW
PLAN VIEW

GUY TIE DETAIL

FIELD

ENGINEER IN

DETERMINED BY

RANGE TO BE

WITHIN INDICATED 

*EXACT LENGTH

MINIMUM DEPTH OF 6".
SCARIFY BED TO A 

COMPACT BACKFILL

FINISH GRADE

WATER RETENTION RING

MULCH - SEE DETAIL

ROOT BALL IS ABOVE FINISH GRADE.

INSTALL SHRUB SO THAT 1/8 OF 

FINISH GRADE

4" MULCH

OF TRUNK OR STEM.

DO NOT PLACE MULCH WITHIN 2"

DO NOT REMOVE LEADER PRUNE DAMAGED BRANCHES

BALL IS ABOVE GRADE

SO THAT 1/8 OF ROOT 

INSTALL TREE OR SHRUB 

FINISH GRADE

WATER RETENTION RING

MULCH
MULCH

1 3/4" x 1 3/4" WOODEN STAKE

APPROVED BY ENGINEER.

FLEXIBLE TIE MATERIAL

AND 14 GAUGE WIRE OR 

RUBBER HOSE SECTION

STEEL WIRE

14 GUAGE

SECTION

RUBBER HOSE 

WIRES AND TREE BARK

MANUFACTURED TIES BETWEEN 

SECTION OF RUBBER HOSE OR

COMPACT BACKFILL

UNTIL WIRES ARE TAUT.

TWISTED AROUND EACH OTHER

14 GAUGE STEEL WIRE STRANDS

ABOVE GRADE

18-24" LG.  STAKE TO BE 4-6" 

1 3/4" x 1 3/4" WOODEN STAKE,

4" Mulch Depth

GREATER.
CONTAINER SIZE, WHICHEVER IS 
MIN. DEPTH OF 6" OR 2" DEEPER THAN 
BEFORE PLANTING, SCARIFY SOIL TO A

Min. 2"

X

X

X
ROOT BALL SIZE OR CONTAINER DIAMETER.

PLANT HOLE WIDTH (X) TO BE TWICE THE 

4
’-

6
"
+
/-

18
-
2
4
" 2’ MIN

 

DIRECTED BY ENGINEER.

(SEE PLAN), UNLESS OTHERWISE

TO ITS RECOMMENDED SPACING

GUARDRAIL AT A DISTANCE EQUAL

LOCATE PLANT MATERIAL BEHIND
GUARDRAIIL

OF TRAVELWAY.
OR TO PAVEMENT EDGE
EDGE OF THE GUARDRAIL
EXTEND MULCH TO FRONT

USE AS DIRECTED BY FIELD ENGINEER

SPACING

PLANT

SPACING

PLANT

width of plant bed varies

existing ground level

topsoil 

and slope to drain

compact soil back fill

(mow/mulch ring)

BED EDGE

6" deep PLANT

(MAY VARY)

3:1 back-slope

BED

EDGE OF PLANT

6"

MIN.

PLANT BED EDGE DETAIL

MULCH

     4’

plant bed OR NATURAL AREAS

4

 

’X’

CURB OR EDGE OF PAVEMENT.

INDIVIDUAL PLANT SPACING ’X’.

REFER TO PLANT LIST FOR 

SPACING EXCEPT WHERE NOTED

MASSES TO USE TRIANGULAR

ALL SHRUBS AND GROUNDCOVER

PLANT TYPES.

BETWEEN DIFFERENT

PROVIDE MIN. 18" SPACING

NOTE:
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’X’

’X’

18"

18" MIN.

PLANT SPACING DETAIL
GUARDRAIL MULCHING DETAIL
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