8/17/99

- 2016 Watouga Resurfacing\Watouga_Resurfocing-Meps2816_Shtl.dgn

ments\Project Manager\Contracts\Division\DK@@153

4111

aws\Docu

BiETae e

T-MAY-20I5 1:26

Q
C:\Users\wﬂ
A

PROJECT REFERENCE NO. SHEET NO.

lICR.I0951.23 /

STATE OF NORTH CAROLINA
DIVISION OF HIGHWATYS

WATAUGA COUNTY

*DETAIL FOR AGGREGATE SHOULDER BORROW
AT STREAM CROSSING

STREAM
| 100 FT. 100 FT. |
I 1
| R 2N BRI R, |
I R DR R 3
| 100 FT. 100 FT. |
I 1
NOT TO SCALE STREAM

HATCHED AREA SHOWS PLACEMENT
OF AGGREGATE SHOULDER BORROW

AGGREGATE SHOULDER BORROW TO BE
MAP #2 US 321  PLACED AT LIVE STREAMS: SEE DETAIL

* APPROX. STATION 2+00 RT & LT
FROM US 421 * APPROX. STATION 8+I5 RT & LT
TO SR 1233 * APPROX. STATION 23+20 RT & LT

* APPROX. STATION 33+20 RT & LT

* APPROX. STATION 48+05 RT & LT

QL)

AGGREGATE SHOULDER BORROW TO BE
PLACED AT LIVE STREAMS: SEE DETAIL
* APPROX. STATION 10+30 RT & LT
* APPROX. STATION 25+90 RT & LT
* APPROX. STATION 43+00 RT & LT
* APPROX. STATION 5I1+00 RT & LT

* APPROX. STATION 66+10 RT & LT
MAP #3 NC 105 * APPROX. STATION 75+10 RT & LT
FROM AVERY CO LINE * APPROX. STATION 88+50 RT & LT

TO SR 1594
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PROJECT REFERENCE NO. SHEET NO.
/ICR./0951.23 2
AGGREGATE SHOULDER BORROW TO BE
STATE OF NORTH CAROLINA PLAGED AT LIVE STREAMS: SEE DETAIL
* . +
DIVISION OF HIGHWAYS * APPROX. STATION 36+ 75 RT
* APPROX. STATION 40+80 RT MAP #1 US 221S
* APPROX. STATION ~ 67+40 RT FROM SR 1416
*DETAIL FOR AGGREGATE SHOULDER BORROW « APPROX. STATION 107 430 — 108+20 RT TO SR 1417

AT STREA CROSSING WATAUGA COUNTY s i

STRE
| 100 FT.
I
R R
R R
| 100 FT.
I
NOT TO SCALE STREAM

HATCHED AREA SHOWS PLACEMENT
OF AGGREGATE SHOULDER BORROW

PAVED DITCH SECTIONS
*4APPROX. STATION 0+00 — 3+50
*APPROX. STATION 9+70 — 11+50
*APPROX. STATION 13+00 — 16 +50
MAP #4 NC 184 *APPROX. STATION 17+50 — 18+75
FROM AVERY CO *APPROX. STATION 25+00 — 26 +50

TO EOM AGGREGATE SHOULDER BORROW TO BE VAPPROX. STATION 39+50 - 41+50
PLACED AT LIVE STREAMS: SEE DETAIL *APPROX. STATION 46+00 — 47+00
* APPROX. STATION  45+00 - 46+00 RT & LT
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PROJECT REFERENCE NO.

SHEET NO.

IICR20951.23 3
STATE OF NORTH CAROLINA
e AGGRECATE SHOULDER, BORROW oi2u 8"
FROM US 321 DIVISION OF HIGHWATYS Y APPROK STATION 55450 T0 53430 R & LT
TO SR 1201 * APPROX. STATION 55+25 TO 61+50 RT
<l * APPROX. STATION 61+00 TO EOP LT MAP #5 SR 1136

FROM SR 1138

WATAUGA COUNTY TO SR 1137

ol

S

1200

Pisgah
National

AGGREGATE SHOULDER BORROW TO BE
PLACED AT LIVE STREAMS: SEE DETAIL
* APPROX. STATION 49+50 TO 50+00 RT & LT
* APPROX. STATION 52+65 TO 53+15 RT & LT

ol

*DETAIL FOR AGGREGATE SHOULDER BORROW

AT STREAM CROSSING
(/J' N ‘
= % .
STREAM - !/ %\ﬁ
‘ \ ‘
e -t e L LY = gerd NS
| 100 FT. 100 FT. |
R R KRR 2 R |
R R
. 100 FT.
NOT TO SCALE STREAM

HATCHED AREA SHOWS PLACEMENT
OF AGGREGATE SHOULDER BORROW
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PROJECT REFERENCE NO. SHEET NO.

IICR.20951.23 4

STATE OF NORTH CAROLINA
MAP #8 SR 1602 5PGer5 4T LIvE STREAMS: SEE DETAIL
FROM SR 1603 * APPROX. STATION 15+00 TO 16+00 RT & LT DI[VI[SI[@N OF H]GHWAYS

WATAUGA COUNTY

SECONDARY ASPHALT RESURFACING

MAP #9 SR 1603
FROM SR 1602
TO EOM

I~
e

RN

s P

e
I
\/Vr -’\4 C

KA

*DETAIL FOR AGGREGATE SHOULDER

BORROW
AT STREAM CROSSING
STREAM
100 FT. 100 FT. |
X X KRR RN
R R
. 100 FT.
I
AGGREGATE SHOULDER BORROW TO BE
FROMSR 1555~ Ashkos SHition 1esers St b e 11
* . +2. 2+2
??)Oé\ilzsllslslzsss * APPROX. STATION 97+50 TO 98+50 RT & LT NOT TO SCALE STREAM

HATCHED AREA SHOWS PLACEMENT
OF AGGREGATE SHOULDER BORROW
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PROJECT REFERENCE NO. SHEET NO.

lICRJ0951.23.1ICR20951.23 5

@ * MILL AND REPLACE AT LOCATIONS AS DIRECTED BY THE ENGINEER

28'-40'

14'-20° 14’20’

VAR. i i VAR. VAR.

TYPICAL SECTION NO. 1

* MA
* MA

P1- US 221 FROM SR 1416 TO SR 1417 (SOUTH BOUND LANES ONLY)
P 3 - NC 105 FROM AVERY CO LINE TO SR 1594

@ * MILL AND REPLACE AT LOCATIONS
| AS DIRECTED BY THE ENGINEER

25’

12.5’ 12.5’

VAR. j

VN“OUS A

TYPICAL SECTION NO. 2

* MAP 2 — US 321 FROM US 421 TO SR 1233

MILL MIN. 50' OR
AS DIRECTED BY ENGINEER

PRSKSKERIR K 558858858888 EES KKK XY
0000000000000 %070707676767676767676 76767676 ¢ 5962020200000 %0 00 000090000000 0000959000, 0. 9.9,9.9,9.%,
0200000 T2 % 0 e T T 20 e % o e 0002 % % % %6 %0 20207676 % % % %6 200 %6 % % % % % e e e % %!

| ASPHALT ROADWAY EXISTING ASPHALT |

BEGIN & END MAP TIE IN DETAIL
TIE ASPHALT OVERLAY TO EXISTING ASPHALT

PAVEMENT AT BEGIN & END OF MAPS OR AS
DIRECTED BY THE ENGINEER

MILL MIN. 50’ OR
AS DIRECTED BY ENGINEER

| ASPHALT ROADWAY BRIDGE

BRIDGE TIE IN DETAIL

TIE ASPHALT OVERLAY TO BRIDGE APPROACH
SLABS OR AS DIRECTED BY THE ENGINEER

PAVEMENT SCHEDULE

PROP. APPROX. 112" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

C1 AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

c2 PROP. APPROX. 112" ASPHALT CONCRETE SURFACE COURSE, TYPE S$9.5C,
AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

c3 PROP. APPROX. 112" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,
AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD.

T SHOULDER RECONSTRUCTION

U EXISTING PAVEMENT

Vi MILLING EXISTING ASHPALT PAVEMENT AT DEPTH OF 115"

V2 INCIDENTAL MILLING

WATAUGA COUNTY
PRIMARY AND SECONDARY RESURFACING

DIVISION I

REVISIONS INIT. | DATE

,,,,, ____Jsewe N/A [owe 0472015

prepared B: - JACOB  COMBS

N.C. DEPARTMENT of TRANSPORTATION REVENED BT

DIVISION of HIGHWAYS Py

DIVISION ELEVEN
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@ * MILL AND REPLACE AT LOCATIONS
| AS DIRECTED BY THE ENGINEER

26’
13’ 13’

VAR. —[ VAR. I VAR. VAR.

v,
ARIOYS 7 x ARioys

TYPICAL SECTION NO. 3

* MAP 4 — NC 184 FROM AVERY CO LINE TO EOM

@ * PATCHING AT LOCATIONS AS DIRECTED BY ENGINEER

17'-20’
8.5'-10' 8.5'-10'

TYPICAL SECTION NO. 4

* MAP 5 — SR 1136 FROM SR 1138 TO SR 1137
* MAP 6 — SR 1202 FROM US 321 TO SR 1201
* MAP 7 — SR 1557 FROM SR 1558 TO SR 1552
* MAP 8 — SR 1602 FROM SR 1603 TO SR 1636
* MAP 9 — SR 1603 FROM SR 1602 TO EOM

PROJECT REFERENCE NO. SHEET NO.

lICRJ0951.23.1ICR20951.23 6

PAVED DITCH DETAIL

3/
PAVED
DITCH

-
-
e
e

__“EXISTING GROUND
- (UNDISTURBED)

USE 4" SF 9.5A IN PAVED DITCH

PAVEMENT SCHEDULE

C1 PROP. APPROX. 112" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,
AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

c2 PROP. APPROX. 115" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,
AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

C3 PROP. APPROX. 115" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,
AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD.

T SHOULDER RECONSTRUCTION

U EXISTING PAVEMENT

V1 MILLING EXISTING ASHPALT PAVEMENT AT DEPTH OF 112"

V2 INCIDENTAL MILLING

WATAUGA COUNTY
PRIMARY AND SECONDARY RESURFACING

DIVISION I

REVISIONS INIT. | DATE

,,,,, ____Isue N/A Jowe 047200

prepared B: - JACOB  COMBS

N.C. DEPARTMENT of TRANSPORTATION REVENED BT

DIVISION of HIGHWAYS Py

DIVISION ELEVEN




PROJECT NO. SHEET NO. | TOTAL NO.
11CR.10951.23, 11CR.20951.23
PROJECT COUNTY | MAP | ROUTE DESCRIPTION TYP | LANES | LANE FINAL | WARMMX LENGTH | WDTH BORROW INCIDENTAL SHOULDER 1%" INCIDENTAL | SURFACE | SURFACE | SURFACE | ASPHALT PATCHING ADJ. OF PORTABLE SEED &
TYPE | SURFACE | ASPHALT EXCAVATION | STONE BASE | RECONSTRUCTION | MLLING MLLING COURSE, | COURSE, | COURSE, | BINDER FOR EXISTING MANHOLES LIGHTING MILCHING
TESTING | REQUIRED S9.5B §9.5C SF9.5A | PLANT MX PAVEMENT
REQUIRED
NO NO NO M FT (94 TONS SM SY SY TONS TONS TONS TONS TONS EA LS AC
11CR.10951.23 [ Watauga| 1 | US221 FROM SR 1416 TO SR 1417 1 2 MD NO NO 241 38 400 50 4.82 8,000 250 5,828 344 100 2.30
11CR.10951.23 | Watauga| 2 | US321 FROM US421 TO SR 1233 2 2 2wWuU NO NO 1.16 25 200 100 2.35 2,700 100 2,051 123 100 0.97
11CR.10951.23 | Watauga| 3 | NC105 FROM AVERY CO. LINE TO SR 1594 1 2 M2 NO NO 1.75 42 350 100 3.50 7,500 400 3,633 214 100 1 1.66
11CR.10951.23 | Watauga| 4 | NC184 FROM AVERY CO. LINE TO DEAD END 3 2 2wWuU NO NO 1.01 26 200 50 2.00 1,600 100 1,477 99 100 1 0.72
TOTAL FOR PROJ NO. 11CR.10951.23 6.33 1,150 300 12.67 19,800 850 2,051 9,461 1,477 780 400 1 1 5.65
11CR.20951.23 | Watauga| 5 [SR1136 FROM SR 1138 TO SR 1137 4 2 2wWuU NO NO 1.24 18 240 50 2.42 50 1,138 76 100 1.17
11CR.20951.23 | Watauga| 6 [SR1202 FROM US 321 TO SR 1201 4 2 2wWuU NO NO 1.48 18 300 75 2.96 100 1,298 87 150 1.37
11CR.20951.23 | Watauga| 7 [SR1557 FROM SR 1558 TO SR 1552 4 2 2wWuU NO NO 2.38 18 418 100 4.18 200 2,088 140 150 2.03
11CR.20951.23 | Watauga| 8 [SR1602 FROM SR 1603 TO SR 1636 4 2 2wWuU NO NO 0.87 20 172 50 1.72 100 763 51 100 0.83
11CR.20951.23 | Watauga| 9 [SR1603 FROM SR 1602 TO EOM 4 2 2wWuU NO NO 0.7 17 148 75 1.48 100 614 41 75 0.72
TOTAL FOR PROJ NO. 11CR.20951.23 6.67 1,278 350 12.76 550 5,901 395 575 6.12
GRANDTOTAL 13 2,428 650 25.43 19,800 1,400 2,051 9,461 7,378 1,175 975 1 1 11.77




THERMOPLASTIC AND PAINT QUANTITIES

PROJECT NO.

SHEET NO.

TOTAL NO.

11CR.10951.23, 11CR.20951.23

4413000000-E

4457000000-N

4810000000-E

4835000000-E

4840000000-N

4845000000-N

4905000000-N

PROJECT COUNTY | MAP | ROUTE DESCRIPTION TYP | LANES | LANE | LENGTH | WDTH WDRK ZONE TEMPORARY 4" WHITE 4" YELLOW 24" WHITE PAINT MG PAINT MG PAINT STR SNOW
TYPE ADVANCE/GENERAL TRAFFIC PAINT PAINT PAINT ONLY SCHOOL ARROW PLOWABLE
WARNING SIGNING CONTROL MARKERS
NO NO NO SF LS LF LF LF EA EA EA EA
11CR.10951.23 [ Watauga| 1 | US221 FROM SR 1416 TO SR 1417 1 2 MD 241 38 156 1 52,900 8 187
11CR.10951.23 | Watauga| 2 | US321 FROM US421 TO SR 1233 2 2 2WU | 1.16 25 132 25,500 24,820 28 78
11CR.10951.23 | Watauga| 3 | NC105 FROM AVERY CO. LINE TO SR 1594 1 2 M2 1.75 42 132 39,700 36,144 20 8 8 218
11CR.10951.23 | Watauga| 4 | NC184 FROM AVERY CO. LINE TO DEAD END 3 2 2WU| 1.01 26 86 21,248 21,248 65
TOTAL FOR PROJ NO. 11CR.10951.23 6.33 506 1 139,348 82,212 48 8 16 548
221,560 8
11CR.20951.23 | Watauga| 5 |[SR1136 FROM SR 1138 TO SR 1137 4 2 2WU | 1.24 18 64 25,480 25,480
11CR.20951.23 | Watauga| 6 [SR1202 FROM US 321 TO SR 1201 4 2 2WU | 1.48 18 56 14,920 14,920
11CR.20951.23 | Watauga| 7 [SR1557 FROM SR 1558 TO SR 1552 4 2 2WU | 2.38 18 96 44,176 44,176 12 138
11CR.20951.23 | Watauga| 8 [SR1602 FROM SR 1603 TO SR 1636 4 2 2WU | 0.87 20 64 18,124 18,124 56
11CR.20951.23 | Watauga| 9 [SR1603 FROM SR 1602 TO EOM 4 2 2wWuU 0.7 17 96 15,700 15,700
TOTAL FOR PROJ NO. 11CR.20951.23 6.67 376 118,400 118,400 12 194
236,800 12
GRANDTOTAL 13 882 1 257,748 200,612 48 8 12 16 742
458,360 20




ASPHALT OVERLAY

PROJECT REFERENCE NO. SHEET NO.

5

NOTES:

1) DETAIL DOES NOT APPLY TO OGAFC AND ULTRA-THIN BONDED WEARING COURSE.

2) BACKFILL SHOULDER WITH APPROVED MATERIAL.

3) THE SHOULDER WEDGE DEVICE MAY BE DISENGAGED AT PAVED DRIVEWAYS AND SIDE STREETS.

SHOULDER WEDGE

}_Zi APPROVED BACKFILL

MATERIAL

}—ZiEXISTING UNIMPROVED

PROPOSED PAVEMENT-j

SHOULDER WEDGE DETAIL

(Resurfacing Projects w/ Widening or
with Existing Paved Shoulder having no dropoffs)

ASPHALT OVERLAY

SHOULDER W

RUT

?—ZZ-EXISTING UNIMPROVED

/ RUTTING

"

SHOULDER WEDGE DETAIL

(Resurfacing Adjacent to
Rutted Shoulder)

|

SHOULDER L
ASPHALT OVERLAY

€.8,8.8'¢ ¢
$,9,9,9°9.9 9.9 SHOULDER WEDGE

NI AAGGAIRRRIDDONNN -

N N I I S S S N L N g itk
$€¢¢e 4"‘""""&‘}""‘)‘C’C’G’C’cc’gc",‘t“, ; Z
2 AT RN e v :° %0%e% 4%, 6%, F APPROVED BACKFILL

A 2 M s S ST a MATERIAL
N e BT e g el g gt e s e
’?.fJY.%b'ﬁ.b““'-ﬁ”-n“-h“. .'.ﬁn'pb’uyh

P IR SRS AP AT ol Al S A T

P R L R TS T R e O S N 4 7

o N oy e “ BTSN LI P EXISTING UNIMPROVED

i T e Ny N e S e SHOULDER Z

EXISTING PAVEMENTJ
SHOULDER WEDGE
APPROVED BAGKFILL (Resurfacing Projects w/ NO Widening)
MATERIAL
T —
/
— — —_— -_/

- SHOULDER WEDGE ANGLE = 30°

CONTRACT STANDARDS

AND DEVELOPMENT UNIT
Office 919-707-6950 FAX 919-250-4119

SHOULDER WEDGE
DETAILS

ORIGINAL BY: T.SPELL DATE: _7-19-11

MODIFIED BY: DATE: _10/16/12

CHECKED BY:

DATE:
FILE SPEC. : _s:usr/details/stand/shoulderwedgedstail.dgn
——
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CONSTRUCTION
LIMITS

(SEE NOTE BELOW)

LEGEND

- STATIONARY SIGN
<= DIRECTION OF TRAFFIC FLOW

SIGNING FOR RESURFACING PROJECTS

PROJ. REFERENCE NO. SHEET NO.

CONSTRUCTION
<:> T LIMITS

(SEE NOTE BELOW)
+ &

<:> <—1000" OR MORE (:)’k <:>

. . 4 4 .
- = B = Yo F B i
1000’ OR MORE —=

(:) (SEE NOTE BELOW) (:)’k <:>>k

1 MILE SPACING
| (SEE NOTE BELOW) |

MAINLINE (-L-) SIGNING

) T

Y2

-Y- LINE SIGNING

SIGNING NOTES AND
PLACEMENT PER DIRECTION

@ NEXT
XX MILES

PLACE 1000' PRIOR TO BEGINNING OF CONSTRUCTION LIMITS.
ONLY USED ON -Y- LINES IF RESURFACING LIMITS EXTEND 1000’ ALONG -Y- LINE.

#2 SIGN ONLY USED WHEN RESURFACING LIMITS ARE 2 OR MORE MILES IN LENGTH.
ROUND UP TO NEXT WHOLE NUMBER.(NO FRACTIONAL OR DECIMAL NUMBERS)

LOW/SOFT
SHOULDER

SP 13107
48" X 48"

PLACE INITIALLY AT THE CONSTRUCTION LIMITS AND SPACED 1 MILE APART
THEREAFTER. IF NO -Y- LINES EXIST, PLACE 2ND SET 1% MILE FROM THE
CONSTRUCTION LIMITS AND THEN SPACE 1 MILE THEREAFTER.

SP 13106
48'" X 48"

THESE ARE FOR -Y- LINES THAT ARE "THROUGH" ROADWAYS. DEAD END AND
SUBDIVISION ROADS ARE NOT "THROUGH" ROADWAYS. INSTALL 500" +/- FROM
EACH -Y- LINE APPROACH AS SHOWN ABOVE. FOR MULTIPLE -Y- LINES THAT

ARE SEPARATED BY 0.25 MILES OR LESS, TREAT AS A SINGLE UNIT AND INSTALL
WITHIN 500" OF EACH APPROACH. A MAXIMUM OF 2 SIGN SETS PER MILE. DO NOT

NO REQUIRED STATIONARY SIGNING FOR THE
FOLLOWING -Y- LINE CONDITIONS:

1) LESS THAN 1000’ OF RESURFACING ALONG -Y- LINE
2) SUBDIVISION ROADS
3) DEAD END ROADS

WHEN PAVING/CONSTRUCTION ACTIVITIES PROCEED ACROSS AN UNSIGNED
-Y- LINE, ADVANCE WARNING PORTABLE SIGNS SHALL BE USED ALONG THE
-Y- LINE AS SHOWN BELOW. REMOVE UPON COMPLETION OF WORK.

W20-1 _
48X 48" 167X 48"

PLACED 500’ IN ADVANCE OF FLAGGER. PLACED 250" IN ADVANCE OF FLAGGER.

INSTALL WHEN -Y- LINES ARE WITHIN 0.5 MILES FROM "END ROAD WORK" SIGN.

<:> END
ROAD WORK

G20-2 A
48" X 24"

PLACE 500" FOLLOWING THE END OF CONSTRUCTION LIMITS.

* SIGNING FOR ASPHALT SURFACE TREATMENTS (ONLY)

SUBSTITUTE LOW/SOFT SHOULDER SIGNS BY ALTERNATING THE FOLLOWING TWO SIGNS:
STARTING WITH "UNMARKED PAVEMENT AHEAD" (SP 06026) FOLLOWED BY "LOOSE GRAVEL" (W8-7).

RESURFACING
ADVANCE WARNING SIGNS
FOR
RURAL AND SUBURBAN
2 LANE ROADWAYS




PROJ. REFERENCE NO. SHEET NO.

SIGNING FOR RURAL AND SUBURBAN MULTI-LANE

ROADWAYS WITH SHOULDER SECTIONS

CONSTRUCTION (DIVIDED OR UNDIVIDED) CONSTRUCTION
LIMITS <:> - LIMITS

L (5

~—1000" OR MORE

@
® @
- =

4 4 4 . 4 )"
_ _ — _ _ = _ _ _ _ _ _ _ _ _ = _ _ _ _ _ _ _ _ _ _ - = _
<= <= O] <=
) ( DEC
— - - = - - - - - - - - 3- - - - - - (SENTEN - - - = |_ —
F F Nl F

1000’ OR MORE —*

_-L _F +
@ @ (SEE NOTE BELOW) @ @ @ @

Y1 1 MILE SPACING @ T
SEE NOTE BELOW
( ) n @

®® !

LEGEND
|- STATIONARY SIGN Y2

<= DIRECTION OF TRAFFIC FLOW

MAINLINE (-L-) SIGNING -Y- LINE SIGNING

SINTMUNWZTC\Resur facing\20I3Resur facing\20I3Documents\New_Procedures_05_09_20I13\Resur facing_AdvWarn_UrSu_Shidr.dgn

User:rmgarrett
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NO REQUIRED STATIONARY SIGNING FOR THE
PLACE 1000’ PRIOR TO BEGINNING OF CONSTRUCTION LIMITS. FOLLOWING -Y- LINE CONDITIONS:

ONLY USED ON -Y- LINES IF RESURFACING LIMITS EXTEND 1000’ ALONG -Y- LINE. 1) LESS THAN 1000’ OF RESURFACING ALONG -Y- LINE
2) SUBDIVISION ROADS

3) DEAD END ROADS

#2 SIGN ONLY USED WHEN RESURFACING LIMITS ARE 2 OR MORE MILES IN LENGTH.
ROUND UP TO NEXT WHOLE NUMBER.(NO FRACTIONAL OR DECIMAL NUMBERS)

® e

WHEN PAVING/CONSTRUCTION ACTIVITIES PROCEED ACROSS AN UNSIGNED
-Y- LINE, ADVANCE WARNING PORTABLE SIGNS SHALL BE USED ALONG THE
-Y- LINE AS SHOWN BELOW. REMOVE UPON COMPLETION OF WORK.

PLACE INITIALLY AT THE CONSTRUCTION LIMITS AND SPACED 1 MILE APART
THEREAFTER. IF NO -Y- LINES EXIST, PLACE 2ND SET 1% MILE FROM THE

LOWSOFT

PLACEMENT PER DIRECTION

o
Z
n
L
lC_) SHOULDER CONSTRUCTION LIMITS AND THEN SPACE 1 MILE THEREAFTER.
= B %
S THESE ARE FOR -Y- LINES THAT ARE "THROUGH" ROADWAYS. DEAD END AND W20-1 W20-7 A
487X 48" N 0
= SUBDIVISION ROADS ARE NOT "THROUGH" ROADWAYS. INSTALL 500’ +/- FROM 487X 48
- EACH -Y- LINE APPROACH AS SHOWN ABOVE. FOR MULTIPLE -Y- LINES THAT PLACED 500’ IN ADVANCE OF FLAGGER. PLACED 250' IN ADVANCE OF FLAGGER.
= @ ARE SEPARATED BY 0.25 MILES OR LESS, TREAT AS A SINGLE UNIT AND INSTALL
O] WITHIN 500' OF EACH APPROACH. A MAXIMUM OF 2 SIGN SETS PER MILE. DO NOT
— $h13105., INSTALL WHEN -Y- LINES ARE WITHIN 0.5 MILES FROM "END ROAD WORK" SIGN. NOTES:
n
1) MAY USE LAW ENFORCEMENT TO CONTROL TRAFFIC AT SIGNALIZED
END , INTERSECTIONS AS DIRECTED BY THE ENGINEER. PROVIDE PORTABLE
YR APPROACHES FROM THE SIDE STREETS WHEN PAVING PROCEEDS THROUGH
487X 24" THE INTERSECTION.

RESURFACING
ADVANCE WARNING SIGNS
FOR RURAL AND SUBURBAN

MULTI-LANE ROADWAYS
W/ SHOULDER SECTIONS
(DIVIDED OR UNDIVIDED)
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