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Sawcut & removal limits.

Remove & replace Stop
bars. See SW-2.0

Protect exist. light
pole & all adjacent

utility features.

Protect exist. sig. box
& utility pole.

Remove dbl. arrow
markings, W-bound.

Extent of striping
removal, Typ.

60
' R

O
W

Sawcut existing walk/curb to
facilitate new accessible ramp.

Remove dbl. arrow
lft. turn / rt. turn lane

Sawcut & removal limits.
Exist. curb & gutter only,
to the extent possible.

Remove and replace exist.
conc. drive apron. See SW-2.0.
Maintain access throughout
construction.

Protect exist. conc.
drive apron.

Protect Exist. Ramp

Remove & relocate exist.
drainage structure to new
gutter line.

Sawcut & removal limits.
Curb/Gutter & Sidewalk

Extent of striping
removal, Typ.

Extent of striping
removal, Typ.

Relocate gas valve as req.
Coordinate w/ util. provider
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Proposed Drive Connection.
Part of School Project Contract
Documents.

*For striping and signage requirements
associated w/ proposed drive connection
refer to contract/construction drawings
for New Enka Intermediate School*
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construction docs. for E.I.S.

R15' R15'

2' min.

offset

24'

Dbl. Exit

ONLY

T
T

UP

P

P

P

P

P

P

P

P

P

P

P

P

P

P

UP

P

P

P

P

P

P

P

P

P

P

P

UP

P

P

P

P

P

P

P

P

P

P

P

P

P

P

SAND HILL ROAD
VARIABLE WIDTH RIGHT OF WAY

JA
C

O
B 

H
O

LM
 W

AY

LP

MAPLE 4"Ex
ist

. W
a

lk

UP

WV
WV

WV
UP

b
G/V

UP

ELEC
PED

UP

WV

WV

b
G/V

WM

FH UP

SPIGOT

ELEC
PED

WV

WV
WV

UP

WV
WM

UP

SIG
BOX

SIG
BOX

SIG
BOX

SIG
BOX

UP

UP

W W W W W W W W W W W W W W W W W W W W W W W W W W W W W W W W W W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W

W

W

W

W

W

W

T

T

P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P P
P

P

P

E
E

SS
SS

SS
SS

SS
SS

SS
SS

SS
SS

SS
SS

SS

SS

SS

8" PVC

SSSSSSSSSSSSSSSSSSSSSSSS

24" RC
P

24" C
M

P

15" RCP

SS SS SS SS SS SS SS SS SS SS

COMM MH
TOP EL: 2120.66'

SS

SS

SS

SS

SS

SS

SS

8" PVC

8" PVC

SSSSSSSSSSSSSSSSSSSSSS

6"
 P

VC SS

18" C
M

P

18" CMP (DIR)

Exist. Walk

P
P

P
P

P

P

P

P

P

P

PW P

P

P

P

W
W W

W

P
P

P
P

P

Standard Crosswalk,
8' width Typ. NCDOT Std.
1205.07, SW-4.0
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End
C&G

End
C&G

30" Conc. Curb & Gutter, Typ.
NCDOT Std. 846.01, SW-1.0

Curb Ramp NCDOT
Std. 848.05, this sheet

Curb ramp. NCDOT
Std. 848.05, this sheet

2' wide NCDOT Std. Stop
Bar, Typ. 1205.01, SW-4.0

Thru-lane. 12' avg. width.
See 1205.01 & 1205.02 for
striping requirements.

New Rt. Turn Lane. 10' bay
width. See 1205.05, SW-4.0
for striping requirements.

A 3/4/8

R35'

End
C&G End

C&G

A 3/4/8

1
1
'

1
1
'

1
1
'

1
1
'

+

0
+

0
0

0
+

5
0

1
+

0
0

1
+

5
0

2
+

0
0

2
+

1
3
.
3
4

P
H

T

2
+

5
0

3
+

0
0

3
+

5
0

2
+

2
7
.
6
8

E
n
d
 
B

a
y

B
e
g
i
n
 
T

a
p
e
r

4

+

0

0

End
C&G

4

+

5

0

5

+

0

0

5

+

5

0

6

+

0

0

E

n

d

 

R1000'

R1033'

New / relocated Drive Apron, Typ. NCDOT
Std. 848.02. Alignment should generally
match existing.

Transition / End new curb & gutter
at edge of exist. drive apron.Continue "Skip" lines

thru intersection.
End
C&G

End
C&G A 3/4/8

30" Conc. Curb & Gutter, Typ.
NCDOT Std. 846.01, SW-1.0 w/
5', C 4/6 conc. walk behind.

1
1
'

1
1
'

5
'

2
0
.
1
'

Transition / End new curb,
gutter and walk at edge of
exist. accessible ramp

Transition / End new curb,
gutter and walk at edge
of exist. walk.

150' +/-

Begin Transition back
to existing striping.

C 4/6

*Back of walk should be ~6"
from Right of Way Line*

184 E. Chestnut St., Suite 1
Asheville, NC  28801
Ph  828-252-5058
Fx  828-255-0140

www.broadbooksapa.com

492 S. Main St., Suite B
Waynesville, NC  28786
Ph  828-456-8558

Scale:  1" = 30'
60 Feet300

North

15
SW-2.0

- 4

L
A

Y
O

U
T

,
 
P

A
V

I
N

G
 
A

N
D

 
S

T
R

I
P

I
N

G
 
P

L
A

N

N
C

D
O

T
 
R

O
A

D
W

A
Y

 
I
M

P
R

O
V

E
M

E
N

T
S

F
O

R
 
E

N
K

A
 
I
N

T
E

R
M

E
D

I
A

T
E

 
S

C
H

O
O

L
 
P

R
O

J
E

C
T

B
U

N
C

O
M

B
E

 
C

O
U

N
T

Y
 
S

C
H

O
O

L
S

Mike Watson

R. Daniel Hyatt

12/17/2015

1 Sandhill Impr. W. of Int. 05/18/16

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

----

OF

REVISIONS:

DRAWN BY:

CHECKED BY:

DATE:

NOVUS JOB NUMBER

No. Description Date

16
8 

PA
TT

O
N

 A
V

E.
A

SH
EV

IL
LE

, N
C

 2
88

01
P:

 (8
28

) 2
36

-9
99

2
w

w
w

.n
ov

us
a.

co
m

North

PROPOSED DRIVE CONNECTION AT SANDHILL ROAD

TURN LANE ADDITION AT SANDHILL ROAD / JACOB HOLM WAY INTERSECTION

PAVEMENT SCHEDULE

1.  All dimensions are measured from edge of pavements, face of curbs and building faces unless indicated otherwise.
2.  All angles are 90 deg. unless indicated otherwise.
3.  Notify landscape architect of any significant discrepancies that may affect design.
4.  All asphalt striping and pavement markings shown shall be in accordance with NCDOT Stds. See SW-3.0 & 4.0. Also reference
Division 12 Details and Specifications
5.  Do not scale from plan.
6.  All poured site concrete shall have a medium broom finish. Provide joints per. NCDOT Stds.
7.  All work shown in the referenced plan set shall be done in accordance with the most recent (2012) edition of the NCDOT standard
details and specifications.
8.  Temporary traffic controls will be required throughout construction. All traffic controls shall be provided and/or performed in
accordance with NCDOT standards. Specifically, reference Division 11 details and specifications for Work Zone Traffic Control
requirements.

NOTES:

A 3/4/8 3" S9.5-A surface course over
4" 1-19.0B binder course over
8" aggregate base course over compacted
subgrade. Each layer Installed in lifts and
compacted to NCDOT Specifications

CALL BEFORE YOU DIG
NC ONE-CALL

1-800-632-4949

C 4/6 4" 4,000 psi conc. over 6", compacted
depth, ABC. Reinforce conc. w/ 6" sq. WWM
W1.4 x W1.4. Provide medium broom finish.

1
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MH

*For grading, drainage & EC requirements
associated w/ proposed drive connection

refer to contract/construction drawings
for New Enka Intermediate School*

Conc. drainage structure. NCDOT Std.
840.19 w/ frame & wide slot sag grate.

NCDOT Std. 840.22. See Details on SW-1.0
Rim Elev. = 2068.75 Inv. (Out) = 2066.75.

Provide NCDOT Std. Inlet Protection,
See 1632.02 on SW-4.2

48 Lf. 15" RCP
at 0.75%

Provide Rip-Rap at culvert
outfall See NCDOT Std.
876.02 on SW-4.1

Provide NCDOT Std. Silt Check
836.02 in exist. dithline, during
lane improvements & drive
construction. See SW-4.0

5
0
' 
O

.C
.

Proposed Drive Connection.
Part of School Project Contract

Documents.
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Maintain exist.
road cross slope, Typ

Grade transition behind proposed
walk. 2:1 max. Seed as specified.

Maintain exist.
road cross slope, Typ
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Provide NCDOT Std. Reinforced
Silt Fence along right of way to
protect adjacent properties.

+Match Exist

+Match Exist

+
Match Exist

+
Match Exist

+
Match Exist

+
Match Exist

+
Match Exist

+
Match Exist+

Match Exist
+

Match ExistMatch Exist
+

Maintain exist.
road cross slope, Typ

Re-set exist. structure in
new curb line. Extend /
remove pipe as necessary.

Maintain exist. grades
Typ., at / along right of
way, continuous.
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1-800-632-4949

Temporary Seeding - Winter & Early Spring

SEEDING SCHEDULE

Seed Mixture: Rye (grain) @ 120 lbs. / acre
Korean Lespedeza @ 50 lbs. / acre

Dates: Feb. 1st thru May 1st

Soil Amendments: follow recommendations of soil test or
   apply 2,000 lb/ac ground agricultural
   limestone and 750 lb/ac. 10-10-10.

Mulch: Apply 1.5 to 2 bales grain straw per 1,000 sq.ft. Anchor
by tacking with asphalt, netting, or a mulch anchoring tool.

Permanent Seeding - Cut & Fill Slopes
Seed Mixture: Tall Fescue @ 100 lbs. / acre

Sericea Lespedeza @ 20 lbs. / acre
Korean Lespedeza @ 10 lbs. / acre
Redtop @ 5 lbs. / acre
Kentucky Bluegrass @ 5 lbs. / acre

Dates: March. 1st thru May 15th & July 15th thru Sept. 15th

Soil Amendments: follow recommendations of soil test or
   apply 2,000 lb/ac ground agricultural
   limestone and 800 lb/ac. 16-04-08.

Matting: For cut and fill slopes 3:1 and steeper refer to plan for
slope locations and required matting .

Permanent Seeding - Lawn Areas < 4:1
Seed Mixture: 50%-50% mixture of two turf type tall 

fescues @ 200 lbs. / acre
50%-50% mixture of two improved 
bluegrass varities @ 50 lbs. / acre

Dates: July 25th thru Sept. 15th & March 1st thru May 15th

Soil Amendments: follow recommendations of soil test or
   apply 2,000 lb/ac ground agricultural
   limestone and 1,200 lb/ac. 16-04-08.

Mulch: Apply 1.5 to 2 bales grain straw per 1,000 sq.ft. or equiv.
mulching product. Anchor by tacking with asphalt, netting, or a
mulch anchoring tool.

North

PROPOSED DRIVE CONNECTION AT SANDHILL ROAD
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