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SUMMARY OF QUANTITIES:

~— T— LD PLANT MATERIALS
i el — — mmm - ‘”“&%& Qty Unit | Key Botanical Name Common Name Furnish ASNS Spacing
o o A L 0 Ve e Shrubs
PR A, (LR REEY )

"""""" oy el LT g e e (e Cephalotaxus Creeping Plum 2 : :
PROJECT il i I A\ 8 ] TS Ey 113 s Ch harringtonia 'Prostrata’ |Yew La-la pdiontaingr il oL
LOCATION o) e\ e\ 3 7

uuuuuu 7 7/ ‘ Groundcover
A
113 eq | jip | TevecheraFeppermint [Reppermintipice | 5 o e Bl rosted 12.3 12" 0.C.
Spice’ Coral Bells
ipits | wm [ gy | SEAEOSOUEICERORRIS (DWEHLERIE 4" Container, fully rooted 12.4 12" 0.C.
'Tara' Dropseed
3500 ea NA Narcissus 'Carlton’ Daffodil RN 111 10.19 4-5 inches O.C,
OTHER ITEMS
Quantity |Unit |Description
680|SY Post-Emergence Herbicide Treatment for Plant Beds (6120 sf)
680|SY Pre-Emergence Herbicidal Treatment for Plant Beds (6120 sf)
86|CY Mulch for-PIanting (4" thick) 6937 sf
7IM/G |Water for Planting
25|CY Topsoil 1365 sf @ 6"
680]|LF New Aluminum Fence
0.7]Acre |Selective undergrowth removal and pruning (30,600 sf)
2|Each |Selective Tree R:emoval, 18" )
ESTABLISHMENT PERIOD
Quantity |Unit |Description
% PROJECT LOCATION 12|Cycle [Monthly Esablishment and Warranty Work

GENERAL NOTES:

oA

Verify locations of pertinent site improvements installed under other sections. If any
part of this plan cannot be followed due to site conditions, contact Landscape Architect
for instructions prior to commencing work.
Exact locations of field staked plant materials to be approved by the Landscape
Architec or Engineer in the field prior to installation.

Verify plant counts and square footages: Quantities are provided as Owner information
only. If quantities on plant list differ from graphic indications, then graphics shall

prevail.

Contact the local underground utility services for utility location and identification.
Perform excavation in the vicinity of underground utilities with care and if necessary,
by hand. The Contractor bears full responsibility for this work and disruption or
damage to utilities shall be repaired immediately at no expense to the Owner.

Align and equally space in all directions shrubs so designated per these notes and
drawings.
Square footages for Selective undergrowth removal areas are approximate.

Tree to be removed will by tagged by engineer in the field.
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CONVENTIONAL SYMBOLS
County Line L L
City or Town Line -_ S _ _ _
Exist. Right of Way Line Marker _ _ AN
I5rop. Right of Way Line Marker
(By Others). . _ A
Prop Right of Way Line Marker
(By Contract) - = . 7
Exist. Control of Access Line. . = _ /% < @
Prop. Control of Access Line _ N (N &
Property Line - . . . . . . . . . P N e
Easement Line. . . . . . . . | —E————EF_ __F—
Slope Stake Line. . = = | —— -
Exist. Fence_ o - +
Prop. Woven Wire Fence _ — A o s A
Prop. Chain Link Fence _ ; ; ; ;
Exist. Road _ B
Prop. Road_ —
Guardrail . _x T T T
Survey Line _ o - -
Denotes Line Equality _ S
Bridge _ _ . {
Culvert _ _ —
Railroad _ T — —
Woods_ . . . . . . . . . _ #L4iPO0R  .OR_~~r_
Exist. Telephone Pole _ S -@-
Prop. Telephone Pole_ . . = . = _ —O-
Tower Pole and Line _ . . . . _ . i .
Exist. Power Pole. [ =
Prop. Power Pole. O-
Sanitary Sewer Line _ . . . . . _ SS SS
Water Line _ o ) |
Gas Line . . . _ _g GAS o
Picnic Shelter . -]
Regeneration— . . . . . . . _ @
Reforestation— . . . . . = . . - XXX
NDeEX OF SHEBEo IS
LT ... Title Sheet,
Summary of Quantities
L2 ... Planting and Fence Details
LS ... Planting Plan
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DO NOT REMOVE LEADER PRUNE DAMAGED BRANCHES

INSTALL TREE OR SHRUB
SO THAT 1/8 OF ROOT
BALL IS ABOVE GRADE
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BEFORE PLANTING, SCARIFY SOIL TO A

MIN. DEPTH OF 6° OR 2 DEEPER THAN

CONTAINER SIZE, WHICHEVER IS

CGREATER.
GROUND COVER/ BEDDING

PLANT DETAIL

NOTE: PLANTS MAY BE INSTALLED
BEFORE OR AFTER MULCHING OPERATION

MULCH

‘ II.!\

OR SHRUB PLANTING DE TAIL

(LEVEL GROUND)

(SLOPING GROUND)

93 3/4"

CENTER ON 2" POSTS
91 3/4"

3L" SPACE (43" O.C.)

NOTE: Fence to be the

INSTALL SHRUB SO THAT 1/8 OF
ROOT BALL IS ABOVE FINISH GRADE.

MULCH — SEE DETAIL

PLANT HOLE WIDTH (X) TO
BE TWICE THE ROOT BALL
SIZE OR CONTAINER DIAMETER.

WATER RETENTION RING

FINISH GRADE\\

COMPACT BACKFILL
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SHRUB B PLANTING De TAIL

DO NOT PLACE MULCH WITHIN 27
OF TRUNK OR STEM.

Depth

MULCH DE TAIL

following Brand oand Model
number OR EQUIVALENT:

Alumi—quard CFF343S

91.7/9” Commerciol ond VUL CH

54"

A Concelaed Foastener

Fairmount 2547
CUOLOR: Florida Bronze

¥See Special Provisions for
Detailed Fence Specifications
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compact soil back fill
and slope to drain

PLANT BeD EDGE De TAIL

27 — 47 GAP BETWEEN BOTTOM

1 —

RAIL AND FINISHED GRADE

1.25" x 1.25" CHANNEL
.062" TOPWALL
.078" SIDEWALL E

3/4" x 3/4" x .050"
PICKET

ALUMINUM FENCE DE TAIL

3’ — 67 OF BACKFILL ON TOP EXTEND
Dy OF CONCRETE FOOTING EDGE OF
[|5:e e OR TO P
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= UNDISTURBED SUBGRADE

OF TRAVELWAY.

LOCATE PLANT MATERIAL BEHIND
GUARDRAIL AT A DISTANCE EQUAL
TO ITS RECOMMENDED SPACING
(SEE PLAN), UNLESS OTHERWISE
DIRECTED BY ENGINEER.

GUARDRAIIL

MULCH TO FRON
THE GUARDRAIL
AVEMENT EDGE

PLANT
SPACING

CUARDRAIL MULCHING DE A

PLANT
SPACING

USE AS DIRECTED BY FIELD ENGINEER

NOTES:

SCHEDULE FOR PLANT HOLE SIZE:
PLANT HOLE WIDTH (X) TO BE TWICE THE ROOT
BALL SIZE OR CONTAINER DIAMETER.

SEE STANDARD SPECIFICATIONS FOR PLANT BED
FUMIGATION AND HERBICIDAL TREATMENT.

APPLY FERTILIZER AT PLANTING TIME IN THE FORM
OF A SLOW RELEASE PELLET OR TABLET. APPLY
AT RATE RECOMMENDED BY MANUFACTURER.

BOTH RATE AND FORMULATION MUST BE APPROVED
BY FIELD ENGINEER PRIOR TO APPLICATION.

REMOVE WIRE BASKET AND FOLD BURLAP BACK
FROM TOP OF ROOT BALL BEFORE BACKFILLING
IS COMPLETE.

ALL PRUNING TO FOLLOW STANDARD
ARBORICULTURAL PRACTICES AS SPECIFIED
BY INTERNATIONAL SOCIETY OF ARBORICULTURE.
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PLANT MATERIALS
Qty | Unit | Key | Botanical Name |Common Name | Fumnish [ Asns | Spacing
Shrubs
115 | ea | cH SRPURlDiRaR (LS Rl 15-18", #3 Container 321 30C
harringtonia 'Prostrata’ |Yew
Groundcover
113 ea HP o .Pe;’::permlnt Heppeuminipice #1 Container, fully rooted 12.3 12" 0.C.
Spice Coral Bells
wis | eq | my | SPRCDEUShEESCRR W PraiE 4" Container, fully rooted 124 12" 0.C.
‘Tara Dropseed
3500 ea NA Narcissus 'Carlton’ Daffodil RN III 10.19 4-5 inches O.C.
Ditch Line
Edge of Mulch Bed
NORTH 0 25 50 100
ORIGINAL SCALE: 1"=50'
No Soil to be disturbed
within 8' radius from trunk i
of existing Oak tree Existing Spotlights
6" of topsoil to be added to area delineated with dashed line
Bed Preparation around Sign includes the removal
and disposal of existing red gravel, modular
retaining wall, and existing shrubs.Location of
existing retaining wall shown in light dashed lines.
EEEEEEEE Narcissus "Carlton' - 255 SF (515 SF total)
6 Existing Leyland Cypress to Remain
CH-115
NORTH 0 5 10 20
ORIGINAL SCALE: 1"=10'
NCDOT — ROADS|DE ENV|RONMENTA|_ UN'T prel design date: March 26th, 2015 sheet no :
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http: //www.ncdot.org/doh /operations /dp_chief_eng/roadside /
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