










Line Item Sec No. Quantity Unit Description

0000100000-N 800 1 LS Mobilization
0000400000-N 801 1 LS Construction Surveying
0030000000-N SP 1 LS Reinforced Bridge Approach Fill - Sub Regional Tier         
0043000000-N 226 1 LS Grading
0057000000-E 226 50 CY Undercut Excavation
0134000000-E 240 45 CY Drainage Ditch Excavation
0195000000-E 265 50 CY Select Granular Material
0196000000-E 270 50 SY Geotextile for Soil Stabilization
0318000000-E 300 16 Tons Foundation Conditioning Material, Minor Strs
0335400000-E 305 12 LF 24" Drainage Pipe
0366000000-E 310 36 LF 15" RCP Class III
0448400000-E 310 48 LF 24" RCP Class IV
0582000000-E 310 48 LF 15" CS Culvert, 0.064" Thick 
0636000000-E 310 4 EA 15" CS Pipe Elbows, 0.064" Thick
1099700000-E 505 50 Tons Class IV Subgrade Stabilization
1121000000-E 520 35 Tons Aggregate Base Course
1489000000-E 610 240 Tons Asphalt Conc Base Course Type B25.0B
1519000000-E 610 200 Tons Asphalt Conc Surface Course Type S9.5B
1575000000-E 620 25 Tons Asphalt Binder for Plant Mix
2286000000-N 840 4 EA Masonry Drainage Structures
2365000000-N 840 1 EA Steel Frame with Two Grates, STD 840.22
2367000000-N 840 3 EA Frame with Two Grates, STD 840.29
2549000000-E 846 70 LF 2'-6"  Conc. Curb and Gutter
2556000000-E 846 140 LF Shoulder Berm Gutter
3045000000-E 862 112.5 LF Steel BM Guardrail (SHOP CURVED)
3150000000-N 862 5 EA Additional Guardrail Posts
3165000000-N  SP 1 EA Guardrail Anchor Units, Type 350 TL-2
3180000000-N  862 2 EA Guardrail Anchor Units, TYPE III (SHOP CURVED)
3195000000-N 862 2 EA Guardrail Anchor Units, AT-1
3215000000-N  862 2 EA Guardrail Anchor Units, TYPE III
3270000000-N  SP 1 EA Guardrail Anchor Units, Type 350
3635000000-E 876 27 Tons Rip Rap, Class II
3649000000-E 876 5 Tons Rip Rap, Class B
3656000000-E 876 52 SY Geotextile for Drainage
4400000000-E 1110 562 SF Work Zone Signs (Stationary)
4410000000-E 1110 94 SF Work Zone Signs (Barricade Mounted)
4445000000-E 1145 96 LF Barricades (Type III)
4810000000-E 1205 1,630 LF Paint Pavement Marking Lines (4")
6000000000-E 1605 500 LF TEMP SILT FENCE
6009000000-E 1610 50 TON STONE FOR EROS CNTRL, B
6012000000-E 1610 30 TON SEDIMENT CONTROL STONE
6015000000-E 1615 0.5 ACRES TEMPORARY MULCHING
6018000000-E 1620 50 LBS SEED FOR TEMP SEEDING
6021000000-E 1620 0.25 TON FERTILIZER FOR TEMP SEED
6030000000-E 1630 50 CY SILT EXCAVATION
6036000000-E 1631 290 SY MATTING FOR EROSION CONTROL
6042000000-E 1632 80 LF 1/4" HARDWARE CLOTH
6071012000-E SP 170 LF COIR FIBER WATTLE
6071020000-E SP 5 LBS POLYACRYLAMIDE (PAM)
6071030000-E 1640 150 LF COIR FIBER BAFFLE
6084000000-E 1660 0.3 Acre SEEDING & MULCHING
6090000000-E 1661 50 LBS SEED FOR REPAIR SEEDING
6093000000-E 1661 0.25 Ton FERTILIZER FOR REPAIR SEEDING
6096000000-E 1662 50 LBS SEED FOR SUPPLEMENTAL SEEDING
6108000000-E 1665 0.5 Ton FERTILIZER TOPDRESSING
6111000000-E SP 107.5 LF IMPERVIOUS DIKE
6117000000-E SP 4.0 EA RESPONSE FOR EROSION CONTROL
6123000000-E 1670 0.1 ACR REFORESTATION

STRUCTURAL ITEMS
8035000000-N 402 1.0 LS Removal Of Existing Structure
8096000000-E 450 182.0 LF Pile Excavation in Soil
8097000000-E 450 27.0 LF Pile Excavation Not in Soil
8105520000-E 411 27.0 LF 3'-0" Drilled Piers in Soil
8105620000-E 411 21.0 LF 3'-0" Drilled Piers Not in Soil
8111200000-E 411 8.7 LF Permanent Steel Castings For 3'-0" Dia. Drilled Pier
8113000000-N 411 1.0 EA SID Inspection 
8114000000-N 411 1.0 EA SPT Testing
8115000000-N 411 1.0 EA CSL Testing
8121000000-N 412 1.0 LS Unclassified Structure Excavation 
8182000000-E 420 53.1 CY Class A Concrete 
8210000000-N 422 1.0 LS Bridge Approach Slabs
8217000000-E 425 12,957.0 LBS Reinforcing Steel 
8238000000-E 425 1,168.0 LBS Spiral Column Reinforcing Steel 
8364000000-E 450 210.0 LF HP 12X53 Steel Piles
8430000000-E 452 685.0 SF Sheet Pile Retaining Wall
8505000000-E 460 200.5 LF Vertical Concrete Barrier Rail
8608000000-E 876 155.0 TONS Rip Rap Class II (2'-0" Thick)
8622000000-E 876 172.0 SY Geotextile For Drainage
8657000000-N 430 1.0 LS Elastomeric Bearings 
8762000000-E 430 330.0 LF 3'-0" X 1'-9" Prestressed Concrete Cored Slab Unit
8763000000-E 430 770.0 LF 3'-0" X 2'-0" Prestressed Concrete Cored Slab Unit
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EROSION CONTROL PLAN

STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION
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REVISIONS

NO. NO.BY BYDATE DATE
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JAM

BRIDGE #07 ON SR 1300

 OVER FIRES CREEK

STATION:  13+18

REPLACES BRIDGE NO. 07

HYDRAULICSROADWAY DESIGN

ENGINEER ENGINEER

   R/W SHEET NO.

SHEET NO.PROJECT REFERENCE NO.

PROJECT NO. BD-5114E
COUNTY   CLAY

 BD-5114E  

DEPARTMENT OF TRANSPORTATION
DIVISION OF HIGHWAYS

RALEIGH, N.C.

ROADSIDE ENVIRONMENTAL UNIT

2012 STANDARD SPECIFICATIONS

2012 STANDARD DRAWINGS

Temporary Rock Sediment Dam Type A

Temporary Rock Sediment Dam Type B

Temporary Silt Fence

Rock Pipe Inlet Sediment Trap Type A

1634.01

1634.02

1635.01

1605.01

1630.01

Temporary Berms and Slope Drains

1606.01

1622.01

Special Sediment Control Fence

Riser Basin

1635.02 Rock Pipe Inlet Sediment Trap Type B

1604.01 Railroad Erosion Control Detail

1607.01 Gravel Construction Entrance

1630.05 Temporary Diversion

1630.04 Stilling Basin

1630.03 Temporary Silt Ditch

1630.02 Silt Basin Type B

1630.06 Special Stilling Basin

1631.01 Matting Installation

1632.02

1632.01

Rock Inlet Sediment Trap Type B

Rock Inlet Sediment Trap Type A

1632.03 Rock Inlet Sediment Trap Type C

1633.01

1633.02 Temporary Rock Silt Check Type B

Temporary Rock Silt Check Type A

1640.01 Coir Fiber Baffle

1645.01 Temporary Stream Crossing

SEE PROJECT SPECIAL PROVISIONS

ENVIRONMENTALLY SENSITIVE AREA

NATURAL RESOURCES DIVISION OF WATER QUALITY.

ISSUED BY THE NORTH CAROLINA DEPARTMENT OF ENVIRONMENT AND

NCG-010000 GENERAL CONSTRUCTION PERMIT EFFECTIVE AUGUST 3, 2011

WITH THE REGULATIONS SET FORTH BY THE

THESE EROSION AND SEDIMENT CONTROL PLANS COMPLY

Std. # Description Symbol

Temporary Silt Fence1605.01

Temporary Rock Silt Check Type-A1633.01

1632.03 Rock Inlet Sediment Trap Type C

Temporary Rock Silt Check Type-B1633.02

EC-1/CONST.4

CONSTRUCTION SHEET 4

EROSION CONTROL FOR

CLEARING AND GRUBBING

      ENGINEER.

      NEED TO BE INSTALLED AS DIRECTED BY THE

      ADDITIONAL EROSION CONTROL DEVICES MAY

      REQUIRE PRIOR APPROVAL BY ENGINEER.

NOTES:   ANY DEVIATION FROM OPTIONS GIVEN WILL

LEVEL III CERTIFICATION NO.

3022

LEVEL III NAME

ANNE GAMBER

     INSTALLED DURING CLEARING AND GRUBBING PHASE.

     PERIMETER EROSION CONTROL MEASURES SHALL BE

NOTE:

NOTE:

     PLACE TEMPORARY ROCK SEDIMENT DAMS TYPE - B

     DRAINAGE OUTLETS.

     AND TEMPORARY ROCK SILT CHECKS TYPE - A AT
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1.) INSTALL IMPERVIOUS DIKE(S).
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SHEET NO.PROJECT REFERENCE NO.

  DIVISION OF HIGHWAYS
STATE OF NORTH CAROLINA

HYDRAULICSROADWAY DESIGN

ENGINEER ENGINEER

BD-5114E

SITE DESCRIPTION

SOIL STABILIZATION TIMEFRAMES

STABILIZATION TIME

7 DAYS

TIMEFRAME EXCEPTIONS

PERIMETER DIKES, SWALES, DITCHES AND SLOPES

HIGH QUALITY WATER (HQW) ZONES 7 DAYS NONE

SLOPES STEEPER THAN 3:1 7 DAYS
IF SLOPES ARE 10’ OR LESS IN LENGTH AND ARE

NOT STEEPER THAN 2:1, 14 DAYS ARE ALLOWED.

NONE

SLOPES 3:1  OR FLATTER 14 DAYS

14 DAYS

7 DAYS FOR SLOPES GREATER THAN 50’ IN

LENGTH.

ALL OTHER AREAS WITH SLOPES FLATTER THAN 4:1 NONE, EXCEPT FOR PERIMETERS AND HQW ZONES.

EC-6
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                       STANDARD NOTES

     METAL HANDRAILS SHALL BE IN ACCORDANCE WITH THE PLANS.  RAILS SHALL BE

RAIL SHALL BE SET NORMAL TO THE GRADE OF THE CURB, UNLESS OTHERWISE SHOWN

     BRIDGES SHALL BE BUILT ON THE GRADE OR VERTICAL CURVE SHOWN ON PLANS.

SLABS, CURBS AND PARAPETS SHALL CONFORM TO THE GRADE OR CURVE.

     ALL DIMENSIONS WHICH ARE GIVEN IN SECTION AND ARE AFFECTED BY DEAD LOAD

ON PLANS.  IN SETTING FORMS FOR STEEL BEAM BRIDGES AND PRESTRESSED CONCRETE

GIRDER BRIDGES, ADJUSTMENTS SHALL BE MADE DUE TO THE DEAD LOAD DEFLECTIONS

FOR THE ELEVATIONS SHOWN.  WHERE BLOCKS ARE SHOWN OVER BEAMS FOR BUILDING

UP TO THE SLAB, THE VERTICAL DIMENSIONS OF THE BLOCKS SHALL BE ADJUSTED

ORDINATE, AND ACTUAL BEAM CAMBER.  WHERE BOTTOM OF SLAB IS IN LINE WITH 

BOTTOM OF TOP FLANGES, DEPTH OF SLAB BETWEEN BEARINGS SHALL BE ADJUSTED 

TO COMPENSATE FOR DEAD LOAD DEFLECTION, VERTICAL CURVE ORDINATE, AND 

ACTUAL BEAM CAMBER.

     IN SETTING FALSEWORK AND FORMS FOR REINFORCED CONCRETE SPANS, AN 

AND PERMANENT CAMBER WHICH SHALL BE PROVIDED FOR IN ADDITION TO THE

ELEVATIONS SHOWN.  AFTER REMOVAL OF THE FALSEWORK, THE FINISHED STRUCTURES

SHALL CONFORM TO THE PROFILE AND ELEVATIONS SHOWN ON THE PLANS AND

CONSTRUCTION ELEVATIONS FURNISHED BY THE ENGINEER.

INDICATED ON THE PLANS.  WHEN BAR SUPPORT PIECES ARE PLACED IN CONTINUOUS

LINES, THEY SHALL BE SO PLACED THAT THE ENDS OF THE SUPPORTING WIRES SHALL

BE LAPPED TO LOCK LEGS ON ADJOINING PIECES.

STRUCTURAL STEEL:

SUBSTITUTE FOR THE COVER PLATES DESIGNATED ON THE PLANS COVER PLATES OF THE

EQUIVALENT AREA PROVIDED THESE PLATES ARE AT LEAST 5/16" IN THICKNESS AND

DO NOT EXCEED A WIDTH EQUAL TO THE FLANGE WIDTH LESS 2" OR A THICKNESS

EQUAL TO 2 TIMES THE FLANGE THICKNESS.  THE SIZE OF FILLET WELDS SHALL CONFORM

ELECTROSLAG WELDING WILL NOT BE PERMITTED.

ROUNDED BY SUITABLE MEANS TO A RADIUS OF APPROXIMATELY 1/16 INCH OR

ETC. IN CASTING SUPERSTRUCTURES:

ALLOWANCE FOR DEAD LOAD DEFLECTION, SETTLEMENT, 

DEFLECTIONS ARE DIMENSIONS AT CENTER LINE OF BEARING UNLESS OTHERWISE NOTED

REINFORCING STEEL:

     WIRE BAR SUPPORTS SHALL BE PROVIDED FOR REINFORCING STEEL WHERE

     EXCEPT AT THE INTERIOR SUPPORTS OF CONTINUOUS BEAMS WHERE THE COVER

      WITH THE SOLE EXCEPTION OF EDGES AT SURFACES WHICH BEAR ON OTHER 

     AT THE CONTRACTOR’S OPTION, HE MAY SUBSTITUTE 7/8" ~ SHEAR STUDS FOR THE

STUDS FOR 4 - 3/4" ~ STUDS.  STUDS OF THE LENGTH SPECIFIED ON THE PLANS MUST

ALONG THE BEAM AS SHOWN FOR 3/4" ~ STUDS BASED ON THE RATIO OF 3 - 7/8" ~

BE PROVIDED.  THE MAXIMUM SPACING SHALL BE 2’-O".

THE RATE OF 3 - 7/8" ~ STUDS FOR 4 - 3/4" ~ STUDS, AND STUD SPACING CHANGES

SHALL BE MADE AS NECESSARY TO PROVIDE THE SAME EQUIVALENT NUMBER OF 7/8" ~ STUDS

PLATE IS IN CONTACT WITH BEARING PLATE, THE CONTRACTOR MAY, AT HIS OPTION,

OR METALLIZING.

EQUIVALENT FLAT SURFACE AT A SUITABLE ANGLE PRIOR TO PAINTING, GALVANIZING,

     METAL STANDARDS AND FACES OF THE CONCRETE END POSTS FOR THE METAL

HANDRAILS AND POSTS:

SPECIFICATIONS ARTICLE 105-4.

OVER NOTES HEREON, AND SPECIAL PROVISIONS SHALL GOVERN OVER ALL.  SEE 

GOVERN OVER THE SPECIFICATIONS, BUT THE REMAINDER OF THE PLANS SHALL GOVERN 

     GENERALLY, IN CASE OF DISCREPANCY, THIS STANDARD SHEET OF NOTES SHALL

SPECIAL NOTES:

AS MANUFACTURED FOR BRIDGE RAILING.  CASTINGS SHALL BE OF A UNIFORM APPEARANCE.

FINS AND OTHER DEFORMATIONS RESULTING FROM CASTING OR OTHERWISE SHALL BE 

REMOVED IN A MANNER SO THAT A UNIFORM COLORING OF THE COMPLETED CASTING SHALL  

NOT BE ACCEPTED. CERTIFIED MILL REPORTS ARE REQUIRED FOR METAL RAILS AND POSTS.

ON PLANS.  THE METAL RAIL AND TOPS OF CONCRETE POSTS USED WITH THE ALUMINUM

RAIL SHALL BE BUILT PARALLEL TO THE GRADE OF THE CURB.

STRESS IN EXTREME FIBER OF

IMPACT ALLOWANCE

LIVE LOAD - - - - - - - - - - - - - - - - -

- - - - - - - - - - - - - -

27,000 LBS. PER SQ. IN.

20,000 LBS. PER SQ. IN.

DESIGN DATA:

SPECIFICATIONS - - - - - - - - - - - - - - -

BE OBTAINED. CASTINGS WITH DISCOLORATIONS OR OF NON-UNIFORM COLORING WILL

JANUARY, 1990

    DOWELS WHEN INDICATED ON PLANS AS FOR CULVERT EXTENSIONS, SHALL

DOWELS:

MATERIAL AND WORKMANSHIP:

    UNLESS OTHERWISE REQUIRED ON PLANS, CLASS A CONCRETE SHALL BE

CONCRETE:

 1,800 LBS. PER SQ. IN.

EQUIVALENT FLUID PRESSURE OF EARTH - - - - -

      (MINIMUM)

    30 LBS. PER CU. FT.

   375 LBS. PER SQ. IN.- - - -OF TIMBER

COMPRESSION PERPENDICULAR TO GRAIN

PROVISIONS,  ALL MATERIAL AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH

TOP CORNERS OF CURBS MAY BE ROUNDED TO 1-1/2" RADIUS WHICH IS BUILT

INTO CURB FORMS;  CORNERS OF TRANSVERSE FLOOR EXPANSION JOINTS 

SHALL BE ROUNDED WITH A 1/4" FINISHING TOOL UNLESS OTHERWISE REQUIRED

ON PLANS; AND CORNERS OF EXPANSION JOINTS IN THE ROADWAY FACES

CONCRETE IN COMPRESSION

CONCRETE IN SHEAR - - - - - - - - - - - - -

 - - - - - - - - - -  1,200 LBS. PER SQ. IN.

SEE A.A.S.H.T.O.

    EXCEPT AS MAY OTHERWISE BE SPECIFIED ON PLANS OR IN THE SPECIAL

N. C. DEPARTMENT OF TRANSPORTATION.

USED FOR ALL PORTIONS OF ALL STRUCTURES WITH THE EXCEPTION THAT:

CLASS AA CONCRETE SHALL BE USED IN BRIDGE SUPERSTRUCTURES,

CONCRETE CHAMFERS:

    UNLESS OTHERWISE NOTED ON THE PLANS, ALL EXPOSED CORNERS ON 

STRUCTURES SHALL BE CHAMFERED 3/4" WITH THE FOLLOWING EXCEPTIONS:

AND TOPS OF CURBS AND SIDEWALKS SHALL BE ROUNDED TO A 1/4" RADIUS

WITH A FINISHING STONE OR TOOL UNLESS OTHERWISE REQUIRED ON PLANS.

BE EMBEDDED AT LEAST 12" INTO THE OLD CONCRETE AND GROUTED INTO 

GRADE 60 24,000 LBS. PER SQ. IN.

REINFORCING STEEL IN TENSION

27,000 LBS. PER SQ. IN.

- -

SURFACES,ALL SHARP EDGES AND ENDS OF SHAPES AND PLATES SHALL BE SLIGHTLY

PLACE WITH 1:2 CEMENT MORTAR.

- - - - -

ALLOWANCE SHALL BE MADE FOR DEAD LOAD DEFLECTIONS, SETTLEMENT OF FALSEWORK,

TO THE REQUIREMENTS OF THE CURRENT ANSI/AASHTO/AWS " BRIDGE WELDING CODE".

BETWEEN BEARINGS TO COMPENSATE FOR DEAD LOAD DEFLECTIONS, VERTICAL CURVE

�" ~ STUDS SPECIFIED ON THE PLANS.  THIS SUBSTITUTION SHALL BE MADE AT

  STRUCTURAL STEEL - AASHTO M270 GRADE 36  -

- AASHTO M270 GRADE 50W -

- AASHTO M270 GRADE 50 -

REV. 6-16-95   EEM  ( ) RGW

ENGLISH

REV. 8-16-99   RWW  ( ) LES

REV.  5-7-03  RWW  ( ) JTE

THE 2012 ‘‘STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES" OF THE

REV.  5-1-06  TLA  ( ) GM

ABUTMENT BACKWALLS, AND APPROACH SLABS; AND CLASS B CONCRETE SHALL

BE USED FOR SLOPE PROTECTION AND RIP RAP.

     ALL REINFORCING STEEL SHALL BE DEFORMED.  DIMENSIONS RELATIVE TO

PLACEMENT OF REINFORCING ARE TO CENTERS OF BARS UNLESS OTHERWISE INDICATED

IN THE PLANS.  DIMENSIONS ON BAR DETAILS ARE TO CENTERS OF BARS OR ARE OUT

TO OUT AS INDICATED ON PLANS.

STD. NO. SN
REV.  10-1-11  MAA  ( ) GM

SEE A.A.S.H.T.O.

 

SEE PLANS

 

A.A.S.H.T.O. (CURRENT)

  UNTREATED - EXTREME FIBER STRESS

 

STRUCTURAL TIMBER - TREATED OR

BE HOT ROLLED.

    STEEL SHEET PILING FOR PERMANENT OR TEMPORARY APPLICATIONS SHALL

FALSEWORK OR FORMS IS STARTED.

BE SUBMITTED TO THE ENGINEER FOR APPROVAL BEFORE CONSTRUCTION OF THE 

AND ANY STRUCTURE OR PARTS OF A STRUCTURE AS NOTED ON THE PLANS SHALL 

     DETAILED DRAWINGS FOR FALSEWORK OR FORMS FOR BRIDGE SUPERSTRUCTURE
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